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EXECUTIVE SUMMARY

The 244-AR vault facility is a "canyon" type facility housing four waste processing tanks in
three below grade concrete cells. The facility was originally constructed between 1966 and 1968
to provide lag storage and treatment for the Plutonium Uranium Extraction Facility (PUREX).
The last process transfers were made in support of that mission in the late 1970s. Modifications
to the facility were initiated in 1984 to provide support for the vitrification program and the
separation of the neutralized current acid waste (NCAW) into transuranic (TRU) and non-
transuranic waste streams. The mission was cancelled in 1988, before the modifications were
completed. The last transfer within the vault occurred in 1992.

In November 1999, the interim stabilization of the 244-AR vault facility was defined and the
pending action was moved from the Hanford Federal Facility Agreement and Consent Order
(TPA) Milestone M-32-00, "Complete Identified Dangerous Waste Tank Corrective Actions," to
Milestone M-45-00, "Complete Closure of all Single-Shell Tanks." Two interim milestones
were created within Milestone M-45-00. Interim Milestone M-45-11A required submittal by
April 30, 2000, of a 244-AR vault interim stabilization project plan to the Washington State
Department of Ecology (Ecology) for approval. Interim Milestone M-45-11 required completing
the 244-AR vault interim stabilization by September 30, 2003.

The 244-AR Vault Interim Stabilization Project Plan, RPP-5635, (CHG 2000) was issued in
March 2000 to meet the requirement of Interim Milestone M-45-11A. RPP-5635 provided the
path forward for interim stabilization of the 244-AR vault to meet the requirement set forth in
TPA Interim Milestone M-45-1 1. Ecology concurred with the project scope and approved the
document (Ecology 2000).

This Completion Report documents the completion of the Interim Stabilization effort for the
244-AR vault and the six activities required under the milestones M-45-11A and M-45-11. The
areas addressed are:

1. Removal of the pumpable liquids from the 244-AR Vault tanks
2. Removal of the pumpable liquids from the 244-AR Vault sumps
3. Isolation of the 244-AR Vault
4. Provision for the removal of liquids that may accumulate in the future
5. Installation of intrusion prevention mechanisms as necessary
6. Establish liquid level monitoring to detect future intrusions.

An estimated 17,000 gallons of pumpable liquid was removed from the 244-AR Vault Facility
tanks and sumps in the interim stabilization effort. With the inclusion of flush water, 17,600
gallons were added to the receiver tank, 241-AY-102. Access to the tanks and sumps was
obtained by utilizing existing penetrations in the cover blocks and open nozzles in the tanks
where possible. In cases where no existing openings were available, the concrete cover blocks
were core-bored and the tanks were cut using a plasma-arc cutting process. Using a manifold
configuration, an air driven diaphragm pump was used to pump the liquids using an eductor
located in the pump leg to each tank or sump. The liquids were removed through the manifold
within the facility and a flexible hose-in-hose line connecting the facility to the tie-in with the
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Double Shell Tank (DST) transfer system at the AR-151 transfer pit. Liquids were consolidated
within the facility tank 244-AR-TK-001 prior to sampling for compatibility with the DST
receiver tank. Transfer to the DST receiver tank was then made in a single transfer. Pumping
was used to remove the liquid in the four tanks and in sump 3. No pumpable liquid was present
in sump 1 or sump 2. Due to the placement of the pump leg in cel13, normal evaporation was
used to remove the final gallons on the cell floor. Target volumes of liquid to remain, outlined in
the Project Plan RPP-5635, Appendix A, were met or exceeded in each of the tanks and sumps.

All transfer and process lines penetrating the vault facility were isolated, or confirmed that
isolation was in place. All other openings in the vault were reviewed, and modified as required,
to prevent any future intrusion of liquid into the facility.

The transfer system has been flushed and left in place to provide for the removal of pumpable
liquids from a future intrusion as may be necessary. Portable and temporary equipment will be
removed within the guidelines outlined in the approved Project Plan.

Liquid level monitoring systems are in place with the period for monitoring revised to reflect the
conditions of the facility and in line with the approved Functions and Requirements
Documentation.

iii
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1.0 INTRODUCTION

The 244-AR vault facility, constructed between 1966 and 1968, was designed to provide lag

storage and treatment for the PUREX tank farm sludges. Tank farm personnel transferred the

waste from the 244-AR vault facility to B Plant for recovery of cesium and strontium. B Plant

personnel then transferred the treatment residuals back to the tank farms for storage of the sludge

and liquids. The last process operations, which transferred waste supporting the
cesium/strontium recovery mission, occurred in April 1978.

After the final transfer in 1978, the 244-AR facility underwent a cleanout. However, 2,271 L
(600 gal) of sludge were left in tank 004AR from an earlier transfer from tank 241-AX-104.
When the cleanout was completed, the facility was placed in a standby status. (The sludge had
been transferred to tank 244-AR-TK-004 to support Pacific Northwest National Laboratory
[PNNL] vitrification work. Documentation of waste transfers suggests that a portion of the
sludge was moved from tank 244-AR-TK-004 to tank 244-AR-TK-002 in preparation for
transfer back to the AX Tank Farm; however, quantities of the sludge that were moved to tank
244-AR-TK-002 from that transfer are only estimated.)

Beginning in 1984, the chemical processing contractor, Rockwell Hanford Company, began to
modify the 244-AR vault facility for a new mission. It was to be used as a transfer, storage, and
treatment facility for moving NCAW from the aging-waste tank farms (241-AY/AZ) to B Plant.
B Plant was to be modified to separate the NCAW into TRU and non-TRU waste streams. The
TRU waste stream then was to be returned to the tank farms for transfer to a vitrification facility
and ultimately to geologic disposal. The non-TRU waste stream was to be transferred to the
Grout Facility for solidification and onsite disposal. Modification of the 244-AR facility was
initiated, but then was suspended before the modifications were completed, as a result of the
abandonment of the NCAW mission in 1988. During this period, operations logs and facility
records show that the sumps were jetted to the tanks multiple times. Liquids accumulating
during this time were assumed to be from intrusions of precipitation and snowmelt through vault
covers, roof leaks, floor drains, and drain lines. Some water also came from construction
activities during the new mission modifications to the facility.

In November 1999, the interim stabilization of the 244-AR vault facility was defined and the
pending action was moved from the TPA Milestone M-32-00, "Complete Identified Dangerous
Waste Tank Corrective Actions," to Milestone M-45-00, "Complete Closure of all Single-Shell
Tanks." Two interim milestones were created within Milestone M-45-00. Interim Milestone M-
45-11A required submittal by April 30, 2000, of a 244-AR vault interim stabilization project plan
to the Washington State Department of Ecology (Ecology) for approval. Interim Milestone M-
45-11 required completing the 244-AR vault interim stabilization by September 30, 2003.

The 244-AR Vault Interim Stabilization Project Plan, RPP-5635, (CHG 2000) was issued in
March 2000 to meet the requirement of Interim Milestone M-45-11A. RPP-5635 provided the
path forward for interim stabilization of the 244-AR vault to meet the requirement set forth in
TPA Interim Milestone M-45-11. Ecology concurred with the project scope and approved the
document (Ecology 2000) with a single stated issue regarding sampling of the waste in

1-1



RPP-12051 Rev. 0

accordance with the data quality objectives identified in Data Quality Objectives For Tank

Farms Waste Compatibility Programs, HNF-SD-WM-DQO-001 (LMHC 1999).

1.1 PURPOSE

The purpose of this report is to document the work completed in order to meet the requirements

of Interim Milestone M-45-11 for interim stabilization of 244-AR vault as laid out in the 244-AR

Vault Interim Stabilization Project Plan (CHG 2000).

In addition to describing the activities performed to meet the requirements of the milestone, this
document describes the facility configuration upon completion and discusses planned
surveillance and maintenance.

1.2 END POINT CRITERIA

The U. S. Department of Energy (DOE) Office of River Protection Program (ORP) and Ecology
have agreed on the inclusion of the 244-AR Vault Interim Stabilization effort under the TPA
major milestone series M-45-00, "Complete Closure of all Single-Shell Tanks." The agreement
to include the 244-AR Interim Stabilization work within the M-45 milestone series, as M-45-11
and M-45-11A, was approved in TPA Change Number M-45-99-02 dated November 5,1999. A
copy of the Hanford Federal Facility Agreement and Consent Order Change Control Form M-45-
99-02, containing TPA Interim Milestones M-45-11 and M-45-11A, is provided in Figure 1-1.
Interim Milestone M-45-11 addresses the interim stabilization of the facility. There are six
activities addressed within Interim Milestone M-45-11 scheduled for completion by September
30, 2003:

1. The removal of pumpable liquids from the 244-AR vault tanks

2. The removal of pumpable liquids from the vault itself and its associated sumps

3. Isolation of the 244-AR vault

4. Provisions for the removal of pumpable liquids, which may accumulate in the future

5. Installation of intrusion prevention mechanisms as may be necessary

6. Establishment of periodic liquid level monitoring systems for the detection of
accumulating liquids prior to final closure.

In general terms, the final stabilized facility configuration described in Section 2.5.4 of the
Project Plan states,

The 244-AR Facility will be isolated and all pumpable liquids removed from the sumps
and tanks. The facility will be physically disconnected from all transfer and liquid
support systems. All known intrusion pathways for precipitation and snowmelt will be
corrected. Periodic sump level monitoring will be in place to detect any future intrusion
into the vault. The transfer system will be flushed and left in place should any liquid

1-2
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accumulation require removal in the future.

Appendix A of the 244-AR Vault Interim Stabilization Project Plan, RPP-5635, (CHG 2000)

contains the detailed endpoint criteria for the interim stabilization of the 244-AR vault. These
endpoint criteria are included as Table 1-1. These target requirements were established to
provide quantified endpoint criteria for Interim Milestone M-45-1 1. The column in Table 1-1
titled "Action to Meet the Requirement" contains a brief summary of the action and the
measurable requirement for the action. The column entitled "Deliverable" contains the
documentation that was anticipated, at the time the Project Plan was issued, to verify the
performance of the action.

1-3
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Figure 1-1. TPA Change Control Form M-45-99-02, Containing TPA Interim Milestone

M-45-11 and M-45-11a (Page 1 of 2)

/ l
/i
c
>

e {,^U l.
n
a^.

Change Number Federal Facility Agreement and Consent Order Date
M-45-99-02 Change Control Form T

November 5,
D. not use btna Idw. 97i• or Y.mt u.masLek Iek. 1999

Orl inator G.H. Sanders Phone ( 509 ) 376-6888

Class of Change I -63 natories Ii - I•amcutive Mana ger 1II - Proj ect Manager

Change Title

Interim Stabilization of the 244-AR Vault. Deletion of obsolete interim milestone and target dates M-32-06
and M-32-06-TO1. Corresponding addition of new Tri Party Agreement Interim Milestones M-4S-11 and M-
45-11A.

Descrintion{Justification of Change

The 244-AR Vault consists of a two-1eve1, multi-cell, reinforced concrete structure that houses two single-
walled 43,000-gallon tanks (TK-001 and TK-002) and two 4785-gallon tanks (TK-003 and TK-004). No
waste transfers to the 244-AR Vault have been made since 1978 (estimated).

The four tanks contain a total of some 16,000 gallons of high-level radioactive mixed waste and are
arranged within three cells. All three cells have experienced liquid accumulations believed to be from
snowmelt/rainwater intrusion. Currently, there is no liquid in Sump N I or Sump N2. Sump # 3 currently
contains some 2800 gallons of liquid of unknown character. The 244-AR vault is regulated as a storage
facility subject to RCRA, Washington's Hazardous Waste Management Act (HWMA), and their implementing
regulations. The vault and its tanks are not in compliance with interim status standards including
requirements for double containment, assessment of containment integrity, and the timely characterization
and removal of liquids discovered within the containment system.

Earlier planning regarding the 244-AR vault were based on the assumption'that vault waste transfer
operations would eventually be restarted. The Parties have since agreed that the vault will not be utilized
as an active waste transfer facility, does not require an operating permit, and should eventually undergo
final closure under the Agreement's M-45-00 milestone series. This Change Form establishes
commitments between the Parties governing the interim stabilization of the vault prior to final closure.
These modifications are made in partial response to concerns raised by Ecology within its August 19, 1999
letter to DOE (Reference 1 ) . cont.

Impact of Change
This change establishes appropriate milestones and associated compliance commitments governing interim
stabilization of the 244-AR Vault prior to final closure under M-45-00.

Affected Documents
Hanford Federal Facility Agreement and Consent Order , Appendix D, as amended. DOE's annual Land
Disposal Restrictions Report, and Hanford site internal planning, management, and budget documents
(e.g., DOE and DOE contractor Baseline Change Control documents; Multi Year Work Plans; sitewide
systems engineering control documents, Project Management Plans; and the Hanford Site Integrated
Priority List ( IPL) .
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Figure 1-1. TPA Change Control Form M-45-99-02, Containing TPA Interim Milestone
M-45-11 and M-45-11a (Page 2 of 2)

HactiordFoderal Facility Agreement and Consent Order
Change Control Form M-45-99-02
November 5, 1999
Page 2 of 2

Descrlption/Justifcation of Cbange (cont.)

Approval of this Change Form constitutes resolution of Dispute in this matter as noted within DOE's July 12,
1999 correspondence to.Ecology (99-EAP-398), its subsequent August 11, 1999 correspondence elevating this
dispute to the Parties Inter Agency Management Integration Tcam (IAMIT) (99-EAP-436), and associated
documentation.

Agreement Interim Milestone and Target Date deleted on approval of this M-45-99-02 Change Form are
as follows:

M-32-06 COMPLETE 244-AR VAULT INTERIM STATUS TANK ACTIONS PRIOR TO
RESTART

M-32-06-TOI COMPLETE AND SUBMIT INTEGRITY ASSESSMENT REPORT AND IDENTIFIED PRIOR TO
UPGRADES FOR 244-AR VAULT INTERIM STATUS TANK SYSTEM (EXCEPT RESTART
THAT DST TRANSFER LINES THAT PENETRATE THE 244-AR VAULT WILL
CONTINUE TO BE USED). PROVIDE A SCHEDULE TO ADDRESS ANY
DEFICIENCIES DESCRIBED IN THE REPORT RELATED TO TANK SYSTEM
COMPLIANCE.

Agree:uent Interim Milestones established on approval of this M-45-99-02 Change Form are as follows:

M-45-11 COMPLETE 244-AR VAULT INTERIM STABILIZATION. 09-30-03

M-45-11A SUBMIT 244-AR VAULT INTERIM STABILIZATION PROJECT PLAN FOR 04-30-00
ECOLOGY APPROVAL.

INTERIM STABILIZATION ACTIVITY EfVDPOINT CRITERIA WILL BE
ESTABLISHED ON APPROVAL OF THE STABILIZATION PROJECT PLAN. AT
MINIMUM THE PLAN SHALL ESTABLISH CRITERIA FOR, AND SCHEDULE
INTERIM STABILIZATION ACTIVITIES INCLUDING: THE REMOVAL OF
PUMPABLE LIQUIDS FROM 244-AR VAULT TANKS; THE REMOVAL OF
PUMPABLE LIQUIDS FROM THE VAULT ITSELF AND ITS ASSOCIATED SUMPS;
ISOLATION OF THE 244-AR VAULT; PROVISIONS FOR THE REMOVAL OF
PUMPABLE LIQUIDS WHICH MAY ACCUMULATE IN THE FUTURE;
INSTALLATION OF INTRUSION PREVENTION MECHANISMS AS MAY BE
NECESSARY; AND ESTABLISHMENT OF PERIODIC LIQUID LEVEL
MONITORING SYSTEMS FOR THE DETECTION OF ACCUMULATING LIQUIDS
PRIOR TO FINAL CLOSURE.

THE 244-AR VAULT INTERIM STABILIZATION PROJECT PLAN WILL BE
ESTABLISHED AND MANAGED AS A PRIMARY DOCUMENT PURSUANT TO
AGREEMENT ACTION PLAN 9.2.

Note: The M-45-11 "Complete 244-AR Vault Interim Stabilization° due date has been established prior to
finalization of the planning basis for vault stabilization activities. Should new infoimation affect completion of
interim stabilization activities, appropriate modifications shall be made by agreement of the Parties pursuant
to Agreement Action Plan, Section 12.0.

Referenco: 1) Letter, A. Valero, Ecology, to G. Sanders, RL, "Re: 244-AR Vault System Change Control Request
to Delete Tri-Party Agreement (TPA) Milestones M-32-06 and M-32-06-T01," dated August 19, 1999.

l-5
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Table 1-1. 244-AR Vault Interim Stabilization End Point Criteria

Requirement Source Action to Meet the Requirement Deliverable

Remove pumpable M-45-11 Tanks OO1AR, 002AR - Reduce liquid to a level Transfer summary sheet
liquids from 244-AR equivalent to 0.064 m (2.5 in.) of tank volume. with level detector
vault tanks Estimated at 1,834 L (485 gal.). readings.

Tanks 003AR, 004AR - Remove liquid to the depth Transfer summary sheet
volume equivalent to 1 in. at the high side of the with level detector
sloped bottom of the tank. Estimated at 458 L (121 readings.
gal.).

Remove pumpable M-45-11 Remove liquids, if necessary, to a volume less than Transfer summary sheet
liquids from the the capacity of the sump and drain trench (This with level detector
vault itself and its volume would include any backflush water for readings.
associated sumps flushing the pump.)

Sump3=110L(29ga1.)

Sump 1, 2 = 140 L (35 gal.)

Isolate 244-AR vault M-45-11 For all process liquids and waste transfer lines Matrix listing lines,
connecting to the facility, place a mechanical type and location of
isolation in/on the line at the supply end and/or on isolation, with closed-
the 244-AR vault end of the piping segment entering out work packages
the vault. verifying installations.

Provide for the M-45-11 Leave pumping system in place and connected with Issuance and approval
removal of exception of the temporary equipment (e.g., air of procedure and
pumpable.liquids supply, water supply, portable exhausters) specification for
that may accumulate reconnection and
in the future preparation for

operation of the system.

Install intrusion M-45-11 Mechanically seal or block all identified intrusion Matrix listing all
prevention routes. Methods may include vault covers, foam, identified intrusion
mechanisms as grout cement, process blank, etc. For some paths, listing type and
necessary components, such as buried vaults and concrete location of intrusion

piping encasements, a white paper may be created prevention or evaluation
for specific concerns such as seepage. document number with

closed-out work
packages verifying
installation.

Establish periodic M-45-11 Provide instrumentation to detect a liquid intrusion in Verify that monitoring
liquid level each of the three sumps, capable of detecting any is in place in the three
monitoring systems intrusion that would exceed the capacity of the sumps and is
for intrusion sumps, with quarterly readings. operational (calibrated).
detection before
final closure

1-6
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2.0 PROJECT EXECUTION

At the start of the 244-AR Interim Stabilization Project, it was estimated that 19,050 gallons of
liquid waste was present in the facility. When TPA Milestone M-45-11 was written to address
the 244-AR facility, a task team was assembled to determine the best method of implementing
the required actions described in the milestone. A facility assessment was performed to
determine if and what existing facility systems could be used to support a transfer. The team
concluded the facility, in its condition at the time, would not support project implementation
without performing a substantial number or repairs, refurbishments, and upgrades. The
following is a list of the significant facility limitations found during the assessment:

• No operable ventilation system (this consisted of failed exhaust fans, failed HEPA filters,
and no operable effluent monitoring system).

• No steam (the last steam generated transfer took place in 1992).

• The steam transfer system was in a questionable operating condition.

• Can't consolidate the waste (some of the needed jumpers weren't installed).

• Inoperable crane (used to remove cover blocks and install jumpers).

• No water (required to flush the transfer line).

To facilitate implementation and completion of TPA Milestone M-45-1 1, the project was sub-
divided into four discrete groups of activity. These groups were as follows and summarized
below:

• Remove pumpable liquid from tanks and cells
• Prevent pumpable liquid from entering the facility through isolation and intrusion

prevention

• Maintain future pumping capability
• Monitor the facility for liquid intrusions

The approach for performing the work in these four discrete groups of activity was documented
in the 244-AR Vault Interim Stabilization Project Plan, RPP-5635, (CHG 2000). The execution
of the approach differed in certain aspects from the described strategy provided in CHG 2000 but
resulted in the same successful outcome.

2.1 REMOVE PUMPASLE LIQUID

The waste consolidation and transfer system is comprised of a number of components and
subassemblies. Major components, subassemblies, and support systems include the following:

• Consolidation manifold and pumping system
• Drop legs with eductors
• Transfer line external to 244-AR vault
• Sampling capability
• Instrumentation and control
• Ventilation
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• Chemical adjustment capability.

In general, the waste consolidation and transfer system uses commercial, off-the-shelf
components including motor-operated ball valves, stainless steel pipe, hoses, miscellaneous pipe
fittings, monitoring instruments, eductors, air driven pumps, and programmable logic controller
with a compatible personal computer as a control station. A brief description of the waste
consolidation and transfer system is provided below. See RPP-8617, Process Control Plan for
244-AR Vault Interim Stabilization (CHG 2003a) for specific details of the components that
comprise the waste consolidation and transfer system.

2.1.1 Consolidation Manifold and Pumping System

This subassembly, consisting of common piping headers and a main pumping system, connects
to the drop legs with eductors, flush water connection, and the transfer line running external to
the 244-AR vault to the 241-AR-151 diversion box. The common piping headers consist of
single-wall pipes with in-line couplings to facilitate handling and entry into the 244-AR vault.
Couplings are contained within boots that drain to leak detection. The common piping headers
are a supply header and a return header. The supply header provides motive fluid to the eductors
installed with each drop leg.The return header connects the return line from each of the eductors
to the main pumping system. The piping headers contain motor-operated valves at each of the
drop legs and the ends of the headers where connections are made external to the facility for the
transfer line external to the 244-AR vault at one end and water and chemical addition at the other
end.

Two air-operated, double-diaphragm pumps, operated independently or together, are used to
provide the motive fluid to the eductors. A surge tank, on the suction side of the pumps,
provides the liquid to the air-operated, double-diaphragm pumps. The pumps discharges are
connected to the supply header providing the motive fluid to the drop legs with eductors. The
return header discharges into the surge tank. As liquid is pumped from the sump or tanks a
portion of the liquid flows through a control valve and is directed to 244-AR-TK-001 during
consolidation and/or recirculation, or the liquid is directed to double-shell tank 241-AY-102
during the waste transfer from 244-AR vault.

Through pump operation and valve configuration, waste is consolidated from sump to tank and
tank-to-tank. After completing the consolidation activity and final transfer, the lines are flushed.
To facilitate this activity, a coupling is provided on the return header, with routing via a flexible
hose and a vault wall penetration, to permit connection to a water truck to flush the system. The
supply and return headers include connections that can be used to install additional drop legs
with eductors into sumps 1 and 2 and the failed equipment storage tubes if necessary. These
areas do not contain liquid, but the connections are included to meet the interim stabilization
requirements specified in Section 3.2.5 of CHG 2000.

2.1.2 Drop Legs with Eductors

Two drop legs, a motive supply to eductor leg and eductor discharge line, are used for each tank
and the cel13 sump. All the drop legs are connected to the consolidation manifold with a quick-
disconnect coupling and an isolation valve above the cover blocks. The motive supply drop leg
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is connected to the supply header above the cover blocks and connects to the eductor that is
located below the cover blocks. The eductor has a suction leg that is inserted into the cell 3
sump and tanks. The eductor discharge leg is connected to the discharge of the eductor and
comes up through the cover block to connect with the return header. The drop legs are inserted
into the cell 3 sump through an existing access port in the cover block. The drop legs for each of
the tanks are inserted through the cover blocks via holes that are core drilled through the cover
blocks. The holes created in the cover blocks above tanks 244-AR-TK-002, TK-003, and TK-
004 are 8 inches in diameter. The hole created in the cover block above tank 244-AR-TK-001 for
the drop legs is 10 inches in diameter. The suction legs for the eductors associated with tanks
244-AR-TK-002, TK-003, and TK-004 are inserted through existing nozzles on top of the tanks.
The suction leg and eductor associated with tank 244-AR-TK-001 is inserted through a hole cut
into the top of the tank using a remotely operated plasma arc cutter. The hole created in the top
of tank 244-AR-TK-001 for the suction leg and eductor is 10 inches in diameter.

A return pipe, referred to as a 4" riser, is also provided from the consolidation manifold and
pumping system to tank 244-AR-TK-001. The primary purpose of this 4" riser is to provide an
inflow path to consolidate tank and sump waste. Its secondary purpose is to provide a circulation
path for mixing the waste and/or chemicals as necessary after chemical adjustment and before
sampling. This 4" riser also acts as an access point for sampling the consolidated waste. The
hole created in the cover block above tank 244-AR-TK-001 for the return leg is 8 inches in
diameter. The return leg associated with tank 244-AR-TK-001 is inserted through a hole cut into
the top of the tank using a remotely operated plasma arc cutter. The hole created in the top of
tank 244-AR-TK-001 for the return leg is 10 inches in diameter.

2.1.3 Transfer Line External to 244-AR Vault

This transfer line subassembly connects the consolidation manifold and pumping system within
the 244-AR vault to the wall nozzle in the 241-AR-151 diversion box of the double-shell tank
transfer system. The transfer line is a hose-in-hose transfer line similar to hose-in-hose transfer
lines used to make overground transfers throughout the tank farms facilities. The portion of this
subassembly within the 244-AR vault consists of an extended length of the 2" inner hose of the
hose-in-hose transfer line that connects to a set of two, motor-operated, isolation valves between
the hose and the rest of the consolidation manifold and pumping system. The 2" single-wall
hose passes through a 10" hole core drilled through the wall of the facility. The hole core drilled
through the wall contains a secondary containment pipe. This secondary containment pipe
connects on the outside of the facility to the secondary containment of the hose-in-hose transfer
line. The hose-in-hose transfer line is routed just below grade for approximately 100 feet
between 244-AR vault and the 241-AR-151 diversion box. The below grade portions of the
hose-in-hose transfer line is shielded with steel plating at grade. Where the hose-in-hose transfer
line comes out of 244-AR vault and into 241-AR-151 diversion box above grade, steel shield
boxes are used. A support assembly directs the hose-in-hose transfer line into the 241-AR-151
diversion box. The end of the inner hose is connected to a flexible jumper that is connected to
nozzle 4 in 241-AR-151 diversion box. Nozzle 4 is part of an existing transfer line, 3"NHW-
V720, that terminates in 241-AY-02D pit at nozzle U5. A flexible jumper was connected from
nozzle U5 to a nozzle on the installed pump to complete the route into tank 241-AY-102.
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2.1.4 Sampling Capability

The sampling system consists of the standard grab sampling system used throughout tank farms

for collecting waste samples from tanks. Samples are collected through a 4" pipe that protrudes

down through the top of tank 244-AR-TK-001 (see section 2.1.2). Sampling consists of
collecting representative samples in 120 milliliter bottles, packaging the bottles for shipping, and
shipping the bottles to 222-S laboratory for analysis. The sampling system uses existing
equipment and nothing specifically unique for 244-AR vault is required. The sampling and

analysis is described in RPP-11952, 244-AR Vault Tank Sampling and Analysis Plan (CHG

2003b).

2.1.5 Instrumentation and Control

The instrumentation and control system allows for remote monitoring and operation of the waste
consolidation and transfer system. Valve position indication, pump supply air pressure, pump
discharge pressure, system discharge flow rate, tank and sump level indication, and leak detector
status are monitored and used to control operation during consolidation and transfer operations.
The instrumentation outputs are displayed on a computer screen of a human-machine interface.
Operational control of the system is performed from this human-machine interface located in the
244-AR lunch room/change room. Instrumentation signals are routed between the instruments
and programmable logic controllers. The operator uses instrumentation outputs to the
programmable logic controller to monitor the progress of operations and to make operational
control decisions by transmitting signals from the human-machine interface through the
programmable logic controller to the instrumentation.

2.1.6 Ventilation

A temporary ventilation system operates during the interim stabilization pumping activities or
during certain activities requiring personnel access to ensure adequate containment of airbome
radioactive materials and prevent releases to the environment. The system consists of portable
ventilation equipment in conjunction with a containment tent installed within the 244-AR canyon
where personnel can work. Air flow is maintained from areas of least contamination (i.e.,
containment tent) toward progressively more contaminated areas (canyon, cells, and tanks).

A skid-mounted supply ventilation unit provides fresh air to the canyon containment tent and to
maintain the interior of the tent at a slightly positive pressure relative to the canyon/cell
atmospheres. The skid has a nominal capacity of 1000 cfm, and includes a heat pump, electric
heater, flow controller, and appropriate climate controls for worker comfort. Two portable
exhauster skids, each with a rated capacity of 500 cfin each, provide exhaust ventilation for the
244-AR canyon/cells and process tanks during the interim stabilization activities. The
exhausters operate in parallel to achieve the required flow rate necessary for the minimum
pressure differential requirements. The supply ventilation unit is interlocked with the exhaust
systems so that, if pressure differential between the tent and canyon or between tent and cells are
outside the acceptable operating ranges, the system will alarm and if necessary shut down.
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2.1.7 Chemical Adjustment

Following the initial pH measurement and estimating the quantity and type of chemicals required

for compatibility with the receiving tank, chemical adjustment of the waste was made using
sodium hydroxide and sodium nitrite. The chemicals are pumped directly from 55-gallon storage
drums through the 4" riser (see section 2.1.2) into the consolidation tank (i.e., 244-AR-TK-001).

The waste from the remaining 244-AR tanks and sump in ce113 were transferred into the
consolidation tank on top of the added chemicals. After the tank and sump waste was
consolidated, the tank contents were circulated by means of the transfer system to mix the
chemicals into solution.

2.2 PREVENT PUMPABLE LIQUID FROM ENTERING THE FACILITY

In addition to removing all pumpable liquid from the facility, actions were taken to prevent a
pumpable quantity of liquid from entering the facility in the future. To accomplish this, all
possible intrusion paths are identified and assessed. The assessment determines whether
possible intrusion paths were already configured to eliminate future intrusion or if additional
actions are required. A certain subset of intrusion points requiring additional actions was
identified and appropriate engineering controls are implemented to remove the possible intrusion
path. A summary of the identification, assessment and actions taken to prevent a pumpable
quantity of liquid from entering the facility is provided in Section 4.0.

2.3 MAINTAIN FUTURE PUMPING CAPABILITY

In addition to removing all existing pumpable liquid from the facility, it is necessary to maintain
future pumping capability in the event a pumpable quantity of liquid enters the facility in the
future.

The transfer system used to remove the initial pumpable liquid is laid up in the facility and is
available to provide future pumping capability to each of the tanks and sumps. Although not
installed, the pumping supply and return headers include connections for pump leg assemblies
into sump 1, sump 2, or any of the failed-equipment storage tubes if necessary in the future.
Temporary services will require re-connection if future pumping is required. A description of
the lay up configuration of the interim stabilization systems is provided in Section 7.0. The
description of what is required for reconnection and preparation for operation of the system is
provided in Section 5.0.

2.4 MONITOR THE FACILITY FOR LIQUID INTRUSIONS

Having removed the pumpable liquid from the facility, the individual tanks and/or sumps are
monitored on a routine basis to determine if there is any sign of liquid intrusion into the facility.
Section 6.0 summarizes the method selected for monitoring the facility for liquid intrusions.
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Intentionally blank.
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3.0 REMOVAL OF PUMPABLE LIQUID

The endpoint criteria for removal of "pumpable" liquid identified in table 1-1 are specific to each

of the four tanks and the three process cell sumps. The deliverables to verify that the endpoint

criteria have been met are transfer summary sheets with level detector readings. The sections
below provide the information demonstrating the endpoint criteria for removal of pumpable
liquid have been met.

3.1 REMOVAL OF PUMPABLE LIQUID FROM 244-AR VAULT TANKS

The endpoint criteria for removal of pumpable liquid from the 244-AR vault tanks are specific to
the individual tanks. For tanks 244-AR-TK-001 and 244-AR-TK-002 it is required to reduce
liquid to a level equivalent to 0.064 m(2.5 in.) of tank volume. This level in these two tanks is
estimated at 1,834 L (485 gal.). For tanks 244-AR-003 and 244-AR-004 it is required to remove
liquid to the tank volume equivalent to 1 in. at the high side of the sloped bottom of the tank.
This level in these two tanks is estimated at 458 L (121 gal.).

3.1.1 Tank 244-AR-TK-001

Following the consolidation of waste into 244-AR-TK-001 from tanks -002, -003, -004 and the
Cell 3 sump, the external transfer from 244-AR vault tank 244-AR-TK-001 to 241-AY-102 was
started on June 9, 2003 and completed on June 12, 2003 following procedure TO-260-080,
External Transferfrom 244-AR Tank TK-001 to 241-AY-102. Data sheet 1 from TO-260-080,
Start/Stop Material Balance Data Sheet provides the starting and ending tank levels for 244-AR-
TK-001 and 241-AY-102. The levels are in "DST inches" meaning the recorded level values for
244-AR-TK-001 are converted to an equivalent level for the larger 241-AY-102 double-shell
tank. For example 14 inches of liquid in 244-AR-TK-001 is equivalent to 1.0 inches in 241-AY-
102 or 2750 gallons. The 244-AR-TK-001 level was converted to "DST inches" in order to
perform material balance calculations necessary during transfers. TO-260-080 only records level
detector readings in converted DST inches, but a table is provided in the procedure to convert
244-AR-TK-001 inches to DST inches and vice versa. However, it is simpler to refer to the 244-
AR Vault Rounds procedure, TF-OR-EF-244AR, which daily recorded the tank and sump levels
in 244-AR during the time of the external transfer. The recorded level in tank 244-AR-TK-001
on June 9, 2003 prior to the start of pumping was 94.60 inches. The average recorded level in
tank 244-AR-TK-001 during the week after pumping (June 16-22, 2003) was 2.40 inches. The
material balance data sheets for 244-AR-TK-001 transfer and the surveillance data sheets
showing liquid levels for tank 244-AR-TK-001 during the weeks starting June 9 and June 16,
2003 are provided in Appendix A. A plot of the liquid level history is provided in Appendix C.

For tank 244-AR-TK-001 it is required to reduce liquid to a level equivalent to 2.5 inches of tank
volume. This level in tank 244-AR-TK-001 is estimated at 485 gallons. The weight factor dip
tube assembly in tank 244-AR-TK-001 is installed with the low dip tube leg 1 inch off the
bottom of the tank. Therefore, a reading of 2.4 inches would be equivalent to a level in the tank
of 3.4 inches.

The pumping from tank 244-AR-TK-001 can be broken down into two distinct regions and
modes of operation. The first part of the pumping was at a relatively rapid rate of pumping at
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nominally 20-30 gallons per minute. During this time, the valve (AR244-WT-MOV-203) that

allowed the waste to transfer to 241-AY-102 was open. (Note: Refer to CHG 2003a for a more

complete description and diagrams of the transfer system.) This relatively rapid rate of pumping

is indicative of free liquid being pumped out of the tank. The second part of the pumping was at

a relatively slow rate of pumping at nominally 0.5 gallons per minute. During the second part of

pumping, valve AR244-WT-MOV-203 was closed allowing surge tank AR244-WT-TK-200 to

accumulate any liquid pumped out of 244-AR-TK-001 and provide for a more accurate

measurement of liquid removed. Approximately 5 gallons of liquid was pumped from tank 244-
AR-TK-001 during the last 11 minutes of pumping. This slower rate of pumping of liquid is
indicative of a solid phase with interstitial liquid. Using the assumption that the current weight
factor level is equal to the sludge level of the tank, there is estimated to be 3.4 inches, or 660
gallons of sludge remaining.

The pump suction leg is installed in contact with the bottom of the tank. The pump suction has a
1 inch chamfer to avoid plugging. This chamfer limits the removal of liquid as the eductor will
not pump once there is a break through in the suction leg. Pumpable liquid was removed to the
level of breakthrough, 1 inch from the bottom of the tank. Using the conservative assumption
that that bottom inch of volume is all liquid, 194 gallons of pumpable liquid could remain. This
is less than the required limit of no more than 485 gallons of liquid.

3.1.2 Tank 244-AR-TK-002

The transfer from 244-AR vault tank 244-AR-TK-002 to 244-AR-TK-001 was started on April
16, 2003 and completed on Apri130, 2003 following procedure TO-280-050, Internal Transfer
from 244-AR Tanks TK-002, TK-003, TK-004 or Cell 3 Sump to 244-AR-TK-001. The main
transfer was completed on April 18, 2003. A second short transfer was performed on Apri130
after the suction leg had been verified to be in contact with the bottom of tank 244-AR-TK-002.
Data sheet 1 from TO-280-050, Liquid Level Monitoring, provides the starting and ending tank
levels for 244-AR-TK-002 and 244-AR-TK-001. The recorded level in tank 244-AR-TK-002 on
April 16, 2003 prior to the start of pumping was 62.8 inches. The average recorded level in tank
244-AR-TK-002 during the week after final pumping (May 5-11, 2003) was 0.075 inches. The
reason the recorded value for the weight factor reading is 0.075 rather than exactly 0.0 is most
likely due to the inherent accuracy of the differential pressure indicating instrument. The
material balance data sheets for the 244-AR-TK-002 transfer and the surveillance data sheet
showing liquid levels for tank 244-AR-TK-002 during the week starting May 5, 2003 are
provided in Appendix A. A plot of the liquid level history is provided in Appendix C.

For tank 244-AR-TK-002 it is required to reduce liquid to a level equivalent to 2.5 inches of tank
volume. This level in tank 244-AR-TK-002 is estimated at 485 gallons. The weight factor dip
tube assembly in tank 244-AR-TK-002 is installed with the low dip tube leg 12 inches off the
bottom of the tank. Therefore, a reading of 0.075 inches would be equivalent to a level in the
tank of 12.075 inches or 2,342 gallons.

A review of the data from final pumping of 244-AR-TK-002 on April 18 shows that the 244-AR-
TK-001 level continued to increase after the 244-AR-TK-002 level equalized at nominally 0.08
inches. When the 244-AR-TK-002 level first read 0.08 inches the 244-AR-TK-001 level was
88.74 inches and when the transfer pumps were stopped the level in 244-AR-TK-001 was 89.94
inches. This is equal to an increase of 224 gallons. During the same time an additional 14.46
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inches of liquid, or 28 gallons, was pumped into surge tank AR244-WT-TK-200. Based on the

level changes in 244-AR-TK-001 and AR244-WT-TK-200, an additiona1252 gallons of liquid

was pumped out of 244-AR-TK-002 after there was virtually no change to the tank's level

reading of . 08 inches. The additiona1252 gallons is roughly 1.4 inches of level in 244-AR-TK-

002. Therefore, removing an additional 252 gallons would be equivalent to a level in the tank of

10.7 inches at the end of pumping on April 18.

Similar to the final pumping of 244-AR-TK-001, the last hour of pumping from tank 244-AR-

TK-002 on April 18 can be broken down into two distinct regions. The first part of the pumping

was at a relatively rapid rate of pumping at nominally 7 gallons per minute. During this time, the

valve (AR244-WT-MOV-203) that allowed the waste to transfer to 244-AR-TK-001 was open.
This relatively rapid rate of pumping is indicative of free liquid being pumped out of the tank.
During the second part of pumping, valve AR244-WT-MOV-203 was closed allowing surge tank
AR244-WT-TK-200 to accumulate any liquid pumped out of 244-AR-TK-002. Approximately 2
gallons of liquid was pumped from tank 244-AR-TK-002 during the last 20 minutes of pumping
on April 18. This slower rate of pumping of liquid is indicative of a solid phase with interstitial
liquid. Using the conservative assumption that the current weight factor level is equal to the
sludge level of the tank, there could be an estimated 12.075 inches, or 2,342 gallons of sludge
remaining. Using the assumption that pumpable liquid was removed down to 10.7 inches, there
could be 2,080 gallons of sludge remaining.

The eductor suction legs in the 244-AR vault tanks and ce113 sump were verified to be in contact
with the tank/cell bottom after the primary consolidation of waste into 244-AR-TK-001. On
Apri130, 2003 operations were performed to remove any residual pumpable liquid from 244-
AR-TK-002. Pumping was performed for approximately 30 minutes. The first 20 minutes of
pumping was at a relatively rapid rate of pumping at nominally 4 gallons per minute. During the
last ten minutes of pumping, valve AR244-WT-MOV-203 was closed allowing surge tank
AR244-WT-TK-200 to accumulate any liquid pumped out of 244-AR-TK-002. Approximately
four gallons of waste was pumped out of 244-AR-TK-002 during the last ten minutes of
pumping. The total estimated volume pumped from 244-AR-TK-002 on Apri130, 2003 is
approximately 70 gallons or 0.38 inches of level in 244-AR-TK-002.

The pump suction leg is installed in contact with the bottom of the tank. The pump suction has a
1 inch chamfer to avoid plugging the suction leg. This chamfer limits the removal of liquid as
the eductor will not pump once there is a break through in the suction leg. Pumpable liquid was
removed to the level of breakthrough, 1 inch from the bottom of the tank. Using the
conservative assumption that that bottom inch of volume is all liquid, 194 gallons of pumpable
liquid could remain. This is less than the required limit of no more than 485 gallons of liquid.

3.1.3 Tank 244-AR-TK-003

The transfer of waste from 244-AR vault tank 244-AR-TK-003 to 244-AR-TK-001 was started
April 16, 2003, also performed Apri121, and completed Apri130, 2003 following procedure TO-
280-050, Internal Transferfrom 244-AR Tanks TK-002, TK-003, TK-004 or Ce113 Sump to 244-
AR-TK-001. The main transfer was completed on April 16, 2003. A second transfer was
performed on Apri121 to try and reduce the liquid level remaining in 244-AR-TK-003 to below
the liquid level indicator. A third short transfer was performed on April 30 after the suction leg
had been verified to be in contact with the bottom of tank 244-AR-TK-003. Data sheet 1 from
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TO-280-050, Liquid Level Monitoring, provides the starting and ending tank levels for 244-AR-

TK-003 and 244-AR-TK-001. The recorded level in tank 244-AR-TK-003 on April 16, 2003

prior to the start of pumping was 44.7 inches. The average recorded level in tank 244-AR-TK-

003 during the week after final pumping (May 5-11, 2003) was 0.00 inches. The material

balance data sheets for the 244-AR-TK-003 transfer and the surveillance data sheet showing

liquid levels for tank 244-AR-TK-003 during the week starting May 5, 2003 are provided in

Appendix A. A plot of the liquid level history is provided in Appendix C.

For tank 244-AR-TK-003 it is required to remove liquid to the depth volume equivalent to 1 in.

above the high side of the sloped bottom of the tank. This level in 244-AR-TK-003 is estimated

at 121 gallons. The weight factor dip tube assembly in tank 244-AR-TK-003 is installed with the
low dip tube leg 1 inch off the bottom of the high side of the sloped bottom of the tank.
Therefore, a reading of 0.00 inches would be equivalent to a level in the tank of 121 gallons.

A review of the data from pumping of 244-AR-TK-003 on April 16 shows a final level reading
of 0.5 inches. However, the level reading on the following day taken during operator rounds via
procedure TF-OR-EF-244AR showed a level reading of 0.01 inches without any additional
pumping occurring. It is expected that the actual level was actually at or below the level
indicator when it was reading 0.5 inches.

Examining the data from pumping of 244-AR-TK-003 on April 16 shows that the 244-AR-TK-
001 level continued to increase after the 244-AR-TK-003 level equalized at between 0.07 and
0.05 inches. When the 244-AR-TK-003 level first read 0.07 inches the 244-AR-TK-001 level
was 25.95 inches; later when the transfer pump was stopped the level in 244-AR-TK-001 was
26.18 inches. This is equal to an increase of 42 gallons. During the same time frame the level in
surge tank AR244-WT-TK-200 increased only two inches or four gallons. Based on the level
changes in 244-AR-TK-001 and AR244-WT-TK-200, an additiona146 gallons of liquid was
pumped out of 244-AR-TK-003 on April 16 after there was virtually no change to the tank's
level reading. This left an estimated 75 gallons present in 244-AR-TK-003 on April 16.

On April 21, additional pumping of 244-AR-TK-003 to 244-AR-TK-001 was performed.
Initially a backflush was performed for the eductor installed for 244-AR-TK-003. This
backflushing activity added approximately 18 gallons back into 244-AR-TK-003. After
backflushing, a transfer from 244-AR-TK-003 to 244-AR-TK-001 was performed with valve
AR244-WT-MOV-203 closed allowing surge tank AR244-WT-TK-200 to accumulate any liquid
pumped out of 244-AR-TK-003. (Note: Refer to CHG 2003a for a more complete description
and diagrams of the transfer system.) In addition to recovering the 18 gallons added to 244-AR-
TK-003 during backflush, approximately 21 more gallons of liquid were pumped from tank 244-
AR-TK-003. This left an estimated 54 gallons present in 244-AR-TK-003 on Apri121.

On Apri122, two flushes of the transfer system were performed prior to recirculating the waste in
244-AR-TK-001. The flushes of the system went through the eductor in tank 244-AR-TK-003
with the majority of the flush water being transferred into 244-AR-TK-001. The first flush
consisted of 106 gallons of water with 94 gallons going to 244-AR-TK-001 and the remaining 12
gallons going to 244-AR-TK-003. The second flush consisted of 84 gallons of water with 65
gallons going to 244-AR-TK-001 and the remaining 19 gallons going to 244-AR-TK-003. After
the flushes on April 22, the estimated volume of waste in 244-AR-TK-003 was 85 gallons.
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The eductor suction legs in the 244-AR vault tanks and cell 3 sump were verified to be in contact

with the tank/cell bottom after the primary consolidation of waste into 244-AR-TK-001. On

Apri130, 2003 operations were performed to remove any residual pumpable liquid from 244-

AR-TK-003. Pumping was performed for approximately 15 minutes. During that time it is

calculated, based on 244-AR-TK-001 and AR244-WT-TK-200 level changes, that 39 gallons

were pumped from 244-AR-TK-003 to 244-AR-TK-001. This left an estimated 46 gallons

present in 244-AR-TK-003 on Apri130. This is less than the required limit of no more than 121

gallons of liquid. The amount of sludge, if any, remaining in tank 244-AR-244-TK-003 is not

known, but is estimated at less than 50 gallons.

3.1.4 Tank 244-AR-TK-004

The transfer of waste from 244-AR vault tank 244-AR-TK-004 to 244-AR-TK-001 was started

April 16, 2003, and completed Apri130, 2003 following procedure TO-280-050, Internal
Transferfrom 244-AR Tanks TK-002, TK-003, TK-004 or Ce113 Sump to 244-AR-TK-001. The
main transfer was completed on April 16, 2003. A second transfer was performed on April 30
after the suction leg had been verified to be in contact with the bottom of tank 244-AR-TK-004.
Data sheet I from TO-280-050, Liquid Level Monitoring, provides the starting and ending tank
levels for 244-AR-TK-004 and 244-AR-TK-001. The recorded level in tank 244-AR-TK-004 on
April 16, 2003 prior to the start of pumping was 1.9 inches. The average recorded level in tank
244-AR-TK-004 during the week after final pumping (May 5-11, 2003) was 0.09 inches. The
material balance data sheets for the 244-AR-TK-004 transfer and the surveillance data sheet
showing liquid levels for tank 244-AR-TK-004 during the week starting May 5, 2003 are
provided in Appendix A. A plot of the liquid level history is provided in Appendix C.

For tank 244-AR-TK-004 it is required to remove liquid to the depth volume equivalent to 1 in.
at the high side of the sloped bottom of the tank. This level in 244-AR-TK-004 is estimated at
121 gallons. The weight factor dip tube assembly in tank 244-AR-TK-004 is installed with the
low dip tube leg 1 inch off the bottom of the high side of the sloped bottom of the tank.
Therefore, a reading of 0.00 inches would be equivalent to a level in the tank of 121 gallons.

A review of the data from pumping of 244-AR-TK-004 on April 16 shows a final level reading
of 0.0 inches. Examining the data from pumping of 244-AR-TK-004 on April 16 shows that the
244-AR-TK-001 level increased 0.71 inches and the AR244-WT-TK-2001eve1 increased 12.35
inches during the time frame that 244-AR-TK-004 was pumped. The increase in 244-AR-TK-
001 is equivalent to 132 gallons while the increase in AR244-WT-TK-200 is equivalent to 24
gallons. The initial level in 244-AR-TK-004 of 1.9 inches is equivalent to 200 gallons.
Removing 156 gallons would result in a remaining 44 gallons of waste left in 244-AR-TK-004
on April 16.

The eductor suction legs in the 244-AR vault tanks and cel13 sump were verified to be in contact
with the tank/cell bottom after the primary consolidation of waste into 244-AR-TK-001. On
Apri130, 2003 operations were performed to remove any residual pumpable liquid from 244-
AR-TK-004. Pumping was performed for approximately 10 minutes. During that time, the
transfer from 244-AR-TK-004 to 244-AR-TK-001 was performed with valve AR244-WT-MOV-
203 closed allowing surge tank AR244-WT-TK-200 to accumulate any liquid pumped out of
244-AR-TK-004. (Note: Refer to CHG 2003a for a more complete description and diagrams of
the transfer system.) The level in AR244-WT-TK-200 only increased 0.14 inches or less than
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one gallon. This left an estimated 44 gallons present in 244-AR-TK-004 on Apri130. This is

less than the required limit of no more than 121 gallons of liquid. The amount of sludge, if any,

remaining in tank 244-AR-TK-004 is not known but is estimated at less than 50 gallons.

3.2 REMOVAL OF PUMPABLE LIQUID FROM 244-AR VAULT CELLS AND
ASSOCIATED SUMPS

The endpoint criteria for removal of pumpable liquid from the 244-AR vault cells and associated
sumps are specific to the individual cells. For cells 1, 2 and 3 it is required to remove liquids, if
necessary, to a volume less than the capacity of the sump and drain trench. This volume includes
any backflush water for flushing the pump. The volume of cell 1 and ce112 sump and drain
trench is estimated at 140 L (35 gal.). This volume of the cell 3 sump and trench is estimated at
110 L (29 gal.).

3.2.1 244-AR Vault Cell 1 and Associated Sump

Based on the liquid level measurement data for the 244-AR vault cell 1 sump, there is no liquid
present within the cell and associated sump. No liquid intrusion into the cell 1 sump has been
detected over the past several years and it is expected that the sump is completely dry. The
collected surveillance data for May 2003, which is typical, shows that the average liquid level
measurement during that month was 0.12 inches. The surveillance data sheets showing liquid
level for 244-AR vault cell 1 sump during the months of May and June 2003 are provided in
Appendix A. A plot of the liquid level history is provided in Appendix C.

For 244-AR vault cell 1 it is required to remove liquids, if necessary, to a volume less than the
capacity of the sump and drain trench. This volume includes any backflush water for flushing
the pump. This level in 244-AR vault cell 1 is estimated as 35 gallons. The weight factor dip
tube assembly in the 244-AR vault cell 1 sump is installed with the low dip tube leg 1 inch off
the bottom of the sump. Therefore, a reading of 0.12 inches, the average during May 2003,
would be equivalent to a volume in the sump of 2 gallons. This is less than the required limit of
no more than 35 gallons of liquid.

3.2.2 244-AR Vault Cell 2 and Associated Sump

Based on the liquid level measurement data for the 244-AR vault cel12 sump, there is no
pumpable liquid present within the cell and associated sump. No liquid intrusion into the cell 2
sump has been detected over the past several years and it is expected that the sump is completely
dry. The collected surveillance data for May 2003, which is typical, shows that the average
liquid level measurement during that month was 0.05 inches. The surveillance data sheets
showing liquid level for 244-AR vault cel12 sump during the months of May and June 2003 are
provided in Appendix A. A plot of the liquid level history is provided in Appendix C.

For 244-AR vault ce112 it is required to remove liquids, if necessary, to a volume less than the
capacity of the sump and drain trench. This volume includes any backflush water for flushing
the pump. This level in 244-AR vault cell 2 is estimated as 35 gallons. The weight factor dip
tube assembly in the 244-AR vault ce112 sump is installed with the low dip tube leg 1 inch off
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the bottom of the sump. Therefore, a reading of 0.05 inches, the average during May 2003,

would be equivalent to a volume in the sump of 2 gallons. This is less than the required limit of

no more than 35 gallons of liquid.

3.2.3 244-AR Vault Cell 3 and Associated Sump

The transfer of waste from 244-AR vault cell 3 sump was started April 8, 2003, also performed

April 10, April 18, April 30, and completed June 2, 2003 following procedure TO-280-050,

Internal Transferfrom 244-AR Tanks TK-002, TK-003, TK-004 or Ce113 Sump to 244-AR-TK-

001. Because of instrumentation problems, the transfer on Apri18 only lasted 7 minutes and no

appreciable quantity of waste was transferred from the cell 3 sump. The main transfer was

completed on April 10, 2003. A third transfer was performed on Apri121 to try and reduce the
liquid level remaining in 244-AR vault cell 3 sump to at or below a liquid level equal to the

height of the sump and trench. Another transfer was performed on April 30 after attempting to

move the suction leg. A final transfer was performed on June 2 after performing a video
inspection of the cell floor and moving the pump suction leg to within the trench associated with
the cel13 sump. Data sheet 1 from TO-280-050, Liquid Level Monitoring, providing the starting

and ending levels for 244-AR vault cell 3 and 244-AR-TK-001 for each of these pumping

evolutions is provided in Appendix A. The recorded level in 244-AR vault ce113 sump on April
8, 2003 prior to the start of pumping was 27.1 inches.

For 244-AR vault cell 3 it is required to remove liquids, if necessary, to a volume less than the
capacity of the sump and drain trench. This volume includes any backflush water for flushing
the pump. The volume at this level in 244-AR vault cell 3 is calculated as 29 gallons. The
weight factor dip tube assembly in 244-AR vault ce113 is installed with the low dip tube leg 1
inch off the bottom of the sump. The sump is 17.5 inches deep; therefore, a reading of 16.5
inches would be equivalent to a volume in the sump and trench of 29 gallons.

The pumping of 244-AR vault cell 3 sump performed on April 10 resulted in a final sump level
reading of 18.4 inches. Because this reading was greater than the required limit another attempt
to pump the sump was made on April 18. In the days between April 10 and 18, the liquid level
in the sump had gone down by 0.2 inches, indicating continued normal evaporation of the water
in the 244-AR vault cell 3 sump was occurring. Pumping of the 244-AR vault cell 3 sump on
April 18 resulted in a final sump level reading of 17.9 inches. However, since this level was
greater than 16.5 inches it indicated the presence of some water on the cell floor outside the
sump and trench. It was anticipated that the suction leg had not been placed within the trench
and therefore could not remove any more liquid. The depth of the trench at the location of the
pump leg is'/< inches. An attempt to move the suction leg was made on Apri129 and then
pumping was again performed on Apri130. In the days between April 18 and 30, the liquid level
in the sump had gone down by 0.2 inches, indicating evaporation of the water in the 244-AR
vault cel13 sump was occurring. Pumping on April 30 resulted in a recorded liquid level of 17.6.

Because the liquid level was still greater than the required minimum level a video inspection was
performed to determine whether the suction leg was indeed within the sump trench or on the cell
floor adjacent to the trench. The video inspection performed on May 15, 2003 did identify that
the suction leg was not within the trench. The video inspection also found significant quantities
of dirt on the floor, and in the drain trench of cell 3. The suction leg was successfully moved
into the trench in order to attempt to remove additional liquid from 244-AR vault cell 3. The
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final pumping of the 244-AR vault ce113 occurred on June 2, 2003. The liquid level in the 244-

AR vault ce113 on June 2, prior to backflushing the eductor, had dropped to 16.9 inches. Due to

continued evaporation, the liquid level had dropped 0.7 inches since the previous pumping event.

At the start of pumping on June 2, water drained back through the eductor initially increasing the
liquid level in the ce113 sump. The transfer from 244-AR vault cell 3 to 244-AR-TK-001 was

performed with valve AR244-WT-MOV-203 closed allowing surge tank AR244-WT-TK-200 to
accumulate any liquid pumped out of 244-AR vault ce113. Pumping continued for
approximately 5 minutes without any increase in the liquid level in surge tank AR244-WT-TK-

200. The recorded liquid level in the 244-AR vault ce113 at the end of pumping was 17.5 inches.
From the May 15, 2003 video, it is projected that the dirt buildup on the floor and in the trench
between the location of the pump leg and the sump, where the level indication is taken, could be
isolated from each other slightly above the level of the lip of the sump.

A review of the May 2003, 244-AR vault ce113 sump liquid level data was performed to
determine how long it would take to evaporate to a level no more than 16.5 inches at the current
rate of evaporation. The data from May 2003 indicated that evaporation to the required level
would be reached by the end of July 2003 or sooner, assuming the evaporation curve would
continue to be linear. The sump liquid level was decreasing steadily due to normal evaporation
and was projected to be at or below the required level well before the Interim Milestone M-45-11
completion date of September 30, 2003. Due to the small quantity of liquid involved and the
difficulty of modifying the pump leg, the decision was made to not make any additional attempts
to pump liquid from the 244-AR vault ce113 sump.

To confirm that the loss of liquid was due to normal evaporation, a liquid level plot was run from
November 2001 to just prior to pumping. It was confirmed that the loss of liquid remained
nearly constant, even after the bulk of the liquid was removed. The collected surveillance data
for June 2 through July 2003 for the 244-AR vault ce113 sump, shows the continued decrease in
the liquid level measurement during that time period. The surveillance data sheets show that on
July 2, 2003 the level dropped below the level of 16.5 inches or 29 gallons, thus meeting the
required limit of no more than 29 gallons of liquid. The evaporation rate dropped off when the
surface are of the liquid was limited to the sump only. A plot of the liquid levels depicting the
evaporation rate in sump 3 is included as Appendix D. As of August 12, 2003 the sump level
was 15.15 inches or 25 gallons. The surveillance data sheets are provided in Appendix A. A
plot of the liquid level history for each of the sumps and tanks is provided in Appendix C.
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4.0 244-AR VAULT ISOLATION AND INTRUSION PREVENTION

To satisfy the TPA Interim Milestone M-45-11, it is necessary to "isolate" the 244-AR vault and

install "intrusion prevention" mechanisms as necessary. To isolate the 244-AR vault, the piping

now connected to the 244-AR vault needs to be mechanically blocked to prevent the

reintroduction of liquids to the vault. For intrusion prevention, the known paths for the intrusion

of precipitation/snow melt are to be blocked to prevent future intrusions to the 244-AR vault.

The majority of penetrations into the 244-AR vault are the connection points or "nozzles" (i.e.,

piping nozzles (for use with removable jumpers), rigid piping, electrical, instrumentation, etc.)

identified by an alphanumeric code. The connection points on the north side of the 244-AR vault

are designated with an alphanumeric code that begins with the letter T, connection points on the
south side of the 244-AR vault are designated with an alphanumeric code that begins with the
letter G, while inter-cell connection points are designated with an alphanumeric code that begins
with either the letter T or W.

4.1 244-AR VAULT ISOLATION

For all process liquids and waste transfer lines connecting to the facility, the required action is to
place a mechanical isolation in/on the line at the supply end and/or on the 244-AR vault end of
the piping segment entering the vault. The required deliverable to demonstrate this action has
been taken is a matrix listing lines, type and location of isolation, with closed-out work packages
verifying installations. Because some of the isolation work was performed several years ago
rather than as part of the current interim stabilization effort, existing drawings and/or engineering
change notices are used to verify installations rather than closed-out work packages. The project
plan, CHG 2000, states that the transfer lines will be isolated at the north wall nozzle, inside 244-
AR vault, or at the other end of the line segment, within the terminating facility. The project
plan, CHG 2000, goes on to state that this activity will not require that transfer lines be blocked
at both ends. Where lines are isolated at both ends, this is noted.

4.1.1 Transfer Line Isolation

Two types of transfer lines are discussed in CHG 2000 as being used at the 244-AR vault. One
type is used to make intra-facility transfers between facility tanks or from sumps to tanks; and
the other type is used to transfer waste to or from outside facilities such as SSTs, DSTs, PUREX,
or B Plant. Transfer line connection points (i.e., nozzles) at 244-AR vault are generally
designated with an alphanumeric code that begins with the letter T. An exception to this is that
some intra-facility transfer lines are designated with an alphanumeric code that begins with the
letter W. However, not all "T" designated nozzles are transfer lines. Non-transfer line "T"
designated nozzles are discussed as part of either process line isolation or intrusion prevention,
as appropriate. A graphical representation of the isolation status of the transfer line nozzles is
presented in Figure 4.1. A nozzle by nozzle listing of the connecting lines is given in Table 4-1.
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FIGURE 4.1 TRANSFER LINE ISOLATION
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Because the intra-facility sump-to-tank and tank-to-tank transfer lines begin and end within the

physical footprint of the facility boundary, they do not have a source of liquid, and isolation is

not required. However, they are included in this report for completeness. There are a total of

eleven intra-facility sump-to-tank and tank-to-tank transfer lines. Within Cell 1, nozzles T-4, T-

5, and W-1 are intra-facility connections. Within Ce112, nozzles T-1, T-12 and T-15 are intra-

facility connections. Within Ce113, nozzles T-4, T-5, T-8, T-13, and T-14 are intra-facility

connections. The status of each of these nozzles is documented in Table 4-1.

Waste transfer lines that leave the building are required to have a mechanical isolation in order to

meet the TPA Interim Milestone requirement for line isolation. The mechanical isolation can be

placed in/on the line at the supply end and/or on the 244-AR vault end of the piping segment

entering the vault. There are a total of 18 waste transfer line connections that leave the 244-AR

vault. Within Cell 1, nozzles T-1, T-8, T-9, and T-16 are external waste transfer line
connections. Within Ce112, nozzles T-2, T-4, T-6, T-8, T-8A, T-9, T-10, T-11, T-13, T-14, and
T-16A are external transfer line connections. Within Ce113, nozzles T-9A, T-10, and T-15 are

external transfer line connections. Table 4-1 lists each of these nozzle connection points, the

associated line, type and location of isolation, with either reference drawings and/or engineering
change notices or closed-out work package verifying each installation.

There are also four transfer lines with encasement drains that penetrate the vault at three
locations. The encasement drain penetrations are designated Cell 1, nozzle T-1A, and Ce113,
nozzles T-l0A and T-15A. These encasement drains penetrate the encasements on the exterior
of the vault wall and penetrate the vault wall directly below the penetration of the encased pipe.
The encasement drain for line 814 (cell 1, nozzle T-1) enters the vault at Cell 1, nozzle T-IA.
The encasement drain for line 809 (Cell 1, nozzle T-16 and Cel12, nozzle T-16A) ties into the
drain line for line 814 external to the vault. Line 818 (Ce113, nozzle T-10) encasement drain
enters the vault at Ce113, nozzle 10A. Line 817 (Ce113, nozzle T-15) encasement drain enters
the vault at Ce113, nozzle 15A. The encasement drain penetrations do not have a "nozzle"
connection on the inside of the vault, but are open embedded pipe.

Cell 1, nozzle T-1 contains a jumper connected to nozzle A on tank 244-AR-TK-001. This waste
transfer line is a direct line (i.e., no intermediate pits or diversion boxes) connection to PUREX.
The transfer line is isolated at PUREX via completion of the PUREX facility deactivation.

Cell 1, nozzle T-1A is the encasement drain for transfer lines 814 and 819, routed to Cell 1,
nozzle T-1. Line 814 is out of service and isolated by the deactivation of the PUREX facility.
Line 819 is out of service and isolated by the deactivation of B Plant. This is an open pipe inside
the 244-AR vault and drains to the cell. Because the transfer lines are inactive and isolated, the
encasement drain is also considered isolated.

Cell 1, nozzle T-8 contains a jumper connection to nozzle C on tank 244-AR-TK-001. This
transfer line is isolated via existing configuration. The Cell 1, nozzle T-8, via line V716,
terminates outside 244-AR vault at nozzle 9 of the 241-AR-151 diversion box which is
connected via a rigid jumper to nozzle 10 of 241-AR-151 diversion box. All other connection
points on this rigid jumper in the 241-AR-151 diversion box have process blanks installed.
Nozzle 10 of 241-AR-151 diversion box is connected to 244-AR vault Cell 3, nozzle T-15.
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Cell 1, nozzle T-9 contains ajumper connected to nozzle N on tank 244-AR-TK-001. The Cell

1, nozzle T-9 is isolated via closing the 241-AR-151 diversion box floor drain under work

package 2E-03-0834.

Cell 1, nozzle T-16 either contains ajumper connected to nozzle CC on tank 244-AR-TK-001 or

a blank may be installed. The existing configuration documentation is not clear. However, the

configuration of this nozzle is not critical to isolation of the facility. This waste transfer line is a

direct line (i.e., no intermediate pits or diversion boxes) connection to B Plant. The transfer line

is isolated at B Plant via completion of the B Plant facility deactivation.

Cell 2, nozzle T-2 is a capped spare with a process blank installed on the nozzle. Because the

line terminates at a cap a few feet outside the building and it contains a process blank, this nozzle

is isolated.

Cel12, nozzle T-4 contains a process blank installed on the nozzle. This nozzle connects to
diversion box 241-AY-152, connection B. Diversion box 241-AY-152, connection B contains

an isolation blank and the diversion box is weather sealed. This waste transfer line is isolated on

both ends.

Ce112, nozzle T-6 contains a process blank installed on the nozzle. This nozzle connects to
diversion box 241-A-153, connection A. Diversion box 241-A-153, connection A contains a
process blank and the diversion box is weather sealed. This waste transfer line is isolated on
both ends.

Cell 2, nozzle T-8 is a capped spare with a process blank installed on the nozzle. Because the
line terminates at a cap a few feet outside the building and it contains a process blank this nozzle
is isolated.

Ce112, nozzle T-8A contains a process blank installed on the nozzle. This nozzle connects to the
diverter station 241-AX-151, F Cell diverter tank. The line from ce112, nozzle T-8A is
designated as line 4007 at the diverter station. Line 4007 empties into the top of a nominally 50-
gallon receiver tank. A moveable spout on the bottom of the receiver tank directs the flow to any
one of several exit pipe funnels. Each routing funnel represents a direct transfer line to a specific
receiver tank. Because line 4007 enters near the top of the receiver tank and the receiver tank
empties out near the bottom, there is a vapor gap within the receiver tank. This vapor gap serves
as a physical disconnect and isolation for line 4007 from waste transfers as well as intrusions.
Diversion box 241-AX-151 is also weather sealed. This waste transfer line is therefore isolated
at both ends.

Cel12, nozzle T-9 contains a process blank installed on the nozzle. This nozzle connects to
diversion box 241-C-151, nozzle Ul. Diversion box 241-C-151, nozzle Ul contains a process
blank and the diversion box is weather sealed. This waste transfer line is isolated on both ends.

Ce112, nozzle T-10 is a capped spare with a process blank installed on the nozzle. Because the
line terminates at a cap a few feet outside the building and it contains a process blank this nozzle
is isolated.
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Cell 2, nozzle T-11 contains a process blank installed on the nozzle. This nozzle connects to

diversion box 241-AY-152, connection A. Diversion box 241-AY-152, connection A contains a

process blank and the diversion box is weather sealed. This waste transfer line is isolated on

both ends.

Ce112, nozzle T-13 contains a process blank installed on the nozzle. This nozzle connects to

diversion box 241-A-153, connection B. Diversion box 241-A-153, connection B contains an

isolation blank and the diversion box is weather sealed. This waste transfer line is isolated on

both ends.

Ce112, nozzle T-14 is a capped spare with a process blank installed on the nozzle. Because the

line terminates at a cap a few feet outside the building and it contains a process blank this nozzle

is isolated.

Ce112, nozzle T-16A is a tee with cell 1, nozzle T-16 (i.e., Cell 1, nozzle T-16 and Cell 2, nozzle

T-16A share the same external transfer line). This nozzle contains a process blank. This waste
transfer line is a direct line (i.e., no intermediate pits or diversion boxes) connection to B Plant.

The transfer line is isolated at B Plant via completion of the B Plant facility deactivation. This

waste transfer line is isolated on both ends.

Cell 3, nozzle T-9A contains a jumper connected to Ce113, nozzle T-10. The waste transfer line
from Ce113, nozzle T-9A is a direct line (i.e., no intermediate pits or diversion boxes) connection
to the 241-AX-152 diverter station. The 241-AX-152 diverter station is currently the only active
diverter station in the 200 Areas. The line from ce113, nozzle T-9A is designated as line 4018 at
the diverter station. Line 4018 empties into the top of a nominally 50-gallon receiver tank. A
moveable spout on the bottom of the receiver tank directs the flow to any one of several exit pipe
funnels. Each routing funnel represents a direct transfer line to a specific receiver tank. Because
line 4018 enters near the top of the receiver tank and the receiver tank empties out the bottom,
there is a vapor gap within the receiver tank. This vapor gap serves as a physical disconnect and
isolation for 4018 from waste transfers as well as intrusions.

Ce113, nozzle T-10 contains ajumper connected to Cel13, nozzle T-9A. The waste transfer line
from Cell 3, nozzle T-10 is a direct line (i.e., no intermediate pits or diversion boxes) connection
to B Plant. The transfer line is isolated at B Plant via completion of the B Plant facility
deactivation.

Ce113, nozzle T-l0A is the encasement drain for transfer line 818, routed to Ce113, nozzle T-10.
Line 818 is out of service and isolated by the deactivation of B Plant. This is an open pipe inside
the 244-AR vault and drains to the cell. Because the transfer line is inactive and isolated, the
encasement drain is also considered isolated.

Ce113, nozzle T-15 is isolated via existing configuration. Cell 3, nozzle T-15 contains a process
blank installed on the nozzle. This nozzle connects via line 3"NHW-817/4019/(V718), to nozzle
10 of 241-AR-151 diversion box which is connected via a rigid jumper to nozzle 9 of 241-AR-
151 diversion box. All other connection points on this rigid jumper have process blanks
installed. Nozzle 9 of 241-AR-151 diversion box is connected to 244-AR vault Cell 1, nozzle T-
8.
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Cel13, nozzle T-15A is the encasement drain for transfer line 817, routed to Ce113, nozzle T-15.

Line 817 is isolated at the 241-AR-151 by a jumper installed to nozzle 9. This is an open pipe

inside the 244-AR vault and drains to the cell. Because the transfer line is inactive and isolated,

the encasement drain is also considered isolated.

4.1.2 Process Line Isolation

Process lines are lines that potentially carry liquids and supply various services to the 244-AR

vault. These lines typically enter from the south side of the vault. The process line connection

points (i.e., nozzles) at 244-AR vault are generally designated with an alphanumeric code that

begins with the letter G. An exception to this is that some cooling water discharge lines are on

the north side of the 244-AR vault and thus have an alphanumeric code that begins with the letter

T. However, not all "G" or "T" designated nozzles are process lines. Non-process line "G" and

"T" designated nozzles are discussed as part of either transfer line isolation or intrusion

prevention, as appropriate. For the purpose of process line isolation, CHG 2000 (see Section

3.2.2.2 of CHG 2000) identified the process lines to be isolated as either water lines or steam
lines. This completion report also considers chemical addition lines as process lines because of
the potential for addition of liquid into the 244-AR vault via these lines. A graphical
representation of the process line isolation status within 244-AR vault is presented in Figure 4.2.

A nozzle by nozzle listing of the connecting lines is given in Table 4-1.

There are a total of 27 process line connections that either introduce raw water or cooling water
or discharge cooling water from the 244-AR vault. Within Cell 1, nozzles T-2 (Note: this is a
capped line), T-3, and T-11 are cooling water discharge/return lines; nozzles G-3, G-11, G-16,
and GS-1 are raw water addition lines; and nozzles G-7 and G-15 are cooling water supply lines.
Within Ce112, nozzles T-3 and T-5 are cooling water discharge/return lines; nozzles G-1, G-9,
G-13, G-14, and GS-2 are raw water addition lines; and nozzles G-15, G-17 are cooling water
supply lines. Within Cell 3, nozzles T-3, T-6, and T-11 are cooling water discharge/return lines;
nozzle T-9 was reutilized to dump cooling water to the sump in the closed loop cooling system
(re£ H-2-79949); nozzles G-9, G-23, and GS-3 are raw water supply lines; and nozzles G-13 and
G-27 are cooling water supply lines. The water to 244-AR vault has been isolated as shown in
engineering change control document ECN-664735. The work to isolate water to the 244-AR
facility was completed under work package 2E-01-0566.

There are a total of 11 process line connections that introduce steam to the 244-AR vault. Within
Cell 1, nozzles G-1 and G-14 are steam supply lines. Within Ce112, nozzles G-4, G-11A, and G-
20 are steam supply lines. Within Ce113, nozzles G-3, G-5, G-16, G-18, G-19, and G-31 are
steam supply lines. The steam to 244-AR vault has been isolated as shown in engineering
change control documents ECN-668802 and ECN-668812. The work to isolate steam to the
244-AR facility was completed under work package 2E-01-0626.

There are a total of 4 process line connections that are used for chemical addition to the tanks
within 244-AR vault. Cell 1, nozzle G-17; Ce112, nozzle G-13; Cell 3, nozzle G-7; and Ce113,
nozzle G-21 are chemical addition lines. Ce112, nozzle G-13 is also used for raw water addition
and has been described above in this section. The chemical addition system to 244-AR vault has
been isolated as shown in engineering drawing H-2-79949, Sheet 8 which shows a blind flange
on the external chemical addition line truck hose connection and a blind flange on the chemical
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addition line in the Service Building. The work to isolate chemical addition lines to the 244-AR
facility was completed several years ago prior to the 244-AR interim stabilization effort.

There are 3 spare process line connections that were never used: Cell 2, nozzle G-5; Ce113,
nozzle G-8; and Ce113, nozzle G-22. Each of these connection points contains a globe valve in
the 244-AR Service Building with a blank on the globe valve, thus isolating the connections
from the 244-AR vault. This configuration is depicted on H-2-79949, Sheet 12 for Ce112, nozzle
G-5 and is depicted on H-2-79949, Sheet 10 for Cei13, nozzles G-8 and G-22. The isolation of
these spare lines to the 244-AR vault was completed several years ago prior to the 244-AR
interim stabilization effort.
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FIGURE 4.2 PROCESS LINE ISOLATION
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4.2 244-AR VAULT INTRUSION PREVENTION

For all intrusion paths into the 244-AR vault, the required action to meet the TPA Interim

Milestone requirement is to mechanically seal or block each identified intrusion route. Methods

identified in Appendix A of CHG 2000 may include vault covers, foam, cement, grout, process

blanks, etc. Appendix A of CHG 2000 also states that for some components, such as buried

vaults and concrete piping encasements, a white paper may be created for specific concerns such

as seepage. The deliverable to meet the milestone requirement is a matrix listing all identified

intrusion paths, listing type and location of intrusion prevention or evaluation document number

with closed-out work packages verifying installation.

4.2.1 Alpha-numerically Designated Penetrations

There are 13 designated electrical connections and 17 designated instrumentation connections
into the 244-AR vault. The 13 electrical connections consist of. in Cell 1, nozzles G-4, G-10,

and G-12; in Ce112, nozzles G-2, G-8, G-10, G-16, and G-18; and in Cell 3, nozzles G-2, G-10,
G-14, G-24, and G-28. The 13 instrumentation connections consist of. in Cell 1, nozzles G-2,
G-5, G-6, and G-13; in Ce112, nozzles G-3, G-11, G-12, G-19, and G-21; and in Ce113, nozzles
G-1, G-4, G-6, G-12, G-17, G-20, G-26, and G-30. Electrical and instrumentation lines have
been evaluated as potential intrusion paths into the 244-AR vault and although these connections
penetrate the 244-AR vault it has been determined that the electrical and instrumentation lines
are not feasible intrusion paths. All electrical and instrumentation lines penetrating the 244-AR
vault terminate within the 244-AR Service Building. These electrical connections within the
244-AR Service Building terminate within motor control centers that are located on raised
concrete pads a minimum of 4 inches above the floor. The conduit for these electrical
connections is stubbed above the tops of these pads on which the motor control centers are
placed. Similarly, the instrumentation line connections within the 244-AR Service Building
terminate within instrument panels that are located on raised concrete pads a minimum of 4
inches above the floor. The instrument lines are stubbed above the tops of these pads a minimum
of 4 inches. The 244-AR Service Building contains floor drains that would drain any water
leakage into the building before covering the pads on which the motor control centers and
instrument control panels are placed. The status of each of these nozzles is documented in Table
4-1.

There are 8 designated penetrations into 244-AR vault associated with the vessel ventilation
system. Six of the penetrations are tank or equipment related ventilation lines: Cell 1, nozzle T-
6; Ce112, nozzle T-7; and Ce113, nozzles T-1, T-2, T-7, and T-12. These six vessel ventilation
lines manifold together and the only external opening is from Ce113, nozzle T-1. The vessel
ventilation line from Ce113, nozzle T-1, 8"VV-8166, previously was normally routed through a
fiberglass prefilter, the 292-AR vessel ventilation filter vault vault, and then on to the vessel
ventilation fan and stack. Valving to the fiberglass prefilter has been closed to isolate the
prefilter from the ventilation line. The 292-AR vessel ventilation filter vault has been isolated
via weather sealing according to engineering change notice ECN-66291 1. The vessel ventilation
fan and stack have been isolated via ECN-65061 1. The only active connection to the vessel
ventilation system is valve IV-K4-1, an above grade valve, used to connect the temporary
ventilation system to the 244-AR vault vessel ventilation line for use during interim stabilization.
This connection will remain in place, but the valve is in the closed position when the ventilation
system is not operated. The seventh penetration, designated as Ce113, nozzle T-1A, is a high
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pressure sensing line for the vessel ventilation differential pressure measurement. This

connection is a'/<" sensing line that terminates at the differential pressure gauge five feet above

grade. Since this line extends five feet above grade and is connected to an instrument, it is not

considered an intrusion path. The eighth penetration, designated as Ce113, T-1B is an out of

service seal loop associated with the vessel vent system. This connection is a 1'/s°' line that is

capped outside the 244-AR vault. The status of each of these nozzles is documented in Table 4-

1.

There are four designated penetrations into 244-AR vault that are sampling points for each of the

four tanks. The sampling points are designated Cell 1, nozzle G-8; Ce112, nozzle G-6; and Cell

3, nozzles G-15 and G-29. Sampling lines through each of these designated connections is

connected to one of four sampling pits within the sample room of the 244-AR facility's Service

Building. The sampling pits have been foamed over to prevent any intrusion of water into the

sampling pits and ultimately into the 244-AR vault. The foaming of the pits is as shown in

engineering change control document ECN-720561 R-0. The work to foam over the pits was

completed under work package 2E-03-0742. This status is documented in Table 4-1.

There are four designated process air/purge air connections into the 244-AR vault. These four
connections consist of. Cell 1, nozzle G-9; Ce112, nozzle G-7; and Ce113, nozzles G-11 and G-
25. Process/purge air lines have been evaluated as potential intrusion paths into the 244-AR

vault and although these connections penetrate the 244-AR vault it has been determined that the
process air lines are not feasible intrusion paths. Drawing H-2-79949, Sheet 15 shows the
process/purge air system instrument air header as being capped, thus closing off the path for
liquid intrusion. All process/purge air lines within the 244-AR Service Building are hard piped
and are not intrusion paths. Since the air system is already isolated, no additional work has been
done as part of the interim stabilization effort to prevent intrusion through the process air/purge
air connections. The status of each of these nozzles is documented in Table 4-1.

There are two designated oil lubrication lines into the 244-AR vault. These two connections are
nozzles G-10A and G-24A in Ce113. These oil lubrication lines have been evaluated as potential
intrusion paths into the 244-AR vault and although these connections penetrate the 244-AR vault
it has been determined that the oil lubrication lines are not feasible intrusion paths. Drawing H-
2-62066 shows the two oil lubrication lines coming up into the 244-AR Service Building.
Drawing H-2-79949, Sheet 9 shows a gate valve with a blank installed for the oil line going to
nozzle G-10A while drawing H-2-79949, Sheet 10 shows the exact same configuration for the oil
line going to nozzle G-24A. This effectively closes off the oil lubrication lines and they are not
potential intrusion paths. Because the oil lubrication lines are already isolated, no additional
work has been done as part of the interim stabilization effort to prevent intrusion through these
oil lubrication lines. The status of each of these nozzles is documented in Table 4-1.

Spare nozzles, penetrations, and lines are included with the transfer lines, process lines or the
intrusion prevention lines and are defined in Table 4-1. Piping spares, which are capped outside
the vault are included with the intrusion prevention penetrations.

Figure 4.3 is a graphical representation of the alphanumerically designated penetrations that are
potential intrusion paths.
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FIGURE 4.3 INTRUSION PREVENTION
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4.2.2 241-AR-151 Diversion Box Intrusion Prevention

The external transfer path put in place to support 244-AR interim stabilization is isolated at the

241-AY-02D pit, nozzle 5. This maintains the external transfer path intact to the degree possible

for the pumping of any future intrusions to the facility while isolating the transfer path from 244-

AR. Transfer pit AR-151 has been isolated and covered. Pit configuration is documented in

Table 4-2.

4.2.3 Miscellaneous Penetrations into the 244-AR Vault

All other openings in the vault boundary, categorized as miscellaneous penetrations, were

evaluated as potential intrusion paths. These potential paths included personnel and equipment

doors, ventilation openings, miscellaneous vents and drains, miscellaneous conduits, openings

created during the 244-AR interim stabilization activity, seal pot overflow, and connecting

openings from the 244-AR Service Building. A status and listing of these miscellaneous

penetrations is provided in Table 4-3.

There are six penetrations into 244-AR vault that are associated with the sample room of the
244-AR facility's Service Building. Each of the four sampling pits in the sample room have a pit
drain. Each of these four drains goes to a common drain line that drains to cell 3 of the 244-AR
vault. As discussed above (see Section 4.2.1), the four sampling pits have been foamed over
with the pit configuration shown on ECN-720561 R-0 and the work performed under work
package 2E-03-0742. The other two penetrations into 244-AR vault from the sample
room are a floor drain and a sink drain. The floor drain has been foamed over to eliminate it as
an intrusion path. The sink drain is above the floor level. The sink has been removed and the
sink drain line has been rotated so the opening in the drain line is facing downward so the sink
drain line now has an air gap which serves as the intrusion prevention mechanism. The
documented configuration of the floor drain and sink drain is also provided on ECN-720561 R-0
and the work was also performed under work package 2E-03-0742. The remainder of the
Service Building roof and floor drains do not penetrate the vault.

The canyon entrance rain gutter discharge, discussed in CHG 2000, though shown on reference
drawings, was found through photos and field walkdowns to have never been installed.

Two encasement drain lines (one each) are associated with transfer line 3"PAW-V716 (refer to
Cell 1, nozzle T-8 in table 4-1) and the 241-AR-151 pit floor drain line 3"DR-V717. Neither of
these penetrations has an alphanumeric designation like other encasement drain lines discussed
in section 4.1. Both lines are connected between the 244-AR vault (Cell 1) and the 241-AR-151
pit. The 241-AR-151 pit floor drain is isolated by closing floor drain assembly (work package
2E-03-00834) and the pit has been weather sealed, providing intrusion prevention, by installing a
pre-fabricated weather cover per ECN-720547 RO and work package 2E-03-00222. The
connection at the vault is located a minimum of 9 feet below grade.

The Ce112 penetration from 1"JV-85110-M2 attached to DPI-K3A (canyon differential pressure
indicator) was evaluated and determined it isn't an intrusion path. The instrumentation is hard
piped between the canyon and the Service Building with the Service Building end located a
minimum of 12 inches above the floor.
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Water intrusion via the canyon ventilation system can arise from either the inlet or discharge

ducting. To eliminate these intrusion paths, the following activities were performed or verified

as being completed: the canyon stack, 296-A-13, was capped under ECN-668801 and work

package 2E-01-0627; the canyon discharge ducting was repaired and isolated under ECN-

668803 and work package 2E-01-0649; the canyon inlet ducting, located on top of the canyon
roof, was encapsulated and the flashing repaired under work package 2E-01-00609; and the

canyon filter building, having been foamed over years ago, was verified to be complete and

intact.

Water intrusion from the Vessel Ventilation system can arise from either the primary ventilation
ducting or the accumulation of drain water into the seal pot that overflows into cell 3. To
eliminate this intrusion path, the following activities were performed: The primary ventilation
ducting was isolated under ECN-650611 and work package 2E-99-0679, the seal pot was
isolated under ECN-662908 and work package 2E-00-01669, the Vessel Vent Filter Building
was isolated under ECN-662911 and work package 2E-00-01669, and the stack drain line was
isolated under ECN-668809 and work package 2E-01-0648.

4.2.4 Inspection of Failed Equipment Storage Tubes

To support intrusion prevention to the vault, a video inspection was done on each of the three
failed equipment storage tubes. Access was obtained by core-boring a 2" diameter inspection
holes in each tubes cover block. All three tubes were found to be empty of equipment and did
not contain any liquid.
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Table 4-1. Matrix of Isolation/Intrusion Prevention for 244-AR Vault Nozzle Penetrations

244-AR Penetration 244-AR Connection External Line External Connection

Cell Connection Point Line Number Destination Intrusion Isolation/Intrusion Prevention Status & Remarks

Wall Nozzle Configuration/Status Line Use Configuration/Status Path [Reference Drawings]

The PUREX facility has been deactivated; the line

Cell 1 TK-001 Conn. A 3"PAW-814
PUREX, 4028/G026 &

is isolated due to PUREX deactivation. 3" PAW-

T-1
,

Jumper Installed Waste Transfer
4002/T031 Yes

814 slopes downward toward 244-AR. [H-2-61971;
PUREX Deactivated

H-2-62062; H-2-62077; H-2-79949, Sh 13 ]

3"PAW-809 & Not considered an intrusion path because: transfer

Cell I Hard piped to cell 3"PAW-814 Pipe Encasement
No

line is inactive, encasement is located

T-lA Open Pipe Encasement Drain Open/Line Inactive approximately 16 feet below grade. [H-2-61973;

2vd`}" Containment H-2-62098, Sh 2; H-2-79949, Sh 13]

Raw water isolated by ECN 664735. Pipe is capped

Cell 1 TK-001, Conn. B
4"CWD-8152

Pipe is Capped outside of facility. [H-2-34506; H-2-61963; H-2-

T-2 Hard Pipe Connection
Cooling Water Water Isolated

Yes
61975; H-2-61976; H-2-77156; H-2-77158; H-2-

Discharge
79949 Sh 3 & 13]

Cell 1 TK-00 1 Conn. D
4"CWD-8151

Valve Box 1, PRV-001-1
Raw water isolated by ECN 664735. [H-2-34506;

T-3
,

Hard Pipe Connection
Cooling Water

Water Isolated
Yes H-2-61963; H-2-61975; H-2-61976; H-2-77156; H-

Discharge 2-77158; H-2-79949 Sh 3 & 13]

" "
This is a spare line internal to 244-AR sharing Cell

Cell 1 None
3 SP- 837/4 SP-837

Cell to Cell Connection 2, nozzle T-1 and Ce113, nozzles T-8 and T-13.

T4 Process Blank Installed
Spare , NotInternal

Process Blank Installed
Yes

Line is 3" in Ce113 and 4" in Cells 1& 2. No
Used isolation action re quired. [H-2-62064

3"PAW-819 Cell to Cell Connection This is a transfer line internal to 244-AR sharing
Cell 1 None

Internal Waste (Other end terminates at No Cell 3, nozzle T-14. No isolation action required.
T-5 Open Nozzle

Transfer Ce113 T-14) [H-2-62064]

This is the vessel ventilation line from TK-001 that

Cell I TK-001 Conn. E 6"VV-8161 Internal Connection connects to a common header that terminates at Cell

T-6
,

Hard Pipe Connection Tank Ventilation Cell 3, Nozzle T-2
No

3, nozzle T-2. No isolation action required. [H-2-

62055, H-2-79949, Sh 9&13]
Rigid juniper in 241-AR-151 connected between

"
241-AR-151, Nozzle 9 nozzles 9 and 10. This rigid juniper has two nozzle

Cell I TK-001, Conn. C PAW-V7163
Jumper Installed to 244- Yes connection points that have process blanks installed.

T-8 Jumper Installed Waste Transfer
AR-151, Nozzle 10 The process line slopes toward 244-AR vault [H-2-

62055]
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Table 4-1. Matrix of Isolation/Intrusion Prevention for 244-AR Vault Nozzle Penetrations

244-AR Penetration 244-AR Connection External Line External Connection
Cell Connection Point Line Number Destination Intrusion Isolation/Intrusion Prevention Status & Remarks

Wall Nozzle Configuration/Status Line Use Configuration/Status Path [Reference Drawings]

241-AR-151 floor drain closed and pit covered per

Cell 1 TK-001, Conn. N 3"DR-V717 241-AR-151 Floor Drain
work packages 2E-03-0834 and 2E-03-0222,

T-9 Jumper Installed Drain Line Drain is Closed
Yes respectively. ECN for pit cover is ECN-720547-R0.

The drain slopes from 241-AR-151 to 244-AR-TK-

001 11-2-79949,Sh 13; H-2-93629

Cell 1 None
4"CWR

Valve Box 1 PRV-001-2
Raw water isolated by ECN 664735. [H-2-34506;

T-11 Open Nozzle
Cooling Water

,
Raw water isolated

Yes H-2-61963; H-2-61975; H-2-61976; H-2-77156; H-

Discharge 2-77158; H-2-79949 Sh 3 & 13]

Indeterminate
This is a single line with shared nozzle T-1 6A in

Cell 1 Junrper or blank may 3"PAW-809 221-B-Plant Cell 11/202
Ce112. B-Plant has been deactivated; the line is

"
T-16 be installed or open Waste Transfer B-Plant Deactivated

Yes isolated due to B-Plant deactivation. 3 PAW-809

nozzle
slopes downward toward 244-AR. [H-2-44507, Sh

3; H-2-61970; H-2-62055; 11-2-79949,Sh 12]

Cell 1
Indeternunate

Jumper or blank may 3"SP-8141
Internal Connection This is a transfer line internal to 244-AR between

W-1 be installed or open Inter cell Transfer
Hard Pipe to TK-002, No TK-001 and TK-002. No isolation action required.

nozzle
Conn. G [H-2-62055; H-2-62056]

Cell I Cell 1 Sump 2"STM-8486 6"STM-844 Line
Steam isolated by ECNs 668802 & 668812 [H-2-

G-1 Jumper Installed Steam to Sump 1 Jet Steam Isolated
Yes 2525; H-2-34506; H-2-61963; H-2-61976; H-2-

63940; H-2-63942; H-2-77154; H-2-79949, Sh 4]

2", (%z")WF-001
Cell 1 Cell 1 Sump Instrument tubing Service Building Connection is hard piped above the floor of Service
G-2 Jumper Installed for sump level Hard pipe above floor

No
Building. [H-2-62063; H-2-79949 Sh 13]

detection

Cell 1 TK-001, Conn. S 2"RW-84910 715-AR
Raw water isolated by ECN 664735. [H-2-34506;

G-3 Hard Pipe Connection Tank Spray Ring Raw Water Isolated
Yes 11-2-61963; H-2-61975; 11-2-61976; 11-2-77156; H-

-77158; H-2-79949 Sh 3, 12 & 13]2

Cell 1 TK-001, Conn. BB XY-0011-7PT Service Building
Connection is hard piped above the floor of Service

G-4 Jumper Installed Electrical for P-001 Hard pipe above floor
No Building. [H-2-62013; H-2-62017; H-2-79949 Sh

12]

Cell 1 None (Spare) 2", 3-way Service Building
Spare. Connection is hard piped above the floor of

G-5 Blank Installed Instrument Spare Hard pipe above floor
No ice Building. Blank installed. [H-2-62055; H-Serv

2-62063; H-2-79949 Sh 13]
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Table 4-1. Matrix of Isolation/Intrusion Prevention for 244-AR Vault Nozzle Penetrations

244-AR Penetration 244-AR Connection External Line External Connection
Cell Connection Point Line Number Destination Intrusion Isolation/Intrusion Prevention Status & Remarks

Wall Nozzle Configuration/Status Line Use Configuration/Status Path [Reference Drawings]

XY-0012-7PT
Cell 1 TK-00 1, Conn. P TK-001 Service Building No Connection is hard piped above floor of Service

G-6 Junrper Installed Temperature Hard pipe above floor Building. [H-2-62063; H-2-79949 Sh 13]

Instrument

Cell I None 4"CWS-001 715-AR
Raw water isolated by ECN 664735. [H-2-34506;

G-7 Open Nozzle Cooling Water In Raw Water Isolated
Yes H-2-61963; H-2-61975; H-2-61976; H-2-77156; H-

2-77158; H-2-79949, Sh 3 & 13]

Sampling system is inactive and the sample pit and
Cell 1 TK-001, Conn. M SPL-001 RoomSample

Yes oor drains are sealed per 2E-03-0742. [H-2-79949,floor
Juniper Installed TK-00I Sampling Sample Pit Sealed

Sh 13]

"
Purge Air system is inoperable and hard piped

Cell 1 TK-001, Conn. L 2 PA-8463 2707-AR
No above grade. [H-2-62063; H-2-62066; H-2-62068;

G-9 Hard Pipe Connection Purge Air Hard pipe above floor
H-2-79949, Sh 13]

Connection is hard piped above the floor of Service
Cell 1 TK-001, Conn. AA XY-0010-7PT Service Building

No Building. [H-2-62013; H-2-62017; H-2-79949 Sh
G-10 Jumper Installed Electrical for A-001 Hard pipe above floor

13]

"
Raw water isolated by ECN 664735. [H-2-34506;

Cell 1 TK-001, Conn. K 2 RW-8499 715-AR
Yes -2-61963; H-2-61975; H-2-61976; H-2-77156; H-H

G-11 Hard Pipe Connection Tank Spray Ring Raw Water Isolated
2-77158; H-2-79949, Sh 3 & 13]

Cell I None (Spare) N/A Service Building
Connection is hard piped above the floor of Service

G-12 Blank Installed Electrical Spare Hard pipe above floor
No Building. Blank installed. [H-2-62013; H-2-62017;

H-2-79949 Sh 13]

YA-001

Cell 1 TK-001, Conn. J TK-001 Level & Service Building No Connection is hard piped above floor of Service

G-13 Jumper to tank Specific Gravity Hard pipe above floor Building. [H-2-62063; H-2-79949 Sh 13]

Instrument

Cell 1 TK-001 Conn. EE 2"STM-8486 6"STM-844 Line
Steam isolated by ECNs 668802 & 668812. [H-2-

G-14
,

Jumper installed Steam to jet J-001 Steam Isolated
Yes 2525; H-2-34506; H-2-61963; H-2-61976; H-2-

63940; H-2-63942; H-2-77154; H-2-79949, Sh 4]
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Table 4-1. Matrix of Isolation/Intrusion Prevention for 244-AR Vault Nozzle Penetrations

244-AR Penetration 244-AR Connection External Line External Connection
Cell Connection Point Line Number Destination Intrusion Isolation/Intrusion Prevention Status & Remarks

Wall Nozzle Configuration/Status Line Use Configuration/Status Path [Reference Drawings]

Cell 1 TK-001, Conn. G 4"RW-8491 715-AR
Raw water isolated by ECN 664735. [H-2-34506;

G-15 Hard Pipe Connection Cooling Water In Raw Water Isolated
Yes H-2-61963; H-2-61975; H-2-61976; H-2-77156; H-

2-77158; H-2-79949, Sh 3 & 131

4"RW-8492 blanked off in Service Building. Raw
Cell 1 TK-001, Conn. H 4"RW-8492 715-AR

Yes
water isolated by ECN 664735. [H-2-34506; H-2-

G-16 Hard Pipe Connection Cooling Water In Raw Water Isolated 61963; H-2-61975; H-2-61976; H-2-77156; H-2-

77158; H-2-79949, Sh 3 & 13 ]

Cell 1 TK-001, Conn. F 1%z"CA-8301 Service Building
Yes

Connection is hard piped above the floor of Service
G-17 Hard Pipe Connection Chemical Addition Terminates Above Floor Building and is disconnected.

Cell 1 Cell 1 Wall 2"RW-84935 715-AR
Raw water isolated by ECN 664735. [H-2-34506;

GS-1 Hard Piped to Cell Cell Spray Raw Water Isolated
Yes H-2-61963; H-2-61975; H-2-61976; H-2-77156; H-

2-77158; 11-2-79949,Sh 3]

3"SP- 837/4"SP-837
This line is internal to 244-AR sharing Cell 1,

Ce112 None
Internal Spare , Not

Cell to Cell Connection
Yes

nozzle T-4 and Ce113, nozzles T-8 and T-13. Line
""T-1 Process Blank Installed

Used
Process Blank Installed in Ce113 and 4 in Cells I & 2. No isolationis 3

action reuired. [H-2-62064]

Blank installed at 244-AR. Pipe is stubbed out
Ce112 None 6"PSW-803 No Destination

Yes
approximately 11 feet from exterior of 244-AR

T-2 Process Blank Installed Spare, Not Used Unused Capped Spare vault. Stubbed pipe has a welded cap installed. [H-
2-62062; H-2-79949, Sh 11

Cell 2 TK-002 Conn. B
4"CWD-8154

Valve Box 2 PRV-002-2
Raw water isolated by ECN 664735. [H-2-34506;

T-3
,

Hard Pipe Connection
Cooling Water

,
Water Isolated

Yes H-2-61963; H-2-61975; H-2-61976; H-2-77156; H-
Discharge 2-77158; H-2-79949 Sh 3 & 11]

Process blank installed at Ce112, nozzle T-4. AY-

Ce112 None 6"PSW-802 241-AY-152, Nozzle B
152 is weather sealed and isolated. Nozzle B where
" "

T-4 Process Blank Installed Waste Transfer Isolation Blank Installed 1'es 6 PSW-802 terminates is isolated. Line 6 PSW-
802 slopes downward toward 244-AR vault. [H-2-
61978; H-2-62062; H-2-79949, Sh 11

Cell 2 TK-002 Com. C
4"CWR-8153

Valve Box 2, PRV-002-I
Raw water isolated by ECN 664735. [H-2-34506;

T-5
,

Hard Pipe Connection
Cooling Water

Water Isolated
Yes H-2-61963; H-2-61975; H-2-61976; H-2-77156; H-

Discharge 2-77158; H-2-79949 Sh 3 & 11]
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Table 4-1. Matrix of Isolation/Intrusion Prevention for 244-AR Vault Nozzle Penetrations
244-AR Penetration 244-AR Connection External Line External Connection

Cell Connection Point Line Number Destination Intrusion Isolation/Intrusion Prevention Status & Remarks

Wall Nozzle Configuration/Status Line Use Configuration/Status Path [Reference Drawings]

Process blank installed at Cel12, nozzle T-6. 241-

Ce112 None 6"PSW-801 241-A-153, Nozzle.A
A-153 is weather sealed and isolated. Nozzle A

"T-6 Process Blank Installed Waste Transfer Process Blank Installed
Yes where 6 PSW-801 terminates is isolated. Line

6"PSW-801 slopes downward toward 244-AR vault.

H-2-61978; H-2-62062; H-2-79949, Sh 11 ]

This is the vessel ventilation line from TK-002 that
Ce112 TK-002, Conn. D 6"VV-8162 Internal Connection connects to a common header that terminates at Cell
T-7 Hard Pipe Connection Tank Ventilation Cell 3, Nozzle T-2 No 3, nozzle T-2. No isolation action required. [H-2-

62055, H-2-79949, Sh 9&111

Blank installed at 244-AR. Pipe is stubbed out
Ce112 None 6"PSW-804 No Destination approximately 11 feet from exterior of 244-AR
T-8 Process Blank Installed Spare, Not Used Unused Capped Spare

Yes
vault. Stubbed pipe has a welded cap installed. [H-
2-62062; H-2-79949, Sh 11

"
241-AX-151 F Cell

B1ank installed at 244-AR. Vapor gap at 241-AX-
Cell 2 None 3 PAW-4007

,
151, F Cell diverter tank. Line 3"PAW-4007 slopes

T-8A Process Blank Installed Waste Transfer
Diverter Tank Yes

downward toward 244-AR vault. [H-2-36647; H-
Weather Sealed Isolated

247791; H-2-79949, Sh 11].

"
241-C-151 Nozzle U-1

Both ends of the transfer line are isolated. Line
Cell 2 None 3 PSN-812 (V 108)

,
3"PSN-812 is referred to as V108 at 241-C-151.

T-9 Process Blank Installed Waste Transfer
Weather Sealed, Isolated, Yes

The line slopes downward toward 241-C-151. [H-
Process BlanK on U-1

2_61967; H-2-62062; H-2-79949, Sh 11]

Blank installed at 244-AR. Pipe is stubbed out
Ce112 None 6"PSW-807 No Destination approximately 11 feet from exterior of 244-AR
T-10 Process Blank Installed Spare, Not Used Unused Capped Spare

Yes
vault. Stubbed pipe has a welded cap installed. [H-
2-62062; H-2-79949, Sh 11

Process blank installed at Ce112, nozzle T-11. AY-

Ce112 None 6"PSW-806 241-AY-152, Nozzle A
152 is weather sealed and isolated. Nozzle A where
"T-11 Process Blank Installed Waste Transfer Process Blank Installed

Yes 6 PSW-806 terminates is isolated. Line 6"PSW-
806 slopes downward toward 244-AR vault. [H-2-
61978; H-2-62062; H-2-79949, Sh 11

Ce112 TK-002, Conn. E
3"CSW-813 Cell to Cell Connection This is a transfer line internal to 244-AR sharing

T-12 Hazd Pipe Connection
Internal Waste (Other end terminates at No Cel13, nozzle T-4. No isolation action required.

Transfer Cell 3 T-4) [H-2-62062; H-2-62064; H-2-79949, Sh 9 & 11]]
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Table 4-1. Matrix of Isolation/Intrusion Prevention for 244-AR Vault Nozzle Penetrations
244-AR Penetration 244-AR Connection External Line External Connection

Cell Connection Point Line Number Destination Intrusion Isolation/Intrusion Prevention Status & Remarks

Wall Nozzle Configuration/Status Line Use Configuration/Status Path [Reference Drawings]

Process blank installed at Ce112, nozzle T-13. 241-

Ce112 None 6"PSW-805 241-A-153, Nozzle.B
A-153 is weather sealed and isolated. Nozzle B

"T-13 Process Blank Installed Waste Transfer Isolation Blank Installed
Yes where 6 PSW-805 terminates is isolated. Line

6"PSW-805 slopes downward toward 244-AR vault.

[H-2-61978; H-2-62062; 11-2-79949,Sh 11

Blank installed at 244-AR. Pipe is stubbed out
Ce112 None 6"PSW-808 No Destination approximately 11 feet from exterior of 244-AR
T-14 Process Blank Installed Spare, Not Used Unused Capped Spare

Yes
vault. Stubbed pipe has a welded cap installed. [H-
2-62062;H-2-79949,Sh 11]

Cell 2 None
2"PSW-811 Cell to Cell Connection This is a transfer line connecting TK-002 and TK-

T-15 Process Blank Installed
Internal Waste (Other End Terminates at No 004. No isolation action required. [H-2-62062; H-

Transfer Ce113 T-5) 2-62064; H-2-79949, Sh 9 & 11]]

This is a single line with shared nozzle T- 1 6A in

Ce112 None 3"PAW-809 221-B-Plant Cell 11/202
Ce112. B-Plant has been deactivated; the line is

T-16A Process Blank Installed Waste Transfer B-Plant Deactivated
Yes isolated due to B-Plant deactivation. 3" PAW-809

slopes downward toward 244-AR. [H-2-44507, Sh
3; H-2-61970; H-2-62055; H-2-79949, Sh 12 ]

Ce112 TK-002, Conn. V 2"RW-84913 715-AR
Raw water isolated by ECN 664735. [H-2-34506;

G-1 Hard Pipe Connection Tank Spray Ring Raw Water Isolated
Yes H-2-61963; H-2-61975; H-2-61976; H-2-77156; H-

2-77158; H-2-79949 Sh 3, 1 I& 12]

Cell 2 TK-002, Conn. GG XY-0023-13PT Service Building
Connection is hard piped above the floor of Service

G-2 Jumper Installed Electrical P-002-1 Hard pipe above floor
No Building. [H-2-62013; H-2-62017; H-2-79949 Sh

11 ]

Cel12 None (Spare) 2", 3-way Service Building
Spare. Connection is hard piped above the floor of

G-3 Blank Installed Instrument Spare Hard pipe above floor
No Service Building. Blank installed. [H-2-62055; H-

2-62063; H-2-79949 Sh 11]

Ce112 TK-002, Conn. EE 2"STM-8488 6"STM-844 Line
Steam isolated by ECNs 668802 & 668812. [H-2-

G-4 Jumper installed Steam to jet J-002 Steam Isolated
Yes 2525; H-2-34506; H-2-61963; H-2-61976; H-2-

63940; H-2-63942; H-2-77154; H-2-79949, Sh 4]

Cel12 None (Spare) 3"SP-002 Service Building Blank installed on globe valve in Service Building
G-5 Open Nozzle Piping Spare Piping Spare Isolated

No
[H-2-79949 Sh 12]
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Table 4-1. Matrix of Isolation/Intrusion Prevention for 244-AR Vault Nozzle Penetrations

244-AR Penetration 244-AR Connection External Line External Connection

Cell Connection Point Line Number Destination Intrusion Isolation/Intrusion Prevention Status & Remarks

Wall Nozzle Configuration/Status Line Use Configuration/Status Path [Reference Drawings]

Sampling system is inactive and the sample pit and
Cell 2 TK-002, Conn. S SPL-002 Sample Room

Yes rains are sealed per 2E-03-0742. [H-2-79949,floor drains
Jumper Installed TK-002 Sampling Sample Pit Sealed

Sh 11 & 12]

"
Purge Air system is inoperable and hard piped

Cell 2 TK-002, Conn. R 2 PA-8464 2707-AR
No ove grade. [H-2-b2063; H-2-62066; H-2-62068;above

Hard Pipe Connection Purge Air Hard pipe above floor
H-2-79949, Sh 11 & 12]

Connection is hard piped above the floor of Service
Ce112 TK-002, Conn. AA XY-0024-7PT Service Building

No Building. [H-2-62013; H-2-62017; H-2-79949 Sh
G-8 Jumper Installed Electrical for A-002 Hard pipe above floor

11]

Raw water isolated by ECN 664735. [H-2-34506;
Ce112 TK-002, Conn. Q 2"RW-84911 715-AR

Yes H-2-61963; 11-2-61975; H-2-61976; H-2-77156; H-
G-9 Hard Pipe Connection Tank Spray Ring Raw Water Isolated

2-77158; H-2-79949 Sh 3 & 11]

Connection is hard piped above the floor of Service
Cell 2 None (Spare) N/A Service Building

No . Blank installed. [H-2-62013; H-2-62017;Building.
Blank Installed Electrical Spare Hard pipe above floor

H-2-79949 Sh 11]

YA-002

Ce112 TK-002, Conn. P TK-002 Level & Service Building
No

Connection is hard piped above floor of Service

G-11 Jumper to tank Specific Gravity Hard pipe above floor Building. [I-I-2-62063; H-2-79949 Sh 11]

Instrument
Jetting system is inoperable and hard piped above

Ce112 Hard piped to cell 1"JV-851 6"STM-844 Line
No

grade. Steam isolated by ECNs 668802 & 668812.

G-11A Open Vent Pipe Jet Vent Steam Isolated [H-2-2525; H-2-34506; H-2-61963; H-2-61976; H-
2-63940; H-2-63942; H-2-77154; 11-2-79949,Sh 4 ]

XY-0021-7PT

Ce112 TK-002, Conn. N TK-002 Service Building
No

Connection is hard piped above floor of Service

G-12 Jumper Installed Temperature Hard pipe above floor Building. [H-2-62063; H-2-79949 Sh 11 & 12]

Instrument

Ce112 TK-002 Conn. M
3"RW-8494

715-AR
Raw water isolated by ECN 664735. [H-2-34506;

G-13
,

Hard Pipe Connection
Water & Chemical

Raw Water Isolated
Yes H-2-61963; H-2-61975; H-2-61976; H-2-77156; H-

Addition 2-77158; H-2-79949 Sh 3 & 11]
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Table 4-1. Matrix of Isolation/Intrusion Prevention for 244-AR Vault Nozzle Penetrations
244-AR Penetration 244-AR Connection External Line External Connection

Cell Connection Point Line Number Destination Intrusion Isolation/Intrusion Prevention Status & Remarks

Wall Nozzle Configuration/Status Line Use Configuration/Status Path [Reference Drawings]

Ce112 TK-002, Conn. L 2"RW-84912 715-AR
Raw water isolated by ECN 664735. [H-2-34506;

G-14 Hard Pipe Connection Tank Spray Ring Raw Water Isolated
Yes H-2-61963; H-2-61975; H-2-61976; H-2-77156; H-

2-77158; H-2-79949 Sh 3 & 11]

Ce112 TK-002, Conn. K
4"CWS-8482

715-AR
Raw water isolated by ECN 664735. [H-2-34506;

G-15 Hard Pipe Connect ion
Cooling water

Raw Water Isolated
Yes H-2-61963; H-2-61975; H-2-61976; H-2-77156; H-

supply 2-77158; H-2-79949, Sh 3, 11 & 12]

Ce112 TK-002, Conn. BB XY-0022-7PT Service Building
Connection is hard piped above the floor of Service

G-16 Jumper Installed Electrical P-002-2 Hard pipe above floor
No Building. [H-2-62013; H-2-62017; H-2-79949 Sh

11 & 12]

Ce112 TK-002, Conn. J
4"CWS-8483

715-AR
Raw water isolated by ECN 664735. [H-2-34506;

G-17 Hard Pipe Connection
Cooling water

Raw Water Isolated
Yes H-2-61963; H-2-61975; H-2-61976; H-2-77156; H-

supply 2-77158; H-2-79949, Sh 3, 11 & 12]

Cel12 None (Spare) N/A Service Building
Connection is hard piped above the floor of Service

G-18 NozzleOpen Electrical S arep Hard pipe above floor
No Building. [H-2-62013; H-2-62017; H-2-79949 Sh

12]

Cel12 None (Spare) 2", 3-way Service Building
Spare. Connection is hard piped above the floor of

G-19 Blank Installed Instrument Spare Hard pipe above floor
No Service Building. Blank installed. [H-2-62055; H-

2-62063; H-2-79949 Sh 12]

Ce112 Ce112 Sump 2"STM-84813 6"STM-844 Line
Steam isolated by ECNs 668802 & 668812. [H-2-

G-20 Jumper Installed Steam to Sump 2 Jet Steam Isolated
Yes 2525; H-2-34506; H-2-61963; H-2-61976; H-2-

63940; H-2-63942; H-2-77154; H-2-79949, Sh 4]

2", (%z")WF-002
Ce112 Ce112 Sump Instrument tubing Service Building

No
Connection is hard piped above the floor of Service

G-21 Jumper Installed for sump level Hard pipe above floor Building. [H-2-62063; H-2-79949 Sh 12]
detection

Ce112 Ce112 Wall 2"RW-84936 715-AR
Raw water isolated by ECN 664735. [H-2-34506;

GS-2 Hard piped to cell Cell Spray Raw Water Isolated
Yes H-2-61963; H-2-61975; H-2-61976; H-2-77156; H-

2-77158; H-2-79949, Sh 3]
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Table 4-1. Matrix of Isolation/Intrusion Prevention for 244-AR Vault Nozzle Penetrations
244-AR Penetration 244-AR Connection External Line External Connection

Cell Connection Point Line Number Destination Intrusion Isolation/Intrusion Prevention Status & Remarks

Wall Nozzle Configuration/Status Line Use Configuration/Status Path [Reference Drawings]

This is the vessel ventilation line to the vessel
ventilation that passes through the vessel vent filter
vault, fan and stack. The vessel vent filter vault is

"
Vessel Vent System

weather sealed via ECN-66291 1. The vessel vent
Ce113 Cell 3, Nozzle T-2 VV-81666

Isolated with Exception Yes
fan and stack are isolated via ECN-650611. Valve

T-1 Ju er Installed
^

Tank Ventilation
of valve IV-K4-1

IV-K4-1 is an above grade valve used as connection
point to temporary ventilation system for interim
stabilization. Terminates above grade so no
isolation required. [H-2-62098, Sh 3; H-2-63939; H-
2-63940; H-2-63942, H-2-79949, Sh 9

%<"-M9
Differential Pressure

Connection is hard piped above grade outside the
Ce113 None HI Pressure Sensing

Gage
No

canyon wall to a differential pressure gage 5 feet
T-lA Open to Cell Leg for Vent

Hard pipe above grade
above grade. [H-2-36499; H-2-62062; H-2-79949,

System Sh 9]

Ce113 None
I '/z"-M9 (Seal)

Out of Service Seal
Seal Pot No Pipe is capped outside facility below grade. [H-2-

T-1B Open to Cell
Loop Drain

1'/:" Line is Capped 36499; H-2-62062; H-2-79949, Sh 9]

Cell to Cell Connection
This is the vessel ventilation line from tanks TK-

Ce113 Cell 3, Nozzle T-1 8"VV-816
piped to tanks TK-Hard No

001 through -004 that connects to a common header
T-2 Jumper Installed Tank Ventilation

001 through -004
that terminates at Ce113, nozzle T-2. No isolation
action required. [H-2-62055, H-2-79949, Sh 9&11]

Ce113 Not Connected
2"CWD-8159

Valve Box 3
Raw water isolated by ECN 664735. [H-2-34506;

T-3 Process Blank Installed
Cooling water

Water Isolated
Yes H-2-61963; H-2-61975; H-2-61976; H-2-77156; H-

discharge 2-77158; H-2-79949,Sh 3]

Cell 3 TK-004, Conn. CC
3"CSW-813 Cell to Cell Connection This is a transfer line internal to 244-AR sharing

T-4 Jumper Installed
Internal Waste (Other end terminates at No Cel13, nozzle T-4. No isolation action required.

Transfer Cel12 T-12) [H-2-62062; H-2-62064; H-2-79949,Sh 9 & 11]

Cell 3
TK-004, Conn. C

2"PSW-811 Cell to Cell Connection This is a transfer line connecting TK-002 and TK-
T-5

Hard Pipe Connection
Internal Waste (Other End Terminates at No 004. No isolation action required. [H-2-62062; H-

Transfer Ce112 T-15) 2-62064; H-2-79949, Sh 9 & 11]]

Ce113 TK-004, Conn. D
3"CWR-8156

Valve Box 3, PRV-004-1
Raw water isolated by ECN 664735. [H-2-34506;

T-6 Hard Pipe Connection
Cooling water

Water Isolated
Yes H-2-61963; H-2-61975; H-2-61976; H-2-77156; H-

discharge 2-77158; H-2-79949 Sh 3, 9 & 10]
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Table 4-1. Matrix of Isolation/Intrusion Prevention for 244-AR Vault Nozzle Penetrations
244-AR Penetration 244-AR Connection External Line External Connection

Cell Connection Point Line Number Destination Intrusion Isolation/Intrusion Prevention Status & Remarks

Wall Nozzle Configuration/Status Line Use Configuration/Status Path [Reference Drawings]

This is the vessel ventilation line from TK-004 that
Cel13 TK-004, Conn. E 4"VV-8164 Internal Connection connects to a common header that terminates at Cell
T-7 Hard Pipe Connection Tank Ventilation Cel13, Nozzle T-2 No 3, nozzle T-2. No isolation action required. [H-2-

62058, H-2-79949, Sh 9

3"SP- 837/4"SP-837
This line is internal to 244-AR sharing Ce112,

Ce113 None
Internal Spare Not

Cell to Cell Connection
Yes

nozzle T-1 and Ce113, nozzles T-8 and T-13. Line
T-8 Process Blank Installed

,
Used

Process Blank Installed is 3" in Ce113 and 4" in Cells 1& 2. No isolation
action required. 11-2-62064]

4"DR Raw water isolated by ECN 664735. Control station
Ce113 None Cooling Water New Valve Box that switches MOV to drain position is deenergized.
T-9 Open to Cell Diversion on High Water Isolated

Yes
[H-2-34506; H-2-61963; H-2-61975; H-2-61976; H-

Radiation 2-77156; H-2-77158; H-2-79949 Sh 3, 4, 9& 10]

3"NHW-818- 241-AX-152
Vapor gap at 241-AX-152 diverter tank. Line

Cell 3 Ce113, Nozzle T-10
4006/4018 Connection Isolated Via Yes

3"NHW-818-4006/4018 slopes downward toward
T-9A Jumper Installed

Waste Transfer Air Gap
241-AX-152. [H-2-36647; H-2-44683; H-2-62058;
H-2-79949, Sh 9].

3"NIIW-818
B-Plant has been deactivated; the line is isolated due

Ce113 Ce113, Nozzle T-9A
(8653)(V834)

221-B-Plant Cell 25/206
Yes

to B-Plant deactivation. 3" NHW-818(8653)(V834)
T-10 Jumper Installed

Waste Transfer
B-Plant Deactivated slopes downward toward 244-AR. [H-2-44507, Sh

3; H-2-61970; H-2-79949, Sh 10]

3"NHW-818
Not considered an intrusion path because: transfer

Ce113 Hard piped to cell
Encasement Drain

Pipe Encasement
No

line is inactive, encasement is located
T-l0A Pi eOpen

p 2°dq" Containment
Open/Line Inactive approximately 16 feet below grade. [H-2-61973,

Sh 4; H-2-62062; H-2-62098, Sh 2]

Ce113
TK-003, Conn. D 3"CWR-8155 Valve Box 3 PRV-003-1

Raw water isolated by ECN 664735. [H-2-34506;
T-11

Hard Pipe Connection Cooling Water
,

Water Isolated
Yes H-2-61963; H-2-61975; H-2-61976; H-2-77156; 11-

2-77158; H-2-79949 Sh 3 & 10]

This is the vessel ventilation line from TK-003 that
Cell 3 TK-003, Conn. E 4"VV-8163 Internal Connection connects to a common header that terminates at Cell
T-12 Hard Pipe Connection Tank Ventilation Cell 3, Nozzle T-2 No 3, nozzle T-2. No isolation action required. [H-2-

62058, H-2-79949, Sh 9&10]

3"SP- 837/4"SP-837
This line is internal to 244-AR sharing Cell l,

Ce113 None
Internal Spare Not

Cell to Cell Connection
Yes

nozzle T-4, Ce112, nozzle T-1 and Ce113, nozzle T-
T-13 Process Blank Installed

,
Used

8. Line is 3" in Ce113 and 4" in Cells 1 & 2. No
isolation action required. [H-2-62064]
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Table 4-1. Matrix of Isolation/Intrusion Prevention for 244-AR Vault Nozzle Penetrations

244-AR Penetration 244-AR Connection External Line External Connection
Intrusion Isolation/Intrusion Prevention Status & Remarks

Cell Connection Point Line Number Destination

Wall Nozzle Configuration/Status Line Use Configuration/Status Path [Reference Drawings]

3"PAW-819 Cell to Cell Connection This is a transfer line internal to 244-AR sharing
Cell 3 TK-003, Conn. F

Internal Waste (Other end terminates at No Cell 1, nozzle T-5. No isolation action required.
T-14 Open Nozzle

Transfer Cell 1 T-5) [H-2-62064]

Rigid jumper in 241-AR-151 connected between

nozzles 9 and 10. This rigid jumper has two nozzle

Ce113 None
3"NHW-817 241-AR-151, Nozzle 10

connection points that have process blanks installed.

T-15 Process Blank Installed
4019 (V718) Jumper Installed to 244- Yes

Line 3"NHW-817 slopes downward toward 244-AR
Waste Transfer AR-151, Nozzle 9

vault. [H-2-79949, Sh 10; H-2-90358; H-2-93629;

H-2-93631]
Not considered an intrusion path because: transfer

line is inactive, encasement is located
Ce113 Hard piped to cell 3"NHW-817 Pipe Encasement

No approximately 13 feet below grade. Encasement
T-15A Open Pipe Encasement Drain

d
Open/Line Inactive

slopes toward 244-AR vault [H-2-61971; H-2-
'' Containment2° 61973; H-2-62098, Sh 2]

Part of original vessel ventilation system that was

Ce113 None (Spare) 2", 3-way Service Building
No

removed. Spare. Connection is hard piped above

G-1 Blank Installed Instrument Spare Hard pipe above floor the floor of Service Building. Blank installed. [H-

2-62055; H-2-62063; H-2-79949 Sh 9]

Part of original vessel ventilation system that was

Ce113 None (Spare) N/A Service Building No removed. Spare. Connection is hard piped above

G-2 Open Nozzle Electrical Spare Hard pipe above floor the floor of Service Building. [H-2-62013; H-2-

62017; H-2-79949 Sh 9 ]

Steam isolated by ECNs 668802 & 668812. Heater

2"STM-84815
"

was part of original vessel ventilation system that
Cell 3 Vessel Vent Heater

Steam to Vessel
STM-844 Line6

No was removed. [H-2-2525; H-2-34506; H-2-61963;
G-3 Open Nozzle

Vent Heater
Steam Isolated

H-2-61976; H-2-63940; H-2-63942; H-2-77154; H-

2-79949, Sh 4]

YA-004

Ce113 TK-004, Conn. T TK-004 Level & Service Building
No

Connection is hard piped above floor of Service

G4 Juniper to tank Specific Gravity Hard pipe above floor Building. [H-2-62063; H-2-79949 Sh 91

Instrument

"
Steam isolated by ECNs 668802 & 668812. [H-2-

Ce113 TK-004, Conn. BB 2"STM-84811 STM-844 Line6
Yes 2525; H-2-34506; H-2-61963; H-2-61976; H-2-

G-5 Jumper Installed Steam to Jet J-004-1 Steam Isolated
63940; H-2-63942; H-2-77154; 11-2-79949,Sh 4]
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Table 4-1. Matrix of Isolation/Intrusion Prevention for 244-AR Vault Nozzle Penetrations

244-AR Penetration 244-AR Connection External Line External Connection
Cell Connection Point Line Number Destination Intrusion Isolation/Intrusion Prevention Status & Remarks

Wall Nozzle Configuration/Status Line Use Configuration/Status Path [Reference Drawings]

XY-0041-6PT
Cel13 TK-004, Conn. R TK-004 Service Building

No
Connection is hard piped above floor of Service

G-6 Jumper Installed Temperature Hard pipe above floor Building. [H-2-62063; H-2-79949 Sh 13]
Instrument

Ce113 TK-004, Conn. Q 1'h" CA-8304 Service Building
Yes

Connection is hard piped above the floor of Service
G-7 Hard Pipe Connection Chemical Addition Terminates Above Floor Building and is disconnected.

Ce113 None (Spare) 3"SP-004 Service Building
No

Blank installed on globe valve in Service Building

G-8 Open Nozzle Piping Spare Piping Spare Isolated [H-2-79949 Sh 10]

Ce113 TK-004 Conn. P 2"RW-84925 715-AR
Raw water isolated by ECN 664735. [H-2-34506;

G-9
,

Hard Pipe Connection Tank Spray Raw Water Isolated
Yes H-2-61963; H-2-61975; H-2-61976; H-2-77156; H-

2 -77158; H-2-79949 Sh 3& 9]

Cel13 None (Spare) N/A Service Building
Spare. Connection is hard piped above the floor of

G-10 Open Nozzle Elecnical Spare Hard pipe above floor
No Service Building. [H-2-62013; H-2-62017; H-2-

79949 Sh 9]

TK-004, Conn. U
Ce113 Hard Pipe Connection 1"OIL-823 Service Building

No
Blank installed on gate valve in Service Building

G-10A to Nozzle U, Juniper Lube oil to agitator Oil Line Isolated [H-2-62066; H-2-79949 Sh 9]
from Conn. U to DD

Cell 3 TK-004 Conn. N 1"PA-8466 2707-AR Purge Air system is inoperable and hard piped

G-11
,

Hard Pipe Connection Purge Air Hard pipe above floor
No above grade. [H-2-62063; H-2-62066; H-2-62068;

H-2-79949, Sh 13]

Ce113 None (Spare) 2" 3-way Service Building
Spare. Connection is hard piped above the floor of

G-12 Blank Installed
,

Instrument Spare Hard pipe above floor
No Service Building. Blank installed. [H-2-62055; H-

2-62063; H-2-79949 Sh 9]

Ce113 TK-004 Conn. M
3"CWS-8496

715-AR
Raw water isolated by ECN 664735. [H-2-34506;

G-13
,

Hard Pipe Connection
Cooling water

Raw Water Isolated
Yes H-2-61963; H-2-61975; H-2-61976; H-2-77156; H-

supply 2-77158; H-2-79949, Sh 3 & 9]
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Table 4-1. Matrix of Isolation/Intrusion Prevention for 244-AR Vault Nozzle Penetrations

244-AR Penetration 244-AR Connection External Line External Connection
Cell Connection Point Line Number Destination Intmsion Isolation/Intrusion Prevention Status & Remarks

Wall Nozzle Configuration/Status Line Use Configuration/Status Path [Reference Drawings]

Ce113 TK-004, Conn. AA XY-0040-6PT Service Building
Connection is hard piped above the floor of Service

G-14 Jumper Installed Electrical for A-004 Hard pipe above floor
No Building. [H-2-62013; H-2-62017; H-2-79949 Sh

9]

Cell 3 TK-004, Conn. K SPL-004 Sample Room
Sampling system is inactive and the sample pit and

G-15 Jumper Installed TK-004 Sampling Sample Pit Sealed
Yes floor drains are sealed per 2E-03-0742. [H-2-79949,

Sh 9]

Steam isolated by ECNs 668802 & 668812. [H-2-
Ce113 TK-004, Conn. CC 2"STM-84812 6"STM-844 Line 2525; H-2-34506; H-2-61963; H-2-61976; H-2-
G-16 Jumper Installed Steam to Jet J-004-2 Steam Isolated

Yes
63940; H-2-63942; H-2-77154; H-2-79949, Sh 4;

H-2-79949, Sh 9]
2", (%z")WF-003

Cell 3 Cel13 Sump Instrument tubing Service Building Connection is hard piped above the floor of Service
G-17 Jumper Installed for sump level Hard pipe above floor No Building. [H-2-62063; H-2-79949 Sh 10]

detection

Steam isolated by ECNs 668802 & 668812. [H-2-
Cel13 Cell 3 Sump 2"STM-84814 6"STM-844 Line 2525; H-2-34506; H-2-61963; H-2-61976; H-2-
G-18 Jumper Installed Steam to Jet J-003-3 Steam Isolated

Yes
63940; H-2-63942; H-2-77154; H-2-79949, Sh 4;

H-2-79949, Sh 10

Ce113
Steam isolated by ECNs 668802 & 668812. [H-2-

G-19
TK-003, Conn. CC 2"STM-84810 6"STM-844 Line

Yes
2525; H-2-34506; H-2-61963; H-2-61976; H-2-

Juniper Installed Steam to Jet J-003-2 Steam Isolated 63940; H-2-63942; H-2-77154; H-2-79949, Sh 4;

H-2-79949, Sh 10]

XY-0031-6PT
Cel13 TK-003, Conn. R TK-003 Service Building Connection is hard piped above floor of Service
G-20 Jumper Installed Temperature Hard pipe above floor No Building. [H-2-62063; H-2-79949 Sh 13]

Instrument

Ce113 TK-003, Conn. Q 1%:"CA-8303 Service Building Connection is hard piped above the floor of Service
G-21 Hard Pipe Connection Chemical Addition Terminates Above Floor

Yes
Building and is disconnected.

Ce113 None (Spare) 3"SP-003 Service Building Blank installed on globe valve in Service Building
G-22 Open Nozzle Piping Spare Piping Spare Isolated No [FI-2-79949 Sh 101
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Table 4-1. Matrix of Isolation/Intmsion Prevention for 244-AR Vault Nozzle Penetrations
244-AR Penetration 244-AR Connection External Line External Connection

Cell Connection Point Line Number Destination Intrusion Isolation/Intrusion Prevention Status & Remarks

Wall Nozzle Configuration/Status Line Use Configuration/Status Path [Reference Drawings]

Cel13 TK-003, Conn. P 2"RW-84926 715-AR
Raw water isolated by ECN 664735. [H-2-34506;

G-23 Hard Pipe Connection Tank spray Raw Water Isolated
Yes H-2-61963; H-2-61975; H-2-61976; H-2-77156; H-

2-77158; H-2-79949 Sh3 & 10]

Cell 3 None (Spare) N/A Service Building
Spare. Connection is hard piped above the floor of

G-24 Blank Installed Electrical Spare Hard pipe above floor
No Service Building. Blank installed. [H-2-62013; H-

2-62017; H-2-79949 Sh 10]

TK-003, Conn. U
Ce113 Hard Pipe Connection 1"OIL-822 Service Building

No
Blank installed on gate valve in Service Building

G-24A to Nozzle U, Jumper Lube oil to agitator Oil Line Isolated [II-2-62066; H-2-79949 Sh 10]
from Conn. U to DD

Ce113 TK-003, Conn. N 1"PA-8465 2707-AR Purge Air system is inoperable and hard piped

G-25 Hard Pipe Connection Purge Air Hard pipe above floor
No above grade. [H-2-62063; H-2-62066; H-2-62068;

H-2-79949, Sh 13]

Cell 3 None (Spare) 2", 3-way Service Building
Spare. Connection is hard piped above the floor of

G-26 Open Nozzle Instrument Spare Hard pipe above floor
No Service Building. [H-2-62055; H-2-62063; H-2-

79949 Sh 9]

Ce113 TK-003, Conn. M
3"CWS-8495

715-AR
Raw water isolated by ECN 664735. [H-2-34506;

G-27 Hard Pipe Connection
Cooling water

Raw Water Isolated
Yes H-2-61963; H-2-61975; H-2-61976; H-2-77156; H-

supply 2-77158; H-2-79949, Sh 3 & 10]

Ce113 TK-003, Conn. AA XY-0030-6PT Service Building
Connection is hard piped above the floor of Service

G-28 Jumper Installed Electrical for A-003 Hard pipe above floor
No Building. [H-2-62013; H-2-62017; H-2-79949 Sh

10]

Cell 3 TK-003, Conn. K SPL-003 Sample Room
Sampling system is inactive and the sample pit and

G-29 Juniper Installed TK-003 Sampling Sample Pit Sealed
Yes floor drains are sealed per 2E-03-0742. [H-2-79949,

Sh 10]

YA-003
Ce113 TK-003, Conn. J TK-003 Level & Service Building

No
Connection is hard piped above floor of Service

G-30 Jumper to tank Specific Gravity Hard pipe above floor Building. [H-2-62063; H-2-79949 Sh 10]
Instrument
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Table 4-1. Matrix of Isolation/Intmsion Prevention for 244-AR Vault Nozzle Penetrations
244-AR Penetration

Cell
Wall Nozzle

244-AR Connection
Connection Point

Configuration/Status

External Line
Line Number

Line Use

External Connection
Destination

Configuration/Status

Intrusion
Path

Isolation/Intrusion Prevention Status & Remarks
[Reference Drawings]

Ce113
None 2"STM-8489 6"STM-844 Line

Steam isolated by ECNs 668802 & 668812. [H-2-
G-31

Open Nozzle Steam to Jet J-003-1 Steam Isolated
Yes 2525; H-2-34506; H-2-61963; H-2-61976; H-2-

63940; H-2-63942; H-2-77154; H-2-79949, Sh 4]

Ce113 Cell 3 Wall 2"RW-84937 715-AR
Raw water isolated by ECN 664735. [H-2-34506;

GS-3 Hard piped to cell Ce113 Spray Raw Water Isolated
Yes H-2-61963; H-2-61975; H-2-61976; H-2-77156; H-

2-77158; H-2-79949, Sh 3]
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Table 4-2. Matrix of Intrusion Prevention for 241-AR-151 Diversion Box

Connected To
Wall Nozzle so-nctnreicen Line No. or

Intrusion Prevention Action
Wall Nozzle Purpose
Elevation

I 241-AX-155
3"NHW-V714 Blank installed on nozzle 1 in 241-AR-151

NOZZLE 10

2 PUREX 3"NHW-V714 PUREX, 202A, F- 16 Isolation Blank

3 V714 Enclosure
2"V714 Enclosure Blank installed on nozzle 3 in 241-AR-151
Drain, PUREX Line

4 241-AY-02D
Isolation Blank installed at nozzle U-5 in 241-AY-

U-5 3"NHW-V720
02D

5 Blanked Spare Capped on outside and blank installed

6 Blanked Spare Capped on outside and blank installed

7 Blanked Spare Capped on outside and blank installed

8 Blanked Spare Capped on outside and blank installed

9 244-AR CELL 1

"
Blank installed on connections of r rd 'u er

g I ^T-8 3 PAW-V716
between nozzles 9 and 10 in 241-AR-151

10
244-AR CELL 3

"
Blank installed on connections of ri ld 'u er

g I ^T-15 3 NHW-V718/817
between nozzles 9 and 10 in 241-AR-151

Floor Drain
244-AR Cell 1

"
Floor drain closed per 2E-03-00834. Pit covered perT-9 3 DR-V717
2E-03-0222
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Table 4-3. Miscellaneous 244-AR Vault Intrusion Paths

Intrusion Path
Isolation
Status

Insert is grouted in place. Penetration is

Northwest canyon core drill for installation of the located approximately 1.5 feet above grade

supply air skid ventilation duct, raw water, and level. All pipes are sealed with installed

control cable insert. components. ECN-710763 and W/P 2E-01-
0735
Insert is grouted in place. Penetration is

Northeast canyon core drill for installation of the located approximately 1.5 feet above grade

Hose-in-Hose, heat trace, compressed air, and level. All pipes are sealed with installed

electrical power insert. components. ECN-710763 and W/P 2E-01-

0735
Penetration is located approximately 13 feet
below grade. The filter vault is weather

Below grade cell ventilation duct connection to sealed (foamed). The primary canyon stack

canyon filter vault. and ventilation ducting is isolated from the
filter vault. See section 4.2.3 for ECN and
work package numbers.

Sleeve is grouted in place. Penetration is

Periscope Sleeve
located approximately 5 feet above grade
level. Periscope enters the crane control
room, which has a non-leaking roof.

Failed Equipment Storage Tube Vents and Drains (3)
The FESTs were inspected and no liquid was
observed. Work package 2E-01-00787

Roof was inspected and cracks or leak paths
were present. The exterior vent ducting is

Sample room vent ducting or roof leak. Intrusion encapsulated with foam. The sample room
path is via either the abandoned sink drain line, floor floor drain and pit drains are isolated with
drain, or sample pit drain lines. foam. The sink drain line has an inverted

connection and is located above the floor.
Work package 2E-03-0742

Canyon roof vent penetration.
The penetration flashing was sealed and the
vent ducting is encapsulated with foam.

Door is located inside the Wind Reduction
Facility and is located above the floor level.
Door is normally closed. A major water leak

244-AR Shield Door that occurred in 1996 (flooded the floor in
front of the door) did not result in any water
entering the canyon from this potential
intrusion point.

244-AR Crane Platform Access Door
poor is normally closed and is located a
minimum of 15 feet above grade level.

Door is normally closed. A major water leak
244-AR NW Air Lock Door that occurred in 1996 (flooded the north side

of the building up to the door) did not result
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Table 4-3. Miscellaneous 244-AR Vault Intrusion Paths

Intrusion Path
Isolation
Status

in any water entering the canyon from this
potential intrusion point.

Door is normally closed. A major water leak
that occurred in 1996 (flooded the below

244-AR SE Air Lock Door grade pit where the door is located) did not
result in any water entering the canyon from
this potential intrusion point.
Line is hard piped and the canyon

Canyon Vacuum Breaker line penetration is located a minimum of 10 feet
above the Service Building Floor level.

Ce113 Seal Pot Overflow Connection Seal Pot isolated by ECN 662908

Miscellaneous conduit penetrations for vault

Miscellaneous Conduits
lighting, camera cables, electrical power etc.
are located above grade and are not a viable
intrusion path.
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5.0 PROVISIONS FOR FUTURE REMOVAL OF PUMPABLE LIQUIDS

One of the six requirements of Interim Milestone M-45-11 is to provide for the removal of

pumpable liquids that may accumulate in the future. In order to meet this requirement the action

was taken is to leave the pumping system in place and connected with exception of the
temporary equipment (e.g., air supply, water supply, portable ventilation, air compressor, power

generator). Because significant effort would be required to restart the system (e.g., permitting,
safety basis, equipment preparation, testing, training, readiness assessment), the time period for

the removal of a future accumulation of pumpable liquid would be several months. The
deliverable associated with this requirement is issuance and approval of procedure and
specification for reconnection and preparation for operation of the system. This section has been
prepared as the deliverable for identifying the procedure and specification for reconnection and
preparation for operation of the system. A description of the lay-up of the transfer system and
ventilation system is provided in section 7 of this document.

5.1 WASTE CONSOLIDATION AND TRANSFER SYSTEM

The waste consolidation and transfer system (see section 2.1 for a description) is primarily
installed within the 244-AR facility. The transfer line that is external to 244-AR vault and the
human-machine interface computer control/monitoring station are the only portions of the
system external to the facility. A description of the lay-up activities performed for the interior
and external portions of the waste consolidation and transfer system is provided in section 7.
The procedure and specifications for reconnection of the waste consolidation and transfer system
is provided below.

5.1.1 Interior System

The consolidation manifold and pumping system (see Section 2.1.1 for a description) will be left
intact with the exception of air and water connections. Prior to operation, a water source and air
source will need to be connected to the system. The previous water source used during waste
consolidation and transfer activities was a water tanker truck limited to 2,000 gallons of water.
The quantity of water was limited to reduce the quantity of water that could inadvertently be
added through the system into any of the tanks or sumps connected to the consolidation manifold
and pumping system. The previous air source used to provide air to the air-operated double
diaphragm pumps was a Sullair Corporation's Model 185H portable air compressor capable of
delivering 185 cubic feet per minute of air at 150 psig.

Prior to operating the air-operated double diaphragm pumps, it will be necessary to re-torque
bolts on the pumps per manufacturer's recommendation. During pumping, especially with both
air-operated double diaphragm pumps operating, excessive impacting/vibration would result in
fasteners loosening on equipment on the pumping skid. If long term use of the pump skid is
foreseen, shock mounting the air-operated double diaphragm pumps should be considered.
Torque values are documented in the manufacturer's literature that is maintained in vendor
information file 50224. In addition to bolts on the pumps, bolts and fasteners on the pump skid
equipment and support brackets should be inspected and tightened if necessary. Prior to
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consolidation pumping during interim stabilization, the bolts on the pumps were re-torqued and

bolts and fasteners on the remaining equipment on the pump skid were tightened. This work was
performed under work package 2E-03-00768 and this work package would serve as a guide for
preparation of a new work package to re-torque the pump bolts and tighten the other bolts and
fasteners on the pump skid.

Depending on the amount of time that has passed, a number of the following activities may also
need to be performed. It may be required to inspect the hoses for any signs of wear, abnormal
conditions or evidence of separation of the hose from the end fittings. Because of the limited use
of the hoses, it is not expected that the hoses will show any signs of wear or damage. After re-
torquing the pump bolts, tightening the bolts and fasteners on the pump skid equipment, and
inspecting the hoses (if performed), a low-pressure (less than 15 psig) leak test of the pumping
system is recommended. A low-pressure leak test of the system was previously performed prior
to operation of the system, under the operational test procedure of the transfer system. Section
5.3 of OTP-280-001, Operational Testfor the 244-AR Waste Transfer System, contains the
instructions for performing the low pressure leak test. At the time that the low-pressure leak test
of the system is performed, the level switches and level transmitter associated with tank AR244-
WT-TK-200 should also be tested to confirm that they are still working properly. A functional
check of the four level switches AR244-WT-LSL-203, AR244-WT-LSH-203, AR244-WT-
LSLL-207, and AR244-WT-LSHH-207 and the level transmitter AR244-WT-LT-208 was
previously performed prior to operation of the system, under the operational test procedure of the
transfer system. Section 5.3 of OTP-280-001, Operational Testfor the 244-AR Waste Transfer
System, contains the instructions for performing the check of the four level switches and the level
transmitter.

Prior to any future pumping, it should be confirmed that the drop legs with eductors for the tanks
and/or sumps requiring pumping are lowered to come in contact with the tank/cell floor bottom
to remove the pumpable liquid. Though most of the pumping was performed with the drop legs
slightly above the tank/cell floor bottom, the pump legs did work properly with the suction legs
in contact with the floor. Actual placement of the drop legs will depend on the conditions
present if removal of future liquid intrusion is required.

The computer and monitors of the human-machine interface will need to be powered up in the
244-AR lunch room/control room.

Instrumentation calibrations and equipment checks may be required prior to operation of the
system. Any equipment or instrument beyond its calibration expiration date will require
recalibration. The instrumentation and equipment associated directly with the transfer system
requiring periodic calibrations and/or checks are:

AR244-WT-PIT-209, pump discharge pressure indicating transmitter (see PM/S data
sheet ET-07868),

AR244-SA-PIT-303, pump supply air pressure indicating transmitter (see PM/S data
sheet ET-07867),
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• AR244-SA-PRV-301, pump supply air pressure relief valve (see PM/S data sheet ET-
07873),

• AR244-WT-PNL-200, safety significant valve indication light panel and lights (see
PM/S data sheet ET-08014)

AR244-WT-LDE-503, pump skid leak detector element (see PM/S data sheet ET-
08003).

In addition to the instruments listed above, the weight factor indicating transmitter for the tank or
cell being pumped and for AR-244-TK-001 (i.e., WFIT-001-1) will also need to be within its

periodic calibration prior to operation. This assumes the pumped liquid will be consolidated into
AR-244-TK-001 and from there transferred to the double-shell tank system.

5.1.2 Transfer Line External to the 244-AR Vault

The transfer line external to the 244-AR vault (see Section 2.1.3 for a description) is left intact
with the exception of the flexible jumper being disconnected and left in the 241 -AY-02D pit,
241-AY-02D pit nozzle U5 being outfitted with an isolation blank, and the 241-AR-151
diversion box drain being closed. If future pumping is routed to tank 241-AY-102, then prior to
operation of the transfer line external to the 244-AR vault, the isolation blank installed on 241-
AY-02D pit nozzle U5 will need to be removed and the flexible jumper installed between nozzle
U5 and the installed pump in the 241-AY-02D pit. If future pumping is not routed to tank 241-
AY-102 then an alternate transfer route will need to be determined and the appropriate system
will need to be put in place. If the transfer goes through the 241-AR-151 diversion box, the 241-
AR-151 leak detector will have to be tested and the diversion box drain may need to be opened.
Any work inside the 241-AR-151 diversion box drain will require removing the weather cover
installed on the diversion box. This cover should be reusable if the existing configuration
remains the same. Any future pumping which utilizes the existing hose-in-hose transfer line
installed between 244-AR vault and the 241-AR-151 diversion box will need to be performed
before June 9, 2006. The hose-in-hose transfer line was put into service on June 9, 2003 and has
a three year service life. Life extension on the hose may also be considered due to its limited
use. Prior to use of the hose-in-hose transfer line between 244-AR vault and the 241-AR-151
diversion box, the heat trace on the inner hose should be meggered at 500V, 1000V and 2500 V
according to the manufacturer's recommendations. As a guide, heat trace meggering has
previously been performed under routine work request 2E-03-00254.

All leak detection circuits in the transfer path will need to be verified as being within current
calibration prior to an external transfer from the 244-AR vault. Those leak detector circuits not
within current calibration will require calibration.

5.1.3 Human-Machine Interface Computer

The human-machine interface (HMI) computer control station and the HMI monitoring station
will need to be electrically reconnected prior to operation. For proper communication between
the local control panel inside the 244-AR vault and the remote control panel, it is necessary to
first provide power to the local control panel, then to the remote control panel.
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5.2 VENTILATION SYSTEM

The ventilation system is left intact with isolation valves between the supply skid and the
244-AR vault and between the 244-AR vault and the portable exhausters closed. Operation of
the ventilation system in the current configuration would be performed under existing procedure
TO-060-087, Operate Ventilation System for 244-AR Waste Transfer. Prior to operation,
instrumentation calibrations and equipment checks may be required for the ventilation system.
Any equipment or instrument beyond its calibration expiration or due date will require
recalibration or check. The required periodic calibrations and/or checks for instrumentation and
equipment associated directly with the portable exhausters POR05 and POR06 are:

• Perform a calibration on the ventilation stack Continuous Air Monitor (CAM) for
portable exhausters POR05 and POR06 via procedure 6-RM-168 (see PM/S data sheets
WT-06250 and WT-06573, respectively)

• Perform a functional test on the ventilation stack CAM interlock for portable exhausters
POR05 and POR06 via procedures TF-FT-359-014 and TF-FT-359-015, respectively (see
PM/S data sheets WT-06252 and WT-06596, respectively)

• Perform a source check of the ventilation stack CAM for portable exhausters POR05 and
POR06 via procedure TF-OPS-018

• Ensure the following instrumentation is within current calibration for use of portable
exhausters POR05 and POR06:

INSTRUIMTEIWTN[JMBER ' 1^^5GkIPTTON ATA
{POlt4!&fa^^^

PORO"-V t{f- I I,174 (Where •
is5orG#'auPC!fiOSorPOROf^) $XHAUSTER PLEI l€JM INLET IJP $+IDICATORi, {^V 46256 / W C-0bS77)

PQ)10*-VTP-PDI7 € Ili GR$EN kl(111SE TO CEi P 'CN1}ICATOR (}VTp075421 WT,r¢754S)

Pc>Rtl^-VTP,I^DT•t GR3?$N OUSE TO G;qyNXON DP INDICATOR 01544 ( V 1t 2' 1)
PQ120" r -PDI•177 HEAT EXGHA ^R 001 D^ ,€^ ¢ CATO^ ! WT 0^^^^'I

P RO•,V21+ 778 p' PiLT$R00€ WY2TDICA^qR,' {WT-06^7J 1:- 6589)
PQI{{1* VTP-PD{•180 I ST #rI^P FILTER t€02 UF ICA^I^R 57
POIO•-VTP•PDI-182 2 HE{?,j1 F)T R 003 DP I.N TCATOR {W C,00254/ WT 06541)

PORO'-VT')*•P131-€81 ^CATER^
002 '' 003 )f AI DP

^*2m JV"^0,2)

Pq#,tO"'-VTP-FI-184 EXHACJ$T STACK FLOW INDICA,'0^ 062531 06582)

PORO•-VTP-LI•205
^ICATOR

ANSICINTANKQQILEVEL
{yyF,062r"SlWT1Qb^$4')

FQRO•-VT11-LI-185 FEALPQT901LEVELI^#€GATOR WIT^06254,, 06379), ,;

P€YRO"'•V1T-TI-179
,

1ST HEPa^, IL C$R 002 YNl LT T^^^4tA
INDICA 1 C1R

^ 062b 4"( 6570) (

FORO'-WTJfi41-176 HEATI3ACF?ANG, INLE1
TEMPE6€r{ ^UR$ ^ R {WT-061,,,g^ "-0656^^,

PQRO -VTF-TI•1&3 EXHA[1STSFACtC TTEMp$)I^a, ^ (WT 0644( W f W71^SNDICAT4R l; . ,

POR.O*NVTP-PD •€'70 E AUSTBRkLEWUMINSBTfDP TR' il62681t€It'Q^S78)
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INSTRUMENT NUMBER DESCRIPTION
, ^ i^ ' ^ , II^C3^d^$AFClR06)

POROt-VTP-PI)T 177 HEAfi EXCHANOER 001 DF ^STR 06$ A/ WT-065 75}
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P l^ i P# FILTER 002 AND 003 TOTAL ^g X1N'^ •'W0/ -0 566)
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!^(}^LYI" -VTP•L N209'
^^ ^ SION TANI^ A01 L$uD^ (^_06279 / ^I65$8}

^ R
g

P4R4*-VTP•T ^a$9' PO 001 LEVEL TRANSMiTIF^t 0627 / WT 065M

P^RO*-VTP-RE-301
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^^2^5 / Nl f 06584)„i .

PORO*-VTP4PQVr302 E A ST STACK CAM S¢MPLELINE L W
y242 / 58U6 $) '(CONTROL Va0.LVB i

• Perform a radiation survey on the pre-filter housings and HEPA filter housings for
portable exhausters POR05 and POR06.

• Perform a radiation survey on the ventilation ducting leading from 244-AR to the
portable exhausters POR05 and POR06.

• Perform HEPA filter efficiency tests on the ls` and 2"a HEPA filters for both POR05 and
POR06 (see PM/S data sheets WT-06387 for POR05/1 st HEPA; WT-06388 for
POR05/2nd HEPA; ET-07780 for POR06/1 st HEPA; ET-07781 for POR06/2nd HEPA)

• Seal pot and glycol tank levels shall be verified to be within normal operating ranges.
The seal pot typically operates between 38% and 72% full. The glycol tank operates
above 50% full.

The required periodic calibrations and/or checks for instrumentation and equipment associated
directly with the portable supply skid POR46 are:

• Perform a radiation survey on the HEPA filter housing for portable supply skid POR46.

• Perform HEPA filter efficiency tests on the HEPA filter for POR46 (see PM/S data sheet
ET-07857).

• Perform calibration of HEPA filter differential pressure indicating switch, POR46-VT-
PDIS-115 (see PM/S data sheet ET-07821)
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• Perform calibration of pre-filter differential pressure indicator, POR46-VT-PDI-111 (see

PM/S data sheet ET-07820)

Perform calibration of relays POR46-VT-K-120 and POR46-VT-K-121 located within

the containment tent inside 244-AR vault (see PM/S data sheets ET-07871 and ET-07872

respectively)

The required periodic calibrations and/or checks for ventilation instrumentation associated with

the 244-AR vault, within the containment tent are:

• Perform calibration of tent to cell differential pressure transmitter, AR244-VT-PDT-171

(see PM/S data sheet ET-07859)

• Perform calibration of tent to canyon differential pressure transmitter, AR244-VT-PDT-

173 (see PM/S data sheet ET-07860)

It is anticipated that the portable exhausters POR05 and POR06, portable supply skid POR46 or

any other portable equipment may eventually be removed for use elsewhere within the tank
farms system. If this occurs, then suitable replacement portable equipment will need to be
acquired and proper calibration of the instrumentation and equipment will be required prior to
use.

5.3 ELECTRICAL POWER

During the interim stabilization pumping activities, the electrical power required to operate the
waste consolidation and transfer system and the ventilation system was provided by three
separate portable generators. If future pumping is required and building power has not been
restored to the 244-AR facility, then portable generators will be required to operate the transfer
and ventilation systems. During interim stabilization, the ventilation system supply skid, two
portable exhausters and the majority of the waste consolidation and transfer system equipment
were powered from a 110-kilowatt diesel generator. The human-machine interface, tank and
sump level detection instrurnents, and leak detection circuits were powered from a 25-kilowatt
diesel generator. The air compressors used to provide air to the tank and sump weight factor dip
tubes were powered from a separate 25-kilowatt diesel generator.

5.4 OPERATING PROCEDURES

Consolidation of waste from the various tanks and the cell 3 sump into tank 244-AR-TK-001 can
be performed under existing operating procedure TO-280-050, Internal Transferfrom 244-AR
Tanks TK-002, TK-003, TK-004 or Cell 3 Sump to 244-AR Tank TK-001. Existing requirements
(e.g., authorization basis, environmental), in place at the time, will need to be incorporated into
the consolidation procedure as necessary. If pumping is required from either the cell 1 or ce112
sump into tank 244-AR-TK-001, then the operating procedure will have to be updated to
accommodate pumping from these locations.

Transfer of waste from tank 244-AR-TK-001 to tank 241-AY-102 can be performed under
existing operating procedure TO-260-080, External Transfer From 244-AR Tank 001 to 241-AY-

5-6



RPP-12051 Rev. 0

102. Existing requirements (e.g., authorization basis, environmental) in place at the time of the
will need to be incorporated into the consolidation procedure as necessary. If waste is to be
transferred to a different double-shell tank a new procedure will be required.

Operation of the ventilation system is performed under operating procedure TO-060-087,
Operate Ventilation System for 244 AR Waste Transfer. The operational aspects of running the
ventilation system should require no changes to the existing procedure provided all existing
components are left in place. However, existing requirements in place at the time of operation of
the ventilation system will need to be incorporated into the procedure. If a change to the specific
ventilation equipment used is made, then equipment specific changes will be required in the
procedure.

5.5 SAFETY AND ENVIRONMENTAL DOCUMENTATION

A new documented safety analysis is being prepared for the tank farms that does not discuss
removal of pumpable liquid from 244-AR, because that work has been completed. Therefore,
after the documented safety analysis is implemented, transfers from 244-AR are not permitted
without the proper evaluations and/or modifications to the documented safety analysis.

The notice of construction (NOC) approved for interim stabilization activities at 244-AR would
not be valid for any future pumping activities for removal of accumulated pumpable liquid. In
order to allow pumping operations a new NOC permit application would have to be prepared and
approval granted from the Washington State Department of Health and Ecology.
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6.0 FACILITY SURVEILLANCE AND MAINTENANCE

One of the six requirements of Interim Milestone M-45-11 is to establish periodic level

monitoring systems for intrusion detection before final closure. In order to meet this requirement

the action to be taken is to provide instrumentation to detect a liquid intrusion in each of the three

sumps, capable of detecting any intrusion that would exceed the capacity of the sumps, with

quarterly readings. The deliverable associated with this requirement is to verify that monitoring

is in place in the three sumps and is operational (calibrated). This section has been prepared to

describe the action taken and document the deliverable associated with this requirement. ,

6.1 INTERIM MILESTONE M-45-11 RELATED SURVEILLANCE

Regarding the action to be taken to provide instrumentation to detect a liquid intrusion in each of
the three sumps, the instrumentation consists of an existing installed weight factor and specific
gravity dip tube jumper assembly (see H-2-62112). These weight factor and specific gravity dip
tube assemblies measure a differential pressure between a tube open to atmosphere and a tube
that is positioned a set distance above the tank or sump bottom to determine a weight factor
reading. In each of the three cell sumps the weight factor tubes are installed 1" above the bottom
of the sump. A separate tube terminates 10" above the weight factor reading tube. This tube and
the weight factor reading tube can be used to measure the specific gravity of the liquid present in
the sump, provided there is at least 11" inches of liquid in the sump. The specific gravity
measurement is used to correct the weight factor reading based on the density of the liquid.
Generally, the sump waste is water, which has a specific gravity of 1.0 and therefore, the weight
factor reading is the actual measurement of the height of liquid within the sump. The weight
factor and specific gravity tube jumper assembly itself consists of no moving parts or
instrumentation requiring maintenance or calibration.

By measuring the liquid level using the weight factor and specific gravity dip tube assemblies
and comparing the current reading to past reading, it can be determined whether a liquid
intrusion into the vault has occurred. Because the weight factor tube is 1" above the bottom of
the sump, the instrument is capable of measuring a liquid level before the level of the sump
would be exceeded. The cell 1 and 2 sumps are 19.25 inches deep while the cell 3 sump is 17.5
inches deep. The instrument has no alarm capability and will rely on the comparison of current
level data to previous level data to determine whether an intrusion has occurred.

To take a liquid level measurement, a small amount of air, supplied by an air compressor, is
passed through the weight factor dip tubes to displace the liquid from the tube. The pressure of
the air required to displace the liquid in the tube, relative to atmospheric pressure, is a measure of
the liquid height of the waste present in the sump. Again, because the sump waste is water, the
reading is generally not corrected for specific gravity of the liquid.

At the time of this report, sump level readings are taken daily via pressure-indicating transmitters
WFIT-001-2 for the cell 1 sump, WFIT-002-2 for the ce112 sump, and WFIT-004-2 for the ce113
sump. These sump level readings are recorded on TF-OR-EF-244AR, 244-AR Vault Rounds.
These pressure-indicating transmitters have been most recently calibrated on March 21, 2003
(WFIT-001-2); and December 19, 2002 (WFIT-002-2 and WFIT-004-2). The frequency for
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calibration of these instruments is every 330 days (with a 10% grace period). The instruments

are next due to be calibrated on February 14, 2004 (WFIT-001-2); and November 14, 2003

(WFIT-002-2 and WFIT-004-2). A copy of the PM/S activity data sheet showing the last

performed and next due calibration for these three instruments is provided in Appendix B.

The frequency for taking sump level readings will be annually rather than quarterly as originally
described in CHG 2000. In accordance with Section 4.1.1.C of the Single-Shell Tank System

Leak Detection and Monitoring Functions and Requirements Document (CHG 2003c), vessels

and cells in miscellaneous structures (e.g., 244-AR vault) that are empty and that meet interim

stabilization criteria shall not require leak detection monitoring. However, CHG 2000 does
identify that monitoring will be performed quarterly for intrusion monitoring of the sumps at
244-AR vault. In line with CHG 2003c, the best management practice for single-shell tanks
where leak detection monitoring is technically feasible and the tank is interim stabilized and is
not of suspect integrity is to annually monitor for intrusion. For consistency with the CHG
2003c established single-shell tank leak detection and monitoring requirements (including for
244-AR vault) the sump level readings will be taken annually.

Because of the reduced frequency required for taking level readings, it may be more cost
effective and operationally advantageous to measure the sump levels via alternate means to those
described above. These alternate means could include hand-held, self-contained pressure
calibration instruments with internal pressure generator and pressure measurement display or a
simple water-filled manometer tube in which the pressure differential could be measured by
visual means. Any measuring and test equipment used (e.g., pressure calibration instruments) to
take level readings would be within current calibration prior to use.

6.2 GENERAL FACILITY SURVEILLANCE AND MAINTENANCE

The current method of performing facility surveillance is via operator rounds procedure TF-OR-
EF-244AR, 244-AR Vault Rounds. This surveillance includes checking for abnormal conditions,
including any spills or discharges, verifying doors are in working order and properly secured
when not in use, and there is adequate lighting to allow visual observations.

While the 244-AR facility remains under the control and ownership of Operations, all required
instrumentation and supporting systems or components will remain in operation. Since the
required instruments and supporting components are currently maintained (calibrated and or
cleaned and tested) using existing PM/S Datasheets, maintenance procedures, and operating
procedures, this process will continue to be used. No new maintenance activities have been
identified. Corrective maintenance activities will continue to be documented and worked via the
JCS system (routine work requests or full work packages).
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7.0 FACILITY LAY-UP ACTIVITIES

To satisfy the TPA Interim Milestone M-45-1 1, a transfer system must be available to remove

any liquid that may intrude into the vault once the initial pumpable quantity of liquid has been

removed. The transfer system used to remove the initial pumpable liquid is to be laid up in the

facility and be available to provide future pumping capability to each of the tanks and sumps.

Temporary services will require re-connection, as necessary, if future pumping is required.

The action required to meet the requirement associated with providing for removal of future
accumulations of pumpable liquid is to "Leave (the) pumping system in place and connected

with exception of the temporary equipment (e.g., air supply, water supply, portable exhausters)"
(CHG 2000). This action has been taken. The lay-up configuration of the transfer system and
ventilation system at the time of this report, at project completion, is provided below. The
deliverable associated with this requirement is issuance and approval of procedure and
specification for reconnection and preparation for operation of the system. A description of the
procedure and specification for reconnection and preparation of the system is provided in section
5 of this document.

7.1 WASTE CONSOLIDATION AND TRANSFER SYSTEM

The waste consolidation and transfer system (see Section 2.1 for a description) is primarily
installed within the 244-AR vault. The transfer line that is external to 244-AR vault and the
human-machine interface computer are the only portions of the system external to the vault. A
description of the lay-up activities performed for the interior and external portions of the waste
consolidation and transfer system is provided below.

7.1.1 Interior System

The consolidation manifold and pumping system (see Section 2.1.1 for a description) is left
intact with two exceptions. The first temporary equipment disconnect is that the air delivery
system to the air-operated double diaphragm pumps has been disconnected. The portable
compressor used to drive the pumps has been removed from the 244-AR facility. The air
delivery main shut-off valve, AR244-SA-V-301, is closed. The second temporary equipment
disconnect is that the water delivery system to the consolidation manifold has been disconnected.
The portable water truck used to supply water to the system has been removed from the 244-AR
facility. The water delivery main shut-off valve, AR244-RW-V-101, is closed.

The drop legs with eductors (see Section 2.1.2) have been left intact with one exception. The
drop legs in each of the tanks and the ce113 sump will be raised approximately 12 inches above
the tank/cell floor bottom to avoid plugging or deterioration of the suction legs with any residual
sludge. This adjustment will not be made as part of the 244-AR interim stabilization project
work to allow possible video survey work, which is performed through the same floor
penetrations where the drop legs are installed.

The sampling system (see Section 2.1.4) consisted of portable equipment widely used throughout
tank farms for grab sampling. No portions of this portable sampling system were left at the 244-
AR facility. No lay-up activities were associated with the sampling system.
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The instrumentation and control system (see Section 2.1.5) is left intact. No lay-up activities

were associated with the instrumentation and control system.

The chemical adjustment system (see Section 2.1.4) consists of small portable equipment readily
available within tank farms. Because the system consists of readily available equipment, no lay-

up activities are associated with the chemical adjustment system, rather if chemical adjustment is
required in the future, available equipment will be used to perform the chemical adjustment.

7.1.2 Transfer Line External to the 244-AR Vault

The transfer line external to the 244-AR vault (see Section 2.1.3 for a description) is left intact
with four exceptions. The first exception is that the flexible jumper between the 241-AY-02D pit
nozzle U5 and the nozzle on the installed pump in that pit has been disconnected. The second
exception is that an isolation blank has been installed on the 241-AY-02D pit nozzle U5. The
third exception is that the drain valve for the 241-AR-151 diversion box has been closed. The
final exception is that a weather cover has been installed over the 241-AR-151 diversion box to
prevent any inadvertent water intrusion into the 241-AR-151 diversion box and ultimately into
the 244-AR vault.

The existing final safety analysis report for tank farms (HNF-SD-WM-SAR-067, Rev. 3-L)
states in section 2.4.7.5 "Post-Interim Stabilization," that "...The hose-in-hose from the vault
wall to 241-AR-151 diversion box will be removed... ". Therefore, leaving the transfer line "in-
place" after the post-interim stabilization, does not agree with the statements in the FSAR.
Unreviewed safety question (USQ) determination TF-03-3439-D, Rev. 0 has been performed to
examine whether leaving the transfer line "in-place" constitutes an unreviewed safety question.
The USQ determination identifies the temporary transfer system is isolated in the 241-AY-102
pit and by two Safety-Significant isolation valves, which provide physical disconnection from a
misroute from the waste transfer system into the 244-AR Vault. Leaving the transfer pipeline
used in the 244-AR Vault Interim Stabilization project "in-place" for possible future action to
remove the "left-behind" sludge despite providing instructions not fully in the agreement with
the FSAR, are within the bounds of the safety basis and the proposed activity does not constitute
a USQ. The USQ determination identifies as an impact that the information in the safety basis is
to be revised to document proposed life extension of the waste transfer line from 244-AR facility
to 241-AY-102.

7.1.3 Human-Machine Interface Computer

The HMI computer control station and monitoring station are electrically disconnected.

7.2 VENTILATION SYSTEM

The ventilation system (see Section 2.1.6 for a description) is left intact. Isolation valve
POR46-VT-V-104, between the supply skid and the containment tent, is closed. Isolation valve
AR244-VTP-V-182 between the cell ventilation system and the ducting to the portable
exhausters is closed. Isolation valve IV-K4-1, between the vessel ventilation system and the
ducting to the portable exhausters, is closed. Isolation valves POR05-VTP-V-135 and
POR06-VTP-V-135, between the ducting to the portable exhausters and portable exhausters
POR05 and POR06 respectively, is closed.
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The existing final safety analysis report for tank farms (HNF-SD-WM-SAR-067, Rev. 3-L)
states in section 2.4.7.5 "Post-Interim Stabilization," that "...The temporary ventilation systems
will be partially dismantled. The supply blower skid will be isolatedfrom the facility and the line
will have a HEPA filter installed if it is not blanked off... ". Therefore, the proposed activity
advocating leaving the ventilation system "in-place" after the post-interim stabilization, does not
agree with the statements in the FSAR. Unreviewed safety question (USQ) determination TF-
03-3439-D, Rev. 0 has been performed to examine whether leaving the ventilation system "in-
place" constitutes an unreviewed safety question. Leaving the ventilation system used in the
244-AR Vault Interim Stabilization project "in-place" for possible future action to remove the
"left-behind" sludge despite providing instructions not fully in the agreement with the FSAR, are
within the bounds of the safety basis and the proposed activity does not constitute a USQ. The
USQ determination identifies as an impact that the information in the safety basis is to be revised
to document proposed life extension of the 244-AR ventilation system.

7.3 ELECTRICAL POWER

During the interim stabilization pumping activities, the electrical power required to operate the
waste consolidation and transfer system and the ventilation system was provided by three
separate portable generators. The ventilation system supply skid, two portable exhausters and
the majority of the waste consolidation and transfer system equipment were powered from one
generator. This generator will be removed after use of the ventilation system is no longer
required. The human-machine interface, tank and sump level detection instruments, and leak
detection circuits were powered from a second generator. A third generator powered the air
compressors used to provide air to the tank and sump weight factor dip tubes. These second and
third portable generators remain at the facility at the time of the preparation of this report, but if
periodic liquid level measurements are made via a method other than the existing weight factor
instruments or at a relatively long frequency, these generators may be removed.
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Appendix A.1. Transfer Summary Sheets with Level Readings and Liquid Level
Surveillance Data Sheets for Tank 244-AR-TK-001
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Ke.SrwrtC4 Z4 - 7/,, -

1056 Co Ic^^^ 2 l -^

„^U C6 C 1^- 00l

^ I 5$ Ce.-. l^ -F (ti acvh ^.. ^ •^c

1-2 O l'^e5 +< ' - l V ra-}

re. •
^

eu^ vew i

M)L15' Sk"1 .JK

I 1

N`4^ ^ ,U.lf SGI OIK/S (+^

L2 17

1

i^eSf` r V w ^v gt' C r'

^23r ^GG rC ^ Mqµ

f`fb^ C ..1 ^e" e C rrC, e -Pt uL, c1.

5'o5 Le eQ e u a, lC ^`,> ( •uaa .s

This page may duplicated as necessary
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RPP-12051 Rev. 0

6/11/03 2:49 PM WORKING COPY T S R Compliance

Signature Sheet 1

All persons participating in the performance of this Test shall enter their printed name, signature and
initials below.

Name (Printed) Signature Initials

JE A^.^US Jez .^.y^ 4
V

V^ J1C ^

(G/, ^ 3 V C^^ ^ l9' V

^ci^

.^.;

.Type , n. ocument No. Rev/Mod _ Releue Datc ^;:;;

^O1yTINUOUST TO-260-080 B-10 ' 06/03%2003 t 'x' 55of 55^' ,

A- 8
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----Ir

^ n

^ Double click to change COPY type ^^o^,'^Ee ^# Q3^7

^ External Transfer from 244-AR TankTK-OO1 to241-AY-102

The original signatures are on file.

41-0.

%-C,

PCA Incorporated: TF-2003-0585

Procedure Signatures for: TO-260-080 B-10

Type of Change: PCA

Review Designator: N/A

USQ Screening Number: TF-03-0648-D R4

POSITION/ORG DELEGATE DATE

NCO/Ret Ops V. Miller 05/20/2003

Shift Manager J. Andrews 05/20/2003

Engineering T. Lanev 05/20/2003

Rad Con

Quality Assurance

Environmental Engineering

IH/Safety

Technical Writer S. Bums 06/03/2003

Approval Authority C. Walleren 06/03/2003

Justification:

Operations Request

Summary of Changes:

Deleted liquid level steps due to redundancy, modified step to eliminate restrictive completion criteria and
eliminated 15 and 30 minute shutdown criteria.

Next Periodic Review Due - 01/20/2005

T., ^
..,;n

r

iRe^.v^z`t..a' .

^
a,Qat°

^ ^^ONTI1ViJOUS^ ,^T,O 260, 080 ^.^Bg^Q Q6103/20,03,: of55?,^

A- 9



RPP-12051 Rev. 0

56 AM WORKING COPY T S R Compllance

Data Sheet 1- Start/Stop Material Balance Data Sheet
io-

`J

,

Sheet of ^j

.. .. . . .,. .. . . . .. . ., F x ,, w
Instrumentation calibration complete (Checklist 4) (Initial)
.. .,_ ..- _, . :

,. ., .. .
Ventilation systems operating (Initial)

Yes N$ ;

Shift Manager Approval to start transfer:

l Y i ^

START END' j
. . . . bate:

Time:

WaterMeterReading As= 2O/-((,> As= zI57, (Uv

TotalWater Added (AE -As)/2750 B= 0 B= D

*Tank 244-AR-TK001 Liquid Level (inches)

rL

C C=

unrt: <2 inches remaining at end oftransfe

241,-AY-102 Liquid Level (inches) (Maximum 364"), D= D= Z(1,^ 5b

MaterialBalance(inches)(MB)=B+C+D': E= Z76• ^19- G= 270, 5 Z_

Fina1 Material Balance (inches) (FMBD) = G- E N/A FMBD 3

. . . Operator,Initials:

MBD ReviewShift Manager/OE Initials: q c^

Actual START: Time and Date: Ui^) C -j Actdal S P, Time and Date: L+J SZ6

NOTE - Allowable MBD during Transfer = t.5 inches

Allowable Final MBD =±.5 inches

*- Use Table 1 to convert to DST inches

^
^^. TyQe ., " ^ . . . . .

CONTINUOUS^
Docurnrnt No. " , .. . ,

TO-260-080^ ^^
Rev/Mod

B-hO `
Re

^
lease Date^ c {gr .̂ ^r ,

^06%0312003 ^
Page

Al of 55 '. .,.

A- 10



RPP-12051 Rev. 0

Data Sheet 1- Start/Stop Material Balance Data Sheet

;..

.4h

Sheet of

Instr umentation calibration complete (Checklist 4) (Initial)
. . . .. .. ... .,....,.

Ventilation'systems operating (Initial)'
... 0.

.."Yes ^ tt Tr0%,".

Shift Manager Approval to start transfer;_. .... :

C'Jrt

.t ".... .,^, , y,.._

START END

Date: UrS ^3

Time: ^ c_ISL>

Water Meter Reading As' ZC,^-4 (n . AE

Total Water Added (AE -As)/2750 B= 0 B =

*Tank 244-AR-TK001 Liquid Level (inches)

Limit: <2 inches remaining at end ojtransjer

C C =

A'U

241-AY-102 Liquid Level (inches) (Maaimum 364") `: D= Z(F L ^_ 2 Z D=

MaterialBalance(inches)(MB)=B+C+D E_ G= IC^

Final Material Balance (inches) (FMBD) = G- E N/A FMB = tv

. :' Operator Initials:

MBD ReviewShift Manager/OE Initials: a

Actual START: Time and Date: Actual S oF, Time andbate: J

NOTE - Allowable MBD during Transfer=±.5 inches

Allowable Final MBD =±.5 inches

* - Use Table 1 to convert to DST inches

TYPe -s '

:^CONTINLTOUS
Document No.,,

TO 260 080
Rev/Modxx

' B=10^
Releau4Aate

^`^06/03/2003^ `r41'of SS'"-- . ..

A- 11



RPP-12051 Rev. 0

,

7:50 AM WORKING COF

r^
/

C'6 I

;SF

Data Sheet 2- Intermediate Material Balance Data Sheet

. Sheet ',X, of*)

+_L +^
+^ }

+ l +
-treurs hours hours hours hours hours hours^

Date:
L-11 1^^ v^F 3 & ( 11 05 4r ^ I t fC-'j^

Time•
l"^`J

z _
^2.• %'D?

*Tank 244AR-WT-TK-001 Liquid C= C= C= C= C= C= C=
Leve( (inches)
Limit: <2 inches remaining at end oj

(+' v li
IJ 1

franser .

241-AX-102 Liquid Level D= D= D D= D= D= D=
(ma:364 inches)

&if 27
N 5^
^1 4,9L US.j ZwS^;C z^G^( z(^G.t•S. c.

Material Balance (inches) = C+ D F=
70, u7^ .

F=
Z 70. SU

F=
2 Jo. SZ

F=
Z7D. lJ

F=
Z7L'. ^C

F=
Z7G.

F=
Z'^O, ^J

MBD MBD= MBD= MBD= MBD= MBD= MBD= MBD=

(from
previous .

(inches) = F- E - ` . page)

^lE=27r.^ e2 -,vZ.. 05 - C. ,
Operator Initials:

Shift Manager/OE Review
(signature): ^,

/
^24^G,,,-

r
f 4.^,1 r 4

/

I

Note -Allowable MBD during Transfer 0S DST inches

*- Use Table 1 to conved to DST inches oi^^,lar'l^lee

This page may be duplicated as necessary.

Tyyc .'--'.. DocurorntNo Rev^Modk rC Re1^Datet.^}g v a pa8^ *^ ^"^;.

CONTINUOUS` TO-260080 _
^

B'=10' Y^ °^06/03/2003
,

.= 42'of55^

A- 12



RPP-12051 Rev. 0

WORKING COPY T S R Compliance

Data Sheet 2 - Intermediate Material Balance Data Sheet

^;.

;W-j

' ' . Sheet 3 of'f

+^jMur + (2prvi w + 1 +_ + +_ +
hours -hmrrs hours hours hours hours hours

Date:

Time; „^'^ /''1 Z U I J Z J

*Tank 244AR-R'T-TK-001 Liquid C= C= C= C= C= C= C=
Level (inches)
Limit: <2 inches remaining at end of Z

transfer
241-AY-102 Liquid Level D D= D D= D= D= D=
(max 364 inches) Z&^

Material Balance (inches) = C+ D F= F= F= F= F= F= F=
Z7C•qV 270.-1 z lo.Y1

MBD MBD MBD MBD MBD MBD MBD= MBD

(from
previous

(inches)=F-E page)

E=Z7G.W '.oZ
Operator Initials:. M

^ L 2 L1M
Shift ilfanager/OE Review

(signature):

vNote -Allowable MBD during Transfer 0.5 DST inches ^ 3 y co 6 cSir ^ ^-t='-i C ^` 2 a;, ^/05
y, . i ^ r i i^4; (u J .^1^ ^•3

Use Table 1 to convert to DST inches L1 ^
3z^ -1010, -

This page may be duplicated as necessary.

Type DocumentNo. Rev/Mod Release Date Page

CONTINUOUS TO-260-080 B-10 06/03/2003 42 of 55
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RPP-12051 Rev. 0

^

to

Date/T^me,>^ Recordinformation`asapplicabletotransfer: Sh'eetj of=^

6 o iS re ^ ^e ^' S. a..

1 1 16-5 6 94 ^^- 2.

6cS0 V fVe l07-e f..

1

/

Se

/

rr

R u. ^ Z4 -h ^ r.N F<.

S^n4 W ^ N ^ ^D2- F^n

1'h'LO ^5'E'o.r G 2 -A -0 -t- 2- Tr r.

V r JG tt0.9 ,w 162

lp,
^l us^ ^J I ^

5 G

This page may duplicated as necessary

A- 14
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RPP-12051 Rev. 0

t „ .

6/4/037 53 AM WORKING COPY T S R Compliance:

Signature Sheet 1 ^i6

All persons participating in the perfonnance of this Test shall enter their printed name, signature and

initials below.

Name (Printed) Signature - ` Initials

J F_ .^^e r,i5

2iESZ

6 C JLA../e` .L I

J^ck, /vi t(;tll^

^ U {

PaBe

CONTINUOUS^^ 06103/2003 55 of 5

A- 15



6/5/03.9:07 AM WORKING COPY

^

DATE STARTING:
JIL

JA r,,( y'.

PARAMETER
NORMAL
RANGE

OSD LIMIT MONDAY TUESDAY WEDNESDAY THURSDAY FRIDAY SATURDAY SUNDAY

244-AR VAULT

Instrument Panel

216IN## IN41'! ^
9

f.^
b IN 1 IN v IN IN

(
^1

Yi//

i^IN
/ z̀^

IN

WFIT-001-1, TK-001# 0-114IN
120
OSD

ss.

^^ ^j ;^•

( jCry Z

'

z 3Ac5.9 y7, I . 67
IN IN IN IN ;

ll

i\ ^ IN - 0Y' IN IN

WFIT-002-1, TK-002 0- 180 IN 208 IN OSD
' 1• ^ 'L'-l

--L^. _ 071•
076

. . G _t^.o3

IN IN IN IN IN IN IN

WFIT-003-1,TK-003* 0-80IN 106 INOSD

U^ •^^ C^'Y - A`^ -•163 II
^

- Q

IN IN IN IN IN IN

WFIT-004-I, TK-004 # 0 - 801N 105 IN OSD L -^- i
- 1 O

-7

COMMENTS: NOTE (information only):
* Data may be taken by installed level Instruments or Manometer. ** OSD-T-151-00015
#sw Shift manager must be notified immediately if li q uid Icvcl reaches or exceeds 120 inches.

WF1T-O0I-2, Sump-1*

: ER 0-221N
None

IN IN IN IN

/
IN

OZ.O

IN

' I I

^"

IN

. /SU. . 1 to-

WFIT-002-2, Sump-2*
ER 0-221N

Nonc

IN

^^OS

IN

)-. ^^I

IN IN

r

IN

^.^

IN

5

IN

, 075,

WFIT-004-2,Sump-3*
ER

0-I8[N
521N****
OSD

IN
(I

(00

IN

-^
r7 17a

IN

?OI

IN

.

IN IN IN

l7.157
NOTE ( information only):
* Data ma be taken by installed levcl Instruments or Manometer. **** OSD-T-I51-00015 Shift mana cr must be notificd immediatel y if li uid level reaches 52 inches.

ro

C,J 'i RR'r75^L ro ! G i- A-.^ - (:OiQ'b/, f ^ ( C) X t^ fC^MP I C^ P^

0

Typc

;... DocumcnlNo. Rev/Mod ReleaseDatc Page

CONTINUOUS TF-OR FF-244AR D-15 02/13/2003 3 of 7



^..

6113/03 9:09 AM WORKING COPY

-^.- ._ .
^. ^.^

^

•,

J

DATESTARTINO:
V,

I

•t

.

PARAMETER
NORMAL
RANCF,

O SD LIMIT MONDAY TUESDAY WEDNESDAY TIfURSDAY FRIDAY SATURDAI' SUNDe'

244-AR VAULT

Instrument I'ancl

2I61N** IN IN IN IN IN IN IN

WFIT-001-I,TK-001* 0-1141N
OSD

l *
IL/ Z.

'I

`!S

p

1
AC5.9

IN IN IN IN IN IN IN

WFIT-002-1, TK-002 * 0- I80 IN 203 IN OSD
, r..^^,C;^ 0^ p

dGS* ,/)C j
l }

,0 . O^+

WFIT 003-1 TK-003 * 0- 80 IN 106 IN OSD

IN IN IN IN IN IN IN

,-
(!/,;i- Cl

^
l , U r f

IN IN IN IN IN IN IN

WFIT-004-1, TK-004 • 0- 80 IN 105 IN OSD
J

COMMENTS: NOTE (information only):

* Data may be taken by installed level Instruments or Manometer. OSD-T-151-00015

'** ShiR manaeer must be notified immedialelv if li uid level reaches or exceeds 120 inches.

WFIT-001-2,Sump-1•

ER 0-22 IN
None

IN IN IN IN IN IN IN

q (^

WFIT-002-2, Sump-2*
ER 0-22 IN

None

IN m IN

/
00 1

IN IN

r\ 7^
V IN

^

6!^
1 o

IN

WFIT-004-2, Sump-3*
ER

0-ISIN
52 IN****
OSD

IN

^IJI

IN

^ l-L^i

IN
''7

17/.^!

IN
^} ^

_oIUI

IN

U^ I

IN IN

17 00C1t I ,
NOTE ( information only):
* Data may be taken by installed level Instruments or Manometer. **** OSD-T-151-00015 Shift mmia^cr must be notified immediately if li q uid level reaches 52 inchcs.

O

Typc Documcnt No. Kcv/Mod Release Datc Page

CONTINUOUS TF-OR-FF-244AR D-15 02/13/2003 3 of 7
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Appendix A.2. Transfer Summary Sheets with Level Readings and Liquid Level
Surveillance Data Sheets for Tank 244-AR-TK-002
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RPP-12051 Rev. 0

6L

The original signatures are on file.

PCA Incorporated: TF-2003-0397

Procedure Signatures for: TO-280-050 B5

Type of Change: PCA

Review Designator: NA

USQ Screening Number: TF-03-1590-AA, TF-03-1578-S

POSITION/ORG DELEGATE DATE

NCO/Ret Ops T. Bereer 04/14/2003

Shift Manager J. Andrews 04/14/2003

Engineering T. Lanev 04/15/2003

Criticality Prevention

Quality Assurance

Environmental Engineering

Safety

RadCon

Technical Writer S. Burns 04/15/2003

Approval Authority S. Kelly 04/15/2003

Justification:

Operation Request

Summary of Changes:

Added new step and moved NOTE to reflect changed configuration and deleted part of
note to maintain transfer control with OE.

Next Periodic Review Due - 01/20/2005

4
^r

A-19

^ Double click to change COPY type /.P V £.G4 O3-7-00L*

Internal Transfer from 244-AR Tanks TK-002, K-003, TK-004 or Cell 3 Sump to
244-AR Tank TK-001



Data Sheet 1 - Liquid Level Monitoring
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Data Sheet 1- Liquid Level Monitoring
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WORKING COPY °:? T S R Compliance

Data Sheet 1- Liquid Level Monitoring

+^ + ^ + +_- +-y- +s.. Initial
RO;,

-
gOURS

-
HOURS HOURS- HOURS HOURS HOURS HOURS

TiMEi^"^:^, _ t'tz y.zt-o3 ^ ^ I l0 30 1 f8 2 ^='c^ G! ?:>eD

OO1tLevel"^ 26.^°

M
s l

, ^Sed^m^M
4ank%Sump̂ u^

^3S•3 ^S ^7^' 305 Z ^• OC^L y=zt o 3
Operator

h lI v,m a s

Actual StartDate/fime 0 3 0
Actual Stop Date/Time ^^Y^j1U1 C ^

*4Nott(y,Stit[t Manager
.. ^ ox.K'

^Stop^7ransfer ,^ ,•

#3

<

0

Document No.

=
Rev/Mod

=
Release Date

4 200
Page

f 435QN^NUOUS^^ :C 280-050 n,=T0 a B 5 = 3, 0 /15/ o3¢ . ,



WORKING COPY T S R Compliance

Data Sheet 1- Liquid Level Monitoring

w

HOURS

+
^-HOURS

+
HOURS

+
HOURS

+
HOURS

+
HOURS

+
HOURS

^
't+vi»wME w'^ , .. _

(Limtt120'J* ^ 6

^L^mu^^2I6'_)^**
Ls{y0

3 %
(P^' `J

Sendtog; ^^^ '6z

T71^Or1(/ ^4,aI ^^ L • Z'
^

Operator

^'ActualStartDa[e/Pime' ActualStopDate/Time L^ ^^ ^^ 2 ^^

*^X Nohfy Slnft Manager

fType, z s",;. ' Document No.

T0-280-050 ,. ;.^
Rev/Mod

B-5
Releau Date

04/15/2003
Page

35of 43

*/I

N
0
^n

'r

/<^

0



WORKING COPY T S R Compliance

Data Sheet 1 - Liquid Level Monitoring

A

+ .s + .s + i•o + 1•0 + I.o + I•o + i•O
Ini'Iw^S

HOURS HOURS HOURS HOURS HOURS HOURS HOURS

vaTE 9 03 °I I^ 03 y•lK.0 3 4-I`b-03 `1 -1 $-03 y-l8-0 -$-03 Y-1 9-03

0500 C7130 /0:30 11: 3(:) 12:30 3:30 `I. 3(D

OO1^L^yel
f̂
24 •q`

^t

ry ^_n^^At^10^:^y
69• 73,1 7 s 7 TI `I• o SZ s`„ ,,. ^.^^3 .

,^Sendtng^a ;'^ ^2•4f`
Tank/Sump:,„ 't Zo.o < " y" oly Il s `j Z

«

( $614^. ^h. • . . .
7k 002 ^!Zi.oS
^Operator ; ^ ^
IniGais ,, w

•

';ActuKStartDate/Time ` y.l y-O3 Actual Stop Date/Time Coh

^, ^lYpttfy Sh^ft Manager

ns[er ^w A; ,,

;J^ S'

IJ
O

7y

0

;Typt cumrntNo. Rev/Mod Release Date Page

;CONTINUOUS;M, TO-280=050 B-5 04/15/2003 35 of 43



Data Sheet 1- Liquid Level Monitoring
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^

O
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Data Sheet 2 - Back Flush/Recirculation/Flush
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Transfer Information Record Sheet
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Transfer Information Record Sheet
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RPP-12051 Rev. 0

n i. T l• 'l 2 V...J l.G11 / ^ M1U.1 ^L^
QT 1^N w a/ •/ 1 1.•' " ^ /

4/29/03 3:52 PM WORKING COPY T S R Compliance

Tank Farm Operating Procedure 244-AR

4Sk

^ Double click to change COPY type

244-AR Tank TK-001

The original signatures are on file.

or

PCA Incorporated: TF-2003-0435

Procedure Signatures for: TO-280-050 B6

Type of Change: PCA

Review Designator: NA

USQ Screening Number: TF-03-0596-D

POSITION/ORG DELEGATE DATE

NCO/Ret Ops V. Miller 04/28/2003

Shift Manager J. Andrews 04/28/2003

S. Ringo 04/29/2003

Engineering T. Laney 04/29/2003

Criticality Prevention

Quality Assurance

Environmental Engineering

Safety

RadCon

Technical Writer W. White 04/29/2003

Approval Authority S. Ringo 04/29/2003

Justification:

Operation Request

Summary of Changes:

Deleted LCO 3.1.3. Made editorial changes. Deleted pre-transfer backflush. Modified wording to allow
multiple transfers without shutting down between transfers. Deleted unused causes for shutdowns.

Next Periodic Review Due - 01/20/2005

_41,

Type DocumentNo:- Rev

CONTINUOUS TO 280-050 B 6` ;: ;w; 04/29/2003 l„ , •

A-30



4/29/03 3:52 PM WORKING COPY ^ S R Compliance

Data Sheet 1- Liquid Level Monitoring

Initial
+ , >'
HOURS

+
HOURS

+
HOURS

+
HOURS

+
HOURS

+
HOURS

+
HOURS

DATE: L^ p 3 ^l 3 v o3

TIME ( 3 ; LI D `(

TK-001 I;evel'

(Ltnrtl,120')* ^^ 2
(Limit216') *•'

.

Sendmg x ^^ ^ i`
,TanWSumpE;i

K-oo2

Operator `
hI a (/Ont a s !/(J

Actual Start Date/Time f 3. Lj ( Y. J. Actual Stop Date/fime i Z, LI^'s^

*- NotifyShiftManager

-Stop Transfer ` e-;*«^

3 ^J-

^C

i
0
^
.^

?7
C

0

:Type. Document No. Rev/Mad Release Date Page

CONTINUOUS ° TO-280-050 B-6' 04/29/2003 35 of 43



3 3:47 PM WORKING COPY '1' S R Compliance

Data Sheet 1- Liquid Level Monitoring

ia
iw
N

Initial
+ . Z + + + + + +
HOURS HOURS HOURS HOURS HOURS HOURS HOURS

DATE: <( 3e^a 3 ^1 ? ^ 3o 0 4J

TIME•. ^- 11P•y4 I`'sJ

TK-001 Level"?
.'.^" . ...;,.a.^...:.:.. ,

(Limit 120')!
. .

('Ltmu216,9 .**

Sending^
TanWSump;;i;:

^.D

Operator
Initiat :s

ActuatStartDate/Time
03

• ^ ^ ^Actual Stop Date/Time gp ^i^j ^• S^(

'. Notify Shift Manager

** StopTransfer. • ^. ^ . ^ ^ . ' . .... : : . ^

t}{.,;;•;,

A
^^ bD t =lI ^ I

_t^r_--abI) 3t^.+.5

^
e'j^

3c, ^^s

CD

0

.Type., , DocumentNu. Rev/MOd ReleaseDate Page

CONTINUOUS TO-280-050 B-6 04/29/2003 35 of 43



4/29/03'3:44 PM WORKING COPY S R Compliance

Data Sheet 1- Liquid Level Monitoring

w

Initial
+ , 2 S3 + + + + + +

HOURS HOURS HOURS HOURS HOURS HOURS HOURS

DATE:

TIME: ° L(: 2 3 /y: I
TK-001 Level""

%(Limit120)*
9
^ U

t° (Gmit216")** ( F4

Sending Y'+ '
Tank/Snmp:

7Knco7 ^ •(^ - , ^

Operator
Initials:

Actual Start Datelfime ^ l• Actual Stop Date/Time

Notify Shift Manager

'*.•Stop-Trans[er

n' j<:,5 J i t n

I
0

Type„ DocumenlNo. Rev/Mod ReleaseDate Page

CONTINUOUS TO-280-050 B-6 04/29/2003 35 of 43



4/29/03 3:52 PM WORKING COPY _ S R Compliance

Data Sheet 2- Back Flush/Recirculation/Flush

A

Tanks'Being Back
Flushed (TK001

Pumping Start Pumping Stop
Total Pump

AR244-WT-TK-200 Volume Pumped
,

TK002, TK003,
TK004, Ce113

Sump)-
-

Date

Time
(24 Hr
Clock)

(A)

Date

Time
(24 Hr
Clock)

(B)

Time
(C=B-A) Starting Level

(inches)
Final Level

(inches)

from
AR244-WT-TK-200

(̂^nches)

(^0 5-1-03 Clko S-I-o's G7'-/5- 30. 3` 3" Z.

7 0o s-I-o p oH S-Iu 06m^ o'v3 SK•32- 2,'7r SS,S3

75Z - I-c o8'Z poo^ 55, o.oG S 3: -

Total Volume transferred (Gal)

*Notes .'_.?Verify Start and Stop pumping dates are accounted for in total hours.

Comments:

^b
N
O

^

<

O

Type Document No. Rev/Mod Release Date Page

..CONTINUOUS .I TO-280-050 B-6 04/29/2003 36 of 43



4/2910; .,:48 PM WORKING COPY S R Compliance

Data Sheet 1 - Liquid Level Monitoring
^w

law

Initial
+ +
HOURS HOURS HOURS HOURS HOURS HOURS HOURS

DATE: 3d 0,- ct 3,0 11o^
TIME:. : O 11-5 f S: 2 t

% TKOO1 Levet ` `

(Limit 120")*

^
,,Sendmg
'Tank/Sumpc

C-0P tT7

Operator
Initials:

^

Actual Start Date/Time ^ 30Ic^ S o ,( Actual Stop Date/Time ^--L^ ^C3^

• Notifp Shift Manager.

** Stop Transfer
0

Type .. . Document No. Rev/Mod Release Date Page-
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4/29/03 3:43 PM WORKING COPY T S R Compliance

Transfer Information Record Sheet

Record information as applicable to transfer.

Date/Time Sheet I of

r;ll^ 4k 4a

y l T .. I< l r^

^^t ^ Z. CG w, / -t C d < ^ Y"e •a tT C^

1v 2 54-. d k 3 o Tw k T- t

I LN I ( A^ I 1 C G ^a ^ h K^ + /.n SI` i

i yra .+^ + 4,c 1 T ^^

6o+1 (C'}-d Q a^

i^o c S^a.-^ ^J C,l 3 5. +a TT..lc

tSZk yOti IGrC^ l_.G ( J S4 'i' 1 Onk ITGMA`

S t o's otoo 5{•-^-^c^ i2cc•-^ • o lc k

0 7^6-

OOZ/ COx -I C ^ I LI'

4?

Type

CONTINUOUS
Documrnt o.

TO-280-050 ^ 04/29/2003
Page

37 of 43 ^„
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4/29/03 3:52 PM WORKING COPY T S R Compliance

Signature Sheet 1

All participating personnel shall enter their printed name, signature and initials below.

Name (Printed) Signature Initials

J E A^^tLA f q

c2 C6 AI
^- .

b£

Type - ,_ ument No
<'

^.: { r Rtv

^CONTINUOUS TO 280-050' t B=6 " Od/29/2003 ° 437of 43"-. ,,k ,
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W

5/2/03 6:54 AM WORKING COPY ^ ^

^
DATE STARTING:

) r

PARAMETER
NORI\IAL

OSD LIMIT MONDAY TUESDAY WEDNESDAY THURSDAY FRIDAY SATURDAY SUNDAY
IiANGE

244-AR VAULT

Instrumcnt Pancl

2161N*" m In IN IN IN IN In

WFIT-001-1,TK-OOl* 0-I14IN
OSD

120IN
**

` 5AC5.9 {.d?'

IN Ili IN IN, IN IN IN

\VFIT-002-1, TK-002 * 0 - 180 IN 208 IN OSD U (l,

U

, 1O O ^ O 7^. i

1^' ^1 1? UV IN IN t^ IN
_..- l

IN IN ©

WFIT-003-1, TK-003 " 0- 80 IN 106 IN OSD
,L(1 No

I _ / 1
rL)3 /

\

\ S ), . . .00 UOl
1\ - -- - IN IN IN IN IN -^- IN

WFIT-004-1,TK-004* 0-801N 105 IN OSD ,
^/

_i) I
093 088, .

COMMENTS: NOTE (infornmtion only):

* Data may be taken by installed level Instruments or Manometer. OSD-T-151-00015

*'* Shift manager must be notificd immcdiatclv if li uid level reaches or exceeds 120 inches.

WFIT-001-2, Sump-I*
None

IN IN IN IN IN

^ ^ ^

IN IN

ER 0-221N - ^ ^l .. i.^ •, I^ ^ ' . /3s . /30

rv IN IN IN IN IN IN
-2, Smn ^*P-`

ER -2 IN
None

/^ .^6!

IR IN IN m W IR IN

-2,Sump-3
Eli

r

0-IS IN
52IN*++*

OSD

'/ I^ p

1J.527

formation only):NOTF

"

bc takcn byv installed level Instrumcnts or Manumctcr. **** OSD-T-I51-00015 Shift manaccr mils-t he uotiGcd immcdiatclv if liquid level reaches 52 inches.

Type Documcnt No. - Rev/Mod Rclcare Datc 1'aec

CONTINUOUS TF-)R-EF-244AR D-15 02/13/2003 I 3 of 7
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Appendix A.3. Transfer Summary Sheets with Level Readings and Liquid Level
Surveillance Data Sheets for Tank 244-AR-TK-003
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RPP-12051 Rev. 0

The original signatures are on file.

PCA Incorporated: TF-2003-0397

Procedure Signatures for: TO-280-050 B5

Type of Change: PCA

Review Designator: NA

USQ Screening Number: TF-03-1590-AA, TF-03-1578-S

POSITION/ORG DELEGATE DATE

NCO/Ret Ops T. BerQer 04/14/2003

Shift Manager J. Andrews 04/14/2003

Engineering T. Laney 04/15/2003

Criticality Prevention

Quality Assurance

Environmental Engineering

Safety

RadCon

Technical Writer S. Bums 04/15/2003

Approval Authority S. Kelly 04/15/2003

Justification:

Operation Request

Summary of Changes:

Added new step and moved NOTE to reflect changed configuration and deleted part of
note to maintain transfer control with OE.

Next Periodic Review Due - 01/20/2005

:it;

A- 40

^ Double click to change COPY type /
&o © 3- T Go/ehw

Internal Transfer from 244-AR Tanks TK-002, TK-003, TK-004 or Cell 3 Sump to
244-AR Tank TK-001
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Data Sheet 2 - Back Flush/Recirculation/Flush



RPP-12051 Rev. 0

Transfer Information Record Sheet
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RPP-12051 Rev. 0

The original signatures are on file.

PCA Incorporated: TF-2003-0397

Procedure Signatures for: TO-280-050 B5

Type of Change: PCA

Review Designator: NA

USQ Screening Number: TF-03-1590-AA, TF-03-1578-S

POSITION/ORG DELEGATE DATE

NCO/Ret Ops T. Bereer 04/14/2003

Shift Manager J. Andrews 04/14/2003

Engineering T. Laney 04/15/2003

Criticality Prevention

Quality Assurance

Environmental Engineering

Safety

RadCon

Technical Writer S. Burns 04/15/2003

Approval Authority S. Kelly 04/15/2003

Justification:

Operation Request

Summary of Changes:

Added new step and moved NOTE to reflect changed configuration and deleted part of
note to maintain transfer control with OE.

Next Periodic Review Due - 01/20/2005

^e^^

A- 45

99 Double click to change COPY type
AfAJI4

0

Internal Transfer from 244-AR Tanks TK-002, TK-003, TK-004 or Cei13 Sump to
244-AR Tank TK-001



Data Sheet 1- Liquid Level Monitoring

A

• 2o3 ^osad /Yqruu(y c/urinsJ 'frpMS^r

. 7k - 2oo yY. 3G `^ Pos ^/ -t,,w,s 4,-̂ j

/

ro
N
O

^
rn
C

O
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Data Sheet 2 - Back Flush/Recirculation/Flush
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RPP-12051 Rev. 0

^) ^ T 4 l i ^.,.^ ^e^j /, K e .i ^^-^
f\ C,4.4A I aT i^^..

4/29/03 3:52 PM WORKING COPY T S R Compliance

Tank Farm Operating Procedure 244-AR

ust^

® Double click to change COPY type ^^
/eq,ys^G. /jcw-* O 3-T- 1!7036

Internal Transfer from 244-AR Tanks TK-002, TK- 3, TK-004 or Cell 3 Sump to

244-AR Tank TK-001

The original 'signatures are on file.

PCA Incorporated: TF-2003-0435

Procedure Signatures for: TO-280-050 B6

Type of Change: PCA

Review Designator: NA

USQ Screening Number: TF-03-0596-D

POSITION/ORG DELEGATE DATE

NCO/Ret Ops V. Miller 04/28/2003

Shift Manager J. Andrews 04/28/2003

S. Rin go 04/29/2003

Engineering T. Laney 04/29/2003

Criticality Prevention

Quality Assurance

Environmental Engineering

Safety

RadCon

Technical Writer W. White 04/29/2003

Approval Authority S. Rin.qo 04/29/2003

Justification:

Operation Request

Summary of Changes:

Deleted LCO 3.1.3. Made editorial changes. Deleted pre-transfer backflush. Modified wording to allow
multiple transfers without shutting down between transfers. Deleted unused causes for shutdowns.

Nezt Periodic Review Due - 01/20/2005

l;M

Type DocumentNo. Rev/Mod ^.' ReleaseDate Page£:

CONTINUOUS °^:TO-280-050 B-6; 04/29/2003,,^_ l,of 43^ `
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4/29/03 3:52 PM WORKING COPY i S R Compliance

Data Sheet 1- Liquid Level Monitoring

Initial + ' } + + + + + +

HOURS HOURS HOURS HOURS HOURS HOURS HOURS

DATE:, D `i solo3

TIME:;

TK-OO1 Level

(Linirt120')*

"(Linrit216;f**

Sending..: :-.
Tank/Sump:

l K-o<

Operator
iti lIn a s:

Actual Start Date/Time f 3. Lf ( Y,. . Actual Stop Date/Time (30f 0:1

* Notify Shift Manager

**:StoprTransfer
I

0

Type ,.:., Document No. Rev/Mod Release Date Pge

CONTINUOUS - TO-280-050 B-6 .04/29/2003 35 of 43



4/29/03 3:47 PM. WOR.IGNG COPY f S R Compliance

Data Sheet 1- Liquid Level Monitoring

^+ + + + + + +
Initiat

HOURS HOURS HOURS HOURS HOURS HOURS lIOURS

DATE: L( 3e^o3 ^l iz0, o i .3';:,

TIME:
A 14P,Ljy

TK-001 Level

; ¢imit120')*

Li it 216' ** 2 ^1 ^ Lin ), ( .

`Sending`'.,
^Tank/Sump:? ^^

-1 X-xq ,O

Operator
I iti l

^^ ^
n a s:

AeDate/Tinie Aetual Stop Date/rimcF

ft ManagerTran

sfer

^ ^ ^i^lfU

^. \
JJ

^ '. ,
J

71

0

Type ,. Ducument Nu. RevlMod Release Date Page

CONTINUOUS TO-280-050 S-6 04/29/2003 35 of 43



4/29/03 3:44 PM WORIONG COPY . S R Compliance

Data Sheet 1 - Liquid Level Monitoring

^

+ " ^ + + + + + +
Initial

HOURS HOURS HOURS HOURS HOURS HOURS HOURS

DATE: 3G 03

TIMEL`, :^ ^( 2 >

^.`TK-001L'evel'..

(Linii/120")*

26" **u

Cr 2 U

(

^7 4

^^ 3nir 2 ) . .(L -

Sending'
Tank/Sump:

'7Kma O,O -

Operator
Initials:

Actual Start Date/Time Actual Stop Da[elTime 'N,' y(

Notify Shift Manager

**, Stop Transfer . .. . ... . .. . .. .

c{

^

N
O
^

^

<

0

Type-.,, Document No. Rev/Mod Rcleasc Date Page I

CONTINUOUS TO-280-050 B-6 04/29/2003 35 of 43



4/29/03 3:52 PM WORKYNG COPY S R Compliance

Data Sheet 2 - Back Flush/Recircu[ation/Flush

A

Tanks Being Back
Flushed (TK00I,

Pumping Start Pumping Stop
Total Pump

AR244-\VT-TK-200 Volume Pumped

TK002, TK003,
TK004, Cell 3

Sump) .^^
Date

Time
(24 Hr
Clock)

(A)

Date

Time
(24 Hr
Clock)

(B)

Time

(C=B-A)
Starting Level

(inches)
Final Level
(inches)

from
AR244-WT-TK-200

(inches)

s ^-• 3

-C-0 S1-03 Cc0 7vS- 6.`1S

-T j^l oo _ 5'-1-o C0 6 S 1 a 0 bc C :c'u 3 Sg.3Z 2'74 Ss, 53

bZ^7 OD:6? 51 O.06

Total Volume transferred (Gal)
*Notes.-; Verify Start and Stop pumping dates are accounted for in total hours.
Comments:

ro

N
O
^

<

O

rype _ Uocumenl Nu. Rev/Mod Relcasc Date I'age

CONTTNUOUS TO-280-050 B-6 04/29/2003 36 of 43
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4/29/6.. .5:48 PM WORKING COPY 'S R Compliance

Data Sheet 1- Liquid Level Monitoring

Initinl
+ + + + + +
HOURS HOURS HOURS HOURS HOURS HOURS HOURS

DATE:

TIME:' G

TK-001 Levet'

fLiniit 120"J *

:^.(Lintie216'),**^-

Sending'.
Tank%Sump:^

Operator
Initialsc

ActualStartDate/Time z ^^u t^ ^ ^^ Actual Stop Date/Time

Notify Shift Manager . . . . .

Stop Transfer

--- --- - --------J I
0

Type Document No. Rev/Mod Release Datc Pugc

CONTINUOUS TO-280-050 B-6 04/29/2003 35 of 43
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4/29/03 3:43 PM WORKING COPY T S R Compliance

Transfer Information Record Sheet

Record information as applicable to transfer.

Date/Time Sheet i of

yl3olo3 217 ^.o... ^cN ^ •- SeG+,fo..t 5, (

y I s{ ^-+^e T K 1 1 o T.. I< t T^

I`^ / ro -a t7 C^'

(y2 54, T..V I^ ^ O T-4r k

/ 1u / r...L , ..r^^

i4.5'0 +^ -I I4w c 1 ,4 ,4c -7-
I,'Jb

1

(0^ p IPi 1 cN C1YL 4-b AHl^ ^/^4MSTF(

Iso c 5^a, F ^a C,l 3 Skr + T^ l^ ( T^,n^

Is21 Lo..^

S( 01 eloo 5+^14cdl - o T^wlL

0 7 (i ^ P iv^--c. ^^ ( 6 9..

O$17
I

Co»^ 0(c c ^ ^^

%.y
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4/29/03 3:52 PM WORKING COPY T S R Compliance

Signature Sheet 1

All participating personnel shall enter their printed name, signature and initials below.

Name (Printed) Signature Initials

,jt^ a,A-eQs 1 , ti
c 6' 141)16"

t^^

^:^
^ I U^\ n^^l A1 . n ^^'_

J

!M

'rype DocumentNo. v/Mod RcleaseDate

^ ^
Page;r

CONTINUOUS. TO-280-050 ^B=6 04/29/2003 43 of 43
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tn
00

5/2/03 6:54 AM WORICING COPY

\
DATESTARTING: ^--

/\

PARAMETER NORM1\LRANCD OSD L
U

IDII'r MONDAY TUESDAY WEDNESDAY THUI2SDAY FRIDAY SA1'UI2DA\' SUNDAY

244-AR VAULT

Instrument Panel

2161N**
IN IN IN m IN IN IN

WF[T-001-1,TK-001* 0-114IN
OSD

Izo tN k*M L
[ I 11 ' )

^

LI ^ 1^^ `

_
^.I

^ I^i
n
I^ U

.

' 1AC 5.9 , ^ : V 3 ^ l-L , , c/'r7t, G .J U.f9^ .

IN IN IN IN IN IN IN

N'FIT-002-I, TK-002 * 0- 180 IN 208 IN OSD

IN C) IN IY IS ') IN IN IN O IN
OI

WFIT-003-1, TK-003 ' 0- 80 IN 106 IN OSD
l'^ V'J^, !-Li•IV

1 <. . k-,002 OO5)
IN -- = IN IN IN IN IN --' IN

WFIT-004-I,TK-004* 0-80IN 105 IN OSD L,(;i ^^^! ^<^:I (l^t-l ,G 7 ^ 093
-

. ,O$S

COA9MENTS: NOTE (information only):
* Data may be taken by installed lcvcl Instruments or Manometer. ** OSD-T-151-00015

*** ShiR manaacr must be notified immcdiatclv if li uid Icvcl reaches or exceeds 120 inches.

WFIT-0O1-2, Sump-1*
None

IN IN IN IN IN IN IN

ER 0-22 IN ^ - ? 5 .. r^ •, ! ^ ( '^ . (.3 s . /30

WFIT-002-2, Sump-2*
ER -1 2 IN

one

IN

U I 1

IN

IJ i^%

IN

i:- l.

IN

_
IN IN IN

- , , . _ . ^ 6 7

\VFIT-004-2, Sump-3*
0-IS IN

52 IN****
IN

^ - '
IN

.
IN

.
IN

^
IN

.. .
Is IN

ER OSD l^•SLl 17.527

NOTE ( inforntation only):
* Data may be taken by installed level Instruments or Manometer. **** OSD-T-151-00015 Shirt manaacr nwst be notificd immediately if tiquid Icecl reaches 52 inches.

Type Document No. Rev/Mod Rclcasc Dalc Pagc

CONTINUOUS TF-OR-EF-244AR D-IS 02/13/2003 3 of 7

<

O

(^i l/vl^+.v vLL;IVIh^ l^i'^iv.!ri /."r'iy.)i^5 ^)-tt^u•; r^l:.^.^ :wJ Iwc^
il1



RPP-12051 Rev. 0

Appendix A.4. Transfer Summary Sheets with Level Readings and Liquid Level
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RPP-12051 Rev. 0

The original signatures are on file.

PCA Incorporated: TF-2003-0397

Procedure Signatures for: TO-280-050 B5

Type of Change: PCA

Review Designator: NA

USQ Screening Number: TF-03-1590-AA, TF-03-1578-S

POSITION/ORG DELEGATE DATE

NCO/Ret Ops T. Berser 04/14/2003

Shift Manager J. Andrews 04/14/2003

Engineering T. Lanev 04/15/2003

Criticality Prevention

Quality Assurance

Environmental Engineering

Safety

RadCon

Technical Writer S. Burns 04/15/2003

Approval Authority S. Kelly 04/15/2003

Justification:

Operation Request

Summary of Changes:

Added new step and moved NOTE to reflect changed configuration and deleted part of
note to maintain transfer control with OE.

Next Periodic Review Due - 01/20/2005

4
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Internal Transfer from 244-AR Tan s TK-002, T- 03, TK-004 or Cel13 Sump to
244-AR Tank TK-001



Data Sheet 1 - Liquid Level Monitoring

4

^
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N
O
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^
N
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O

ie 04 ^8q
T^-ZOJ U, -7^

...^, . .

d6, a d6,89 t o,71 ° f l^^q00
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Data Sheet 2 - Back Flush/Recirculation/Flush
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RPP-12051 Rev. 0

0 ^ T 4 7 c ^_J CG^f 3 4lKp ^ Kest^^^
I^C yrvt tw

4/29/03 3:52 PM WORKING COPY T S R Compliance

Tank Farm Operating Procedure 244-AR

tus^

® Double click to change COPY type
03- -ao a

I

Internal Transfer from 244-AR Tanks TK-002, TK 3, TK-004 or Cell 3 Sump to
244-AR Tank TK-001

The original 'si.anatures are on file.

PCA Incorporated: TF-2003-0435

Procedure Signatures for: TO-280-050 B6

Type of Change: PCA

Review Designator: NA

USQ Screening Number: TF-03-0596-D

POSITION/ORG DELEGATE DATE

NCO/Ret Ops V. Miller 04/28/2003

Shift Manager J. Andrews 04/28/2003

S. Ringo 04/29/2003

Engineering T. Laney 04/29/2003

Criticality Prevention

Quality Assurance

Environmental Engineering

Safety

RadCon

Technical Writer W. White 04/29/2003

Approval Authority S. Rin^o 04/29/2003

Justification:

Operation Request

Summary of Changes:

Deleted LCO 3.1.3. Made editorial changes. Deleted pre-transferbackflush. Modified wording to allow
multiple transfers without shutting down between transfers. Deleted unused causes for slmtdowns.

Next Periodic Review Due - 01/20/2005

Type DocumentNo ,,:..-. , Rev/Mod.=. ,RekpseDate I „ Pagey^ ^.;;.,'a

CONTINUOUS TO=280-050 B 6; ^04/29/2003 1of 43.-
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4/29/03 3:52 PM WORKING COPY i S R Compliance

Data Sheet 1- Liquid Level Monitoring

ly

rn
aN

Initial + ' ^
HOURS

+
HOURS

+
HOURS

+
HOURS

+
HOURS

+

HOURS

+

HOURS

DATE: y D^ `I solo3

TIIVIE: 3 ; LI C) f `(

TK-001 Level It
(Limill20')*

cy
„^-(Lieti1216"J "*

='Sending
'

.
Tank/Sump:, I

l K-ooZ

Operator
iti t •I

^gl
n a s .

Actual Start Date/Time ^ Actual Stop Date/Time

* Notify Shift Manager

** Stop Transfer

j

tn

rn

0

Type Document No. Rev/Mod Release Date - Page '

CONTINUOUS TO-280-050 B-6 04/29/2003 3 5 of 43



4/29/03 3:47 PM WORIUING COPY r S R Compliance

Data Sheet 1 - Liquid Level Monitoring

^
^

Initial .
+ . Z
HOURS

+

HOURS

+

HOURS

+

HOUI2S

+

HOURS

+

HOUKS

+

HOURS

DATE: L( 3c^oy (^^nl ,
i_.G7

^
h_45.,^)

TIME: 1^t.^y

TK-001 Level
(Limit 120') *

rt216') **(Li

q

I 2',M

Sending'
Tank/Sumpr

iX- 0-44 0 ` 0.0

Operator
itiI l

J/
/55n a s:

Actual Start Date/Time Actual Stop Date/Time 77,7 fC-^ S

*, - - Notifp Shift Manager

** StopTransfer . . .

^ ,_ •. I c

<.

y t

-^1.
•

I.. ilf ..

ro
t^
0
^

<

0

Type ; .. Document No. Rev/Mod Relcase Date Poge

CONTINUOUS TO-280-050 B-6 04/29/2003 35 of 43



4/29/03 3:44 PM WORICING COPY S R Compliance

Data Sheet 1 - Liquid Level Monitoring

C\
00

Initial
+ .^^ + + + + + +

HOURS HOURS HOURS HOURS HOURS HOURS HOURS

DATE:
t( ^16 ^ ^ 3G^ O 7

TIME: ' L(: Z > / f :

TK-001 Level

(Linrit120')* i z C,I

f

^7

.'; (Ltntit 21G:,)...x*.. - 1 ^..•9 ,f

rSending;;.
Tank/Samp:

77
^ ^ ^

7Z_C07
(^ , l7

,1

Operator
Initials: ^6 -^'

Ac[ualStartDatefTime Z qi?(^^; ActualStopDatelTimc, _

Notify Shift Manager

** Stop Transfer

u'

0
<

0

Type . Document No. 2ev/Mal lielcase Date Page

CONTINUOUS : TO-280-050 B G 04/29/2003 35 of 43



4/29/03 3:52 PM WORIGNG COPY S R Compliance

Data Sheet 2 - Back FIusti/Recirculation/I+lush

D

Tanks Being Back
Flushed (TK001,

Pumping Start Pumping Stop
Total Pump

AR244-WT-TK-200 Volume Pumped

TK002, TK003,
TK004t Cell 3

Sump)
Date

Time
(24 Hr
Cloclc)

(A)

Date

Time
(24 Hr
Clock)

(B)

Time
(C=B-A) Starting Level

(inches)

Final Level
(inches)

from
AR244-tiVT-TK-200

(inches )

a > i- s

W s1-03 Cccc 0 -7v5- 6. rs 3c. ' S•3`( ^{ Z.
7'i c 5-1-^ ^ oC S l o ^/,cC o'c 3 Sg.3Z 2•'72 s, s3

S- -b2f- "_I-c c552 ovo' 53,2 b.oo ^

Total Volume transferred(Ga!)

*Notes -r tlerify Start and Stop pumping dates are accounted for in total hours.
Comments:

^
b

N
O

Cb
C

O

Type,; DocumenWo. RevMod Release Date Page

CONTINUOUS TO-280-050 B-6 04/29/2003 36 of 43
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29/6., s:48 PM WORIUNG COPY 'S R Compliance

Data Sheet 1- Liquid Level Monitoring

Initial
+ + + + + + +

HOURS HOURS I-IOURS HOURS FIOURS HOURS I-IOUItS

DATE:

TIME:.;
0105

l TK-I)01 Level

(Liaii1120')*

.(LimitZlG')** °/Z, ^ c1 Z ' L'

Senrling:':.
Tank/Sump:

Cdl
S^. P ^

^, ^
^ . Ca

Operator
Tnitials:'

ActualStart Date/Time t-t 0 L; ^3 D Actual Stop Date/Time ^ I-^ ^. ^ ^ ^ ^'^ • z/

* Notify Shift Manager

**,,,Stop Transfer
116

.-,
rv

0

Type Document No. Rev/Mod Release Date Pagc
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RPP-12051 Rev. 0

4/29/03 3:43 PM WORKING COPY T S R Compliance

Transfer Information Record Sheet

Record information as applicable to transfer.

Date/Time Sheet t of

yf go^c7 12l? (-o.+. I-c d 0 , C.- . r

y t siK T 2 ^e Te. t< t T^ ^

^^t ^2 Co , T ^ ^ 2 a IC f T ^a

^y2 5+e ^^ 1.. L -S o -! e, k

^ W. It 1J G..^ /-e ^ aKc ( / rirf^ r

I 45^6 k I

t,15-b 1^0.'l t G 46 aK lc^

Iiot 5^a.^^^l C^ll 3 Sk + T!^ ( T^,nrF

isz Lo l^^ ^^ L^ I 3 SU -+ T^,Ic I Te ,^i
S, oz o^o0 5+"-Fop 411 cc•-^ • o T-^tc

o^ys C^ t^^^ o 4

0$7-7 Cox D^o c ^- ^I

I^M
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5/2/03 6:54 AM WORKING COPY .

DATE STARTING:
r]

PARAMETER
NORMAL

OSD LIMIT MONDAY TUESDAY WEDNESDAY THURSDAY FRIDAY SATURDAY SUNDAY
RANGE

244-AR VAULT

Instrumcnt Pancl

2161N*•
IY 1\ IY IN IN IN IN

WFIT-00I-1,TK-001* 0-114IN
OSD

120 IN.**
l r ^' ct^ i!ncs9 v yy.c 74/os 911.o5

IN IN IN I IN 18

WFIT-002-I, TK-002 * 0- I30 IN 208 IN OSD 'cr. 0 .076
IN f l IN IN IN IN IN IN ©

WFIT-003-1, TK-003 * 0- 80 IN 106 IN OSD
L ' ^ ^ . ^ `^ ^ t, `5- ^ - l'• V . ) ) ^ i

,
-'^

^^ ^.. _ _, - p "
O6

•

. O)

IY " -- IN IN IN IN --IN, I.9 --^

WFIT-004-I, TK-004 * 0- 80 IN 105 IN OSD ^%°r r--

COMMENTS: NOTE (information only):
* Data may be taken by installed level Instruments or Manometer. ** OSD-T-151-0001li

*** Shift manager most be notified immediatclv if liquid level reaches or exceeds 120 inchcs.

\4'FIT-001-2,Sump-I*
None

IN
,

IN IN Is IN, IN IN

ER 0-22 IN i I; I t ' •135 e l30

WFIT-002-2, Sump-2*
ER -22IN

Nonc

IN

:^,il

IN

J i C^

IN

^; l %

It

L;i

IN

l

IN IN

, , _ r ^, ^ • L % / .4^1 . 067

WFIT-004-2, Sump-3
0-18IN

521N***•
IN rN IN IN

^

IN IN IN

EI2 OSD O_ % `cl ^ I•1^^ ^7 -/^ ^J.S27^ . .

NOTG ( information onl,v):
* Data mav bc takcn bv installcd Icvcl Instrumcnts or %lanometee **** OSD-T-I51-00015 Shift mana:cr nmst bc notificd immcdiatch' if li uid level rcaches 52 inchcs.

Type Document No. Rcv/Mod Kclcasc Date Page
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J

4/24/03 7:43 AM WORKING COPY

DATE STARTING:
'F VJ rti(' e A.,

PARAMETER
NORMAL
RANCE

OSD LIMIT MONDAY TUESDAY WEDNESDAY TI{URSDAY FRIDAY SATURDAY SUNDAY

244-AR VAULT

Instrument Panel

216IN** IN IN IN IN IN, IN IN

WFIT-001-I,TK-001* 0-114IN
120
OSD
IN***

AC5.9

IR IN ^ IN IN IN IN IN

WFIT-002-1, TK-002 0- 180 IN 208 IN OSD •
^-_-;)'

-(-^C^ i_U1:7
^-^_ l,y,-) ^i^7^ ^lo-N G^z;

IR .l 1 IN (1) IN ; t• IN (y IN L IN IN

WFIT-003-1, TK-003 0- 80 IN 106 1N OSD iii ( - - I(,I C ^ GD3 -O%7:

IN ^ IN IN IN IN IN IN

WFIT-004-1, TK-004' 0- 80 IN 105 IN OSD ^^-.
COMMENTS: NOTE (information only):
' Data may be taken by installed level Instruments or Manomcter. OSD-T-I51-000I5

Shift manager must be notified immediately if li q uid level reaches or exceeds 120 inches.

WFIT-001-2, Sump-1
*

Nonc

IY i

._ . ^'

l IN I IN r t:

0 /

IN ^ j,

`f l)

' 18 s L"^

!

IN

, l

IN

I L G^
ER 0-22 IN . ( , ) . ^U1 0 ^ L f ( - }'- l

WFIT-002-2, Sump-2'
ER 0-22 IN

None

IN 1 IN . I

^7
12 Ci

IN\

(^.'

U
r
^'

^

IN ' -

. . . k%
- 1 ^j (

IN /

^

IN

0 6 7

IN

L -, l7 ^

WFIT-004-2, Sump-3*
ER

0- I8 IN
52IN****
OSD

IN

i '
`

IN

) ( -7

IN IN IN

7 L

IK

r
IN

7, 6 Gfi
. 7. (p p :

NOTE ( information only):
* Data mav be taken by installed level Instruments or Manometer. **** OSD-T- 151-00015 Shift maina_cr must be notified immediately if liquid level rcaches 52 inches.

Type Document No. Rcv/?,^bd Release Date Page
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J

5/2/03 6:54 AM WORKING COPY

DATE STARTING:
^

PARAMETER
NORMAL L^`

OSD LIMIT MONDAY TUESDAY WEDNESDAI' TIIURSDAY FRIDAY SATURDAY SUNDAY
RANGE

244-AR VAULT

Instrument Panel

2161N*' IN IN IN IN IN IN IN

WFIT-001-1,TK-001* 0-114IN
OSD

120
*ACS.9

IN IN IN IN IN IN IN

WFIT-002-1, TK-002 0- 180 IN 208 IN OSD (rS:
(

: lo/ .,
O 8 y . O 7G

IN r)

W

IN' iY. Lv ,:,1

^!

IN ul/
IN

--'---1

IN
'O

IN

WFIT-003-1, TK-003 * 0- 80 IN 106 IN OSD -
L t'^ fJI o'd U'l^

%1
.) :J '/! 11 "

r
^

/
5o ' \-.OG `.00 )

IK ._. .-' IN IN IN IN IN ^-^- IN

WFIT-004-1, TK-004 * 0- 80 IN 105 IN OSD

L^f^^
t%l, c-'-

093 O88
COMMENTS: NOTE (information only):

* Data may be taken by installed level Instrumcntsor Manometer. ** OSD=f-151-00015

Shift manager must be notified immediatclv if liquid level reaches or exceeds 120 inches.

VVFIT-001-2,Sump-I*
None

IN IN IN IN IN

3

IN

r

IN

ER 0-221N . (.3J . l30

IN IN IN 16 IN IN IN

WFIT-002-2, Sump-2*
ER 0-22 IN

None
O 7 / 067. .(

IN IN IN 16 IN IN IN

WFIT-004-2, Sump-3'

ER
0-IS IN

521N****

OSD

^( p

.

NOTE ( information only):
* Data may be taken by installed level Instruments or Manometer, **** OSD-T-I51-00015 Shift manager must he notified inmtediatclv if li q uid level reaches 52 inches.

Type Document No. Rev/Mod Release Date 1'agc
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518/03 9:53 AM CONTROLLED COPY

J

DATE STARTING:
Z TT,T-2

PARAMETER
NORi3ML
RANGE

OSD LIMIT MONDAY TUESDAY WEDNESDAY THURSDAY FRIDAY SATURDAY SUNDAY

244-AR VAULT

Listrumettt Panel

236IN** w IN IN IN IN IN IN

WFIT-001-1,TK-001* 0-114IN I^^IN***

AC5.9

IN IN IN IN IN IN IN

WFIT-002-I, TK-002 * 0- 180 IN 208 IN OSD
7^(

--' ^

D7Z 7`iz 0

IN IN IN IN IN IN IN

WFIT-003-1, TK-003 * 0- 80 IN 106 IN OSD ^
00 0 1 L

s
-: UU5

_, •
oDg ^'^z

°
G', ovb

IN IN IN, IN IN IN IY

WF1T-004-I, TK-004 * 0- 80 IN 105 IN OSD t t^^ ^-05 v>° `'8l^,og^
COMMENTS: NOTE (information only):
* Data may bc taken by installed level Instruments or.Manometcr. ** OSD-T-151-00015

*** Shift manager must be notified immcdiatclv if li q uid Icvcl reaches or exceeds 120 inchcs.

WFIT-00I-2,Sump-I*

ER -221N
None

IN

^/ Q
,

IN

)

• 1 L l

IN

1 3 L:

IN IN

,Z^

IN IN

i
n , /L O , . v ../ •

WFIT-002-2, Sump-2*
ER 0-22IN

None

IN IN - IN

661

IN

-"U)

IN IN IN

WFIT-004-2, Sump-3*
ER

0-131hIN
52IN****
OSD

IN
-7

//.5/0

IN IN

1 7,`^7y

IN IN

17..5/6Q

IN

17.1120

IN

NOTB ( infonnation only):
* Data may be takcn bv installcd Icvci Instrumcnts or Manometer. `*** OSD-T-1 i 1-00015 Shift mana_cr must be notified imnrediatclv if li uid level reaches 52 inches.

O
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J

5/15/03 10:50 AM WORKING COPY

r \

DATESTARTINC:
A 0 2

PARAMETER
t2ANCE
NORMAL

OSD LIMIT MONDAI' TUESUAY WEDNESDAY T11U12SDAY FRIDAY SATURDAY SUNDAY

244-AR VAULT

Instrument Panel

2161NYf IN IN IN IN IN IN IN

WFIT-001-I,TK-001' 0-114IN OS^,rr
120IN :y O7 l

-7 ^> \.I
^'
t'

^ (,7y f i• V 7
^ II
y

AC 5.9
. G r ^ ^ l

IN IN IN IN IN IN IN

WFIT-002-1, TI:-002' 0- ISO IN 208 IN OSD 715" o^o 07^ 0-7,? ^o?z
IN IN L IN IN IN IN IN

WFIT-003-1, "1'F-003 * 0 - 30 IN 106 IN OSD ^--.
i

-- --
10i

` ^ U /

-

^ `
t/,
/1 1
V

1
/. ^v^

( U l
IN IN--- -- IN - IN IN IN IN

WFIT-004-1, TK-004 * 0- 8O IN 105 IN OSU

COMMENTS: NOTE ( information only):
Data may be taken by installed level Instruments or Manometer. *• OSD-T-151-00015

r"* Shift managcr must be nmificd immcdiatclv if liquid level rcachcs or exceeds 120 inches.

WFIT-00I-2, Sum
P

1 *
ER 0-221N

None

IN

^

IN

iZ^

IN

I^L

IN

.^^i

IN

^3v'

IN

•

IN

3.13 . 1 ,

WFIT-002-2, Sump-2
ER 0-22IN

None

IN IN

1

IN
„-^^

- UJ

IN

Ut^ ^,

IN

-
IN

^j
S ^

IN

/

^'vS /L (^r

WFIT-004-2, Sump-31
ER

0-131N
52 IN'*"
OSD

IN

- 3IF=

m

3SZ7

IS
1 /

)U'7.

IN

,^^G

IN

7i

IN IN

^.i .1 )

NOTE ( information only):
* Data may be taken by installed level lnstrumcnts or Manomctcr. '*** OSD-T-U 1-00015 Shift manaccr must bc notificd immcdiately if liquid level rcachcs 52 inches.

t ^.

N
Q
U

CD
<

O
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^

5/22103 7:09 AM WORKING COPY

DATE STAIiTINGr4^If^1 ^^^
I F'i

PARAMETER
NOIiMAL
RANGE

OSD LIMIT MONDAY TUESDAY WEDNESDAY THURSDAY FRIDAY SATURDAY SUNDAY

244-AR VAULT

Instrument Panel

2161N*' IN IN IN IN IN IN IN

WFIT-OOI-I,TK-001 0-114IN
OSD **

' CS y.z ^(^f-?6 q `^^^G ^7^f^.9
A

-
IN IN IN IN IN IN IN

WFIT-002-I, TK-002 * 0- I80 IN 208 IN OSD

0

_ r, `(-

v

o7
,y`

ro7

7

- U 7 q C / U II

In IN IN IN IN IN IN

WFIT-003-I, TK-003 * 0- 80 IN 1061N OSD
Grc

)
0̂

_j 7 >
6,^r .c^o

IN IN (C IA IN IN IN

WFIT-004-I, TK-004 * 0- SO IN 105 IN OSD 1 r`^
)

- Ci ;^y

`

,_ lf,C,
- l o Z O^ U

COMMENTS: NOTE (information only):
' Data may be taken by installed level butrumcnts or Manumctcr. ** OSD-T-151-00015

*** Shift manaecr must be notified immcdfatctv if ti uid level rcachcs or escccds 120 inchcs.

WFIT-00I-2, Sump-1
ER 0-22 IN

None

IN

. ( t{ f

IN

. , I

IN IN

j

IN IN IN

,

•

WFIT-002-2, Sulnp-2*
ER 0-22iN None

IN

,Q7c

IN IN IN

06L

IN

,t7^Ja

IN

-OGZ-

IN

.c76S

3VFIT-004-2, Sump-3*
ER

0-181N
52 IN****
OSD

IN IN IN IN

l4`

IN IV IN

f 17. 11 6

NOTE (infonnation only):
* Data may be taken by i nstal lcd level Instrumcnls or Manometcr. **** OSD-T-151-00015 Shift mmiaccr must bc notificd immcdiatclr if li uid level rcachcs 52 inches.

N
O
^

^
C

O

Typc Documenl No. Rev/Mod Rclcase Date Page
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I a

00
0

^.:

5/30/03 6:36 AM WORTCING COPY

DATE STARTING:

PARAMETER
I

RNGEL OSD L1MIT MONDAY TUESDAY WEDNESDAY THURSDAY FRIDAY SATURDAY SUNDAY

244-AR VAULT

Instrumcnt Panel

216IN»
IN N IN IN IN IN IN

WFIT-001-I,TK-001" 0-1141N
OSD

I^cs ^9
IN ^N IN IN IN IB IN

WFiT-002-1, TK-002' 0- 180 IN 208 IN OSD T. o7U 070 76 o l d ^'^' 087 ' 7o
IN IN IN IN IN IN IN

WFIT-003-I, TK-003 * 0- SO IN 106 IN OSD -, i3 - oaq
IN IN IN IN IN IN IN

WF1T-004-1,TK-004• 0-801N 105INOSD

V

/9^

(
!(/;T

N

COMMENTS: NOTE (information only):

• Data may be taken by installed level Instruments or Manometer. *' OSD-T-151-00015

*** Shift manaecr must be notified immediately if li q uid level reaches or exceeds 120 inches.

WFIT-00I-2, Sump-I'

ER 0-221N
None

.

IN

'I mL

IN

,^y3

IN

lqs

IN IN IN IN

WFIT-002-2, Sump-2+
ER 0-22IN

None

IN IN IN IN

.043

IN

C)'^

IN

.080

IN

6

ESi'FIT-004-2,Sump-3R
0-18 IN 520SD#{

In /;

(7.^Y

IN

17.y-7
IN

17
IN

i7.a

IN

/7_y3i

IN

l7.yr4l

IN

-7.3
NOTE ( infonnation only):

• Data may be taken by installed level Instruments or Manometer. +•" OSD-T-151-00015 Shill manager must be notified immcdiatclv if liquid Ievcl reaches 52 inches.

%z;; ^rsi /k :,.

<

O

Typc .. . Documcnt No. Rcv/Mod Bclcasc Date 1'agc
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^

tb
.-^

^

6/5/03 9:07 AM WORKING COPY

DATE STARTING:

^

^(• a

` N

F
L1 l

PARAMETER
NORMAL
RANGE

OSD LIMIT MONDAY TUESDAY WEDNESDAY THURSDAY FRIDAY SATURDAY SUNDAY

244-AR VAULT

Instrument Panel

2161N++
IN

G "

IN

'

IN ^ IN IN IN ^ IN

WFIT-0Ol-1,TK-001+

.: . .. ^,

0-114IN
OSD

120IN++a
nt'y.pj
^

72 -

/Lj" ,) ^^o
t^ Z.. (, ti x t1,'

y 2.1 ^ O d•7 ^5
. AC 5.9

.. ... IN IN

A

IN IN' : IN _ , aF IN IN

WF[T-002-1, TK-002 0- 180 IN 208 IN OSD C
. 071

I
076

IN IN IN IN IN IN IN

WFIT-003-1,TK-003+ 0-80IN 106INOSD
q

_ fc^1. Cn,^

1 0

_.^^3 I^
015ou _ O r

IN IY IN IN IN IN IN

WFIT-004-1, TK•004 0 - 80 IN 105 IN OSD (J L

-7

/ / _3
. .. ^ 1

COMMENTS: NOTE (information only):
+ Data may bc taken by installed level Insuvmonts or Manometer. *+ OSD-T-151-00015

++" Shift mana ger must be notified immedfatcl if li q uid level reaches or exceeds 120 inches.

N'FIT-001-2, Sump- I"

ER -221N
Nonc

IN IN IN

.
IN

^ /
IN IN

)J
IN

/SU. . .. '1 t0'•

WFIT-002-2, Sump-2*
ER 0-22 IN

None

IN IN IN IN IN

60

IN

5

W

U 7S

WFIT-004-2, Sump-3+
ER

0-181N
52 IN++**
OSD

IN
p

IN
(-F7.,

IN IN
'1

I'11^

IN

17-d7Z

IN
^-7

^/ zd6

IN
q7

__ .

NOTE (information only):

* Data ma be takcn b installed level Instruments or Manometer. ++** OSD-T-151-00015 ShiR mana cr must be notified immediatel y if li q uid level reaches 52 inches.

7'O /Gz^;t-..^ - w; /l r;0i4'flrtu^ (I- 1 X1'ef^^e^^E^E'G1

b

N
O

^

^

<

O

Typc Document No. Rev/Mod Rcleasc Dxtc Pagc
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6/13/03 9:09 AM WORKING COPY

\

W

DATE STARTING: a I^

6

•LPARA64ETER
NORMAL
RANGE

SD LLMITO MONDAY TUESDAY WEDNESDAY THURSDAY FRIDAI' SATURDAY SUNDAY

244-AR VAULT

Instrument Panel

2161N**
IN IN IN IN IN IN IN

wFir-ool-L,Tx-OOI 0 -1141N 12oŜ **
CS

L{ ^. `1 Z 1. ^11 Z_`j b 0 Z, L^ Z. ^!S`^A <^
IN IH IN IN IH IN IN

WFLT-002-1, TK-002 " 0- 180 IN 208 IN OSD
D ^ O i^^t:> . O-11

TK-003 "WFIT-003-I 0- 80IN 106 IN OSD

IH IY

`

IN

G/

IN IN

I ^

IN, IN

,
l:
/ r 61

/
^ U^ O , fll I ,a{z

IN IN IN IN IN IN IY

WFIT-004-I, TK-004 0- 80 IN 105 IN OSD

COMMENTS: NOTE (information only):

" Data may be taken by installed level Instruments or Manometer. OSD-T-151-00015

Shift manager must be notified immcdiatclv if li uid level reaches or escccds 120 inches.

WFIT-001-2, Sump-1
ER -221N

None

IY IM IF IN IN IN IN

Sump-2"WFIT-002-2,
-22 IN

one
IH IH IN / IH w ^` Irv

6S1 0

ININ

WFIT-004-2, Sump-3*
ER

0-181N
52IN****
OSD

IN IN IN

^/17,

IS IN IN IN

NOTE (information only):

" Data may bc taken b y installed level Instrumcnts or Manomctcr. **** OSD-T-U I-00015 Shift manaccr must be notified itnnsdiatclv if 7iquid level reaches 52 inches.

1--.

O

Typc Document No. RcdMod Rctease Dalc Page
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6/19/03 10:06 Ai19 VVC)l21417INt: CO PY

DATE ST'AItT'ING:

1'ARAMIiTF:It
NOlti\L\l.

ILnNG
OSI) I.IMfI'M(1NU,\l' '1'DI1.tiDAl' \CF.l)NI \U,\\I III^ItSD,\\ FRIU,\lti.\'fU1:P\1' til'\D.11"

244-nF2 VnU/,T
-- ----- -----'"-----------------------

Panel . •-_-
216IN"*

-
^`

---
10

-- -
IN

-u IN IN IN

\VFIT-00l-I• I:-O01" ll -I LI IN l ill/

5"
In7 • ZI^ 75

'^^•^y • 2 Lty

C

. .^, / %J
IN IN IN IN IN S

\\'FIT-002-I,TK-002" 0-ISOIN 20sINtriU tU^L/ . /^/ }
b(

• o72- _L,L^-^
c- ^6

IN IN iN IN IN

\VFIT-003-I, TK-003 * 0- SO INC 106 IN OSD
.010 C, `U

IN n IN

\VFIT-004-1, TK-004 * 0- SO IN 105 IN OSD /DG
COMMENTS: NOTE (information only):
* Data mav bc taken by installed Icvcl Instruments or Manomctcc ** OSD-T'-151-00015

**" Shift manager must be notified invncdiztclv i1 li uid level rcuchas or escccds 120 inchcs.

\VFIT-001-2, Sump-I *

ER 0-22 IN
^

T^nnc

IS fn IN IN IN IN IN

WFIT-002-2, Sump-2*
ER 0-22IN

None

IN

4
(()^

IN

^:iL

IN

l^
.VVy

IN

.L'(:C

IN

.vGY

IN

9

. L^S1

IN

7
.C^SG

FIT-004-2, Sump-3*\V
ER

-15 IN
521N**'*
OSU

is

/L•I l'

IN

lV'^^^

IN

nI ^ ^/^

IN

/L•^^IJ

IN
^^r ^

S^.!

IN

(^,, ^., -„ J•6f(JO

NOTE ( information only):

* Data mav bc taken by installcd level Instrununts or Manometer. **** OSD-T-151-00015 Shi(i munaxr mtat bc notilicd immcdialclv if li nuid Icvcl rcach cs $2 inches.

O

Type Dooumcnt No. RevRvlod Release Date Page
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^

6/27/03 8:07 AM WORKING COPY

N,

\

^
A

DATE STARTINC: ,J`-

PARAMETER
NOIi\7AL
RANCE

OSDLID71'1' MONDAY TUESDAY WEDNESDAY THURSDAY FRIDAY SATURDAY SUNDAY

244-AR VAULT

Instrument Panel

2161N**
I\ 1\ IN ^

^^I

IN IN IN IN

WFIT-001-1,TK-001* 0-114IN
OSD

120
*A

(

C 5.9

IN 13 IN
\V

IN IN IN IN

WFIT-002-1, TK-002 * 0- 180 IN 208 IN OSD
(

IGG ;o77 ^'s ,o71
IN IN IN

^Y

IN IN IN IN

WFIT-003-1, TK-003 * 0- 80 IN 106 IN OSD .

v1(
CI p^ ' r 1

b5 -015^;I •o
IN IN IN IN IN IN IN

WFIT-004-1, TK-004 0- 80 IN 105 IN OSD
A

U)V^ 1

/^

•

I

1/`^

/

,.

• lU ^S
/

//

COMMENTS: NOTE (information only):

* Data may be taken by installed level Instruments or Manometer. ** OSD-1'-151-00015

r** Shift mana ger must be notified immediately if li q uid level reaches or exceeds 120 inehcs.

\VF/T-001-2, Sump-] •
ER 0-22IN

Nnnc

IN,

^• /^

IN

, I ^ J

IN ^,,

-'LIZ^t:

IN

l) 0

16

1/ S(:

IN

5/.

IN

. lY^, ,.

WFIT-002-2, Sump-2*
ER -22 IN

onc

IN IN

O/ O
'O

IN _ U^

O
L

IN

r--
IN

' 7U

IN

(J^C

IN

) ^}(j C (

WFIT-004-2, SumP-3*ER 0-18 IN
52IN****
OSD

IN

^U.^. rL•^t^

IN

I^. ) J cI

IN

'°^^^

IN

^^L^ I

IN

/{j. ^^ lJ

IN

/b, •^ ^/

IN

`C.^^^ I

NOTE ( information only):

* Data may be taken by installed level Instruments or Manometer. **** OSD=Rl51-00015 Shill manaccr niust be notified immediately if liquid level reaches 52 inches.

&(ir no rac,tloet 2ev,,ed aS.,-__-lhlbs

ro

cn

O

Typc Document No. Rev/Mod Rcicasc Datc I'agc
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RPP-12051 Rev. 0

Appendix A.6. Liquid Level Surveillance Data Sheets for 244-AR Vault Cell 2 Sump

A-85



4/24/03 7:43 AM WORKING COPY

^

DATE STARTING: ' ` `;J t ^ ^ ) `•'.•

PARAMETER
NORMAL
RANGE

OSD LIMIT MONDAY TUESDAY WEDNESDAY THURSDAY FRIDAY SATURDAY SUNDAY

244-AR VAULT

Instrument Panel

216IN'* 1\ IN IN IN IN IN IN

WFIT-OOI-I, TK-001 * 0 -114 IN
OSD

1201N
**

I
I 'J

G
^I Z

(^• 1 ^Y CL ^) L U^
AC5.9 i ,(J

In m' ^ In ^) lu C%I IN IN IN

WFIT-002-1,TK-002 0-I80 IN 20SINOSD •(/

IN V 1 IN
(1)

IN 1'1 IN Q\^ IN IN IN

WFIT-003-1, TK-003 ' 0- 80 IN 106 IN OSD E• c:U 3 ^O!7.

IN IN IN
t)^.

IN - ^

\

IN IN IN

WFIT-004-1,TK-004* 0-80IN 105INOSD t \ ^^^ / ^
IVl,5

. ' - ^`,,i .\ _ _ lr^r \' ^1 G -7 , ^^ r) •(^/
C ^

, L` O^^
1 \

COMMENTS: NOTE (information only):

" Data may be taken by installcd level Instruments or Manometer. OSD-T-151-00015

'•' Shift manager must be notified immediately if li q uid level reaches or exceeds 120 inches.

WFIT-001-2,Sump-I*
None

IN IN I IN 1 i

`^-'"
IN ^. \ IN t L ^ IN IN

ER 0-22 IN C• J^
/Q

^

• QU10

39FIT-002-2, Sump-2*
ER 0-22IN

None

IN '•1 IN --- -- 1 IN^-t

r

IN -' - ( IN IN IN

/^i'f77

WFIT-004-2,Sump-3*
ER

0-IS IN
521N****
OSD

ININ

I
1(>

IN

(7.(p(p^

IN

-7
^/'t'•^^1^

IN

I1.)-{I

16

^ ^,L^^l

IN

l^.GZ7

IN

17.6c6

NOTE ( information only):
' Data mav be taAcn by installcd level Instruments or Manometer. **** OSD-T-I51-00015 Shift mana,cr must be notified intmcdialcly if liquid level reaches 52 inches.

Type Documcnt No. • Rcv/Mbd^ Rclcuc Date Paec
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I9
00
v

5/2/03 6:54 AM WORKING COPY
\

^
DATE STARTING:

PARAMETER
NORh1AL

OSD LIMCC MONDAY TUESDAY WEDNESDAY THURSDAY FRIDAY SATURDAY SUNDAY I
RANCE

I

244-AR VAULT

InstrucnentPanel

2161NR*
IN IN IN IN IN IN IN

WFIT-001-I,TK-001* 0-114IN
OSD

120IN **. (^ I t^
AC5.9 95', a5 9y oS

IN IN IN IN IN IN IN

WFIT-002-1, TK-002 * 0- 180 IN 208 IN OSD r
7
,;

D- /o-l 08`1 076
IN

V•C)

IN U/ IN / ') IN
U./

IN _- ^ IN IN

WFIT-003-1, TK-003 ' 0- 80 IN 106 IN OSD
U ^- - l-. OG ZJ . 00 S)

Is - --- IN IN IN IN IN IN

WFIT-004-1,TK-004* 0-80IN 105 IN OSD
.093 ,a88

COMMENTS: NOTE ( information only):
* Data may be taken by installed level Instruments or Manometer. OSD-T-151-00015

'** Shift managcr must be notified immediatciv if li uid level reaches or exceeds 120 inches.

WFIT-001-2,Sump-I•
None

IN IN

/

I\ IN IN IN IN

ER 0-221N 1 I I (?..
`

!- ' ( ^ . /.3Jr .130

WFIT-002-2, Sulnp-2'
ER 0-22 IN

None

IN
; _

: L. ^l!

IN
,^

1J %^'

IS

^
1> 7

IN

- LI^-

IN IN IN

. . • / . 0 7/ . o6 7

WFIT-004-2, Sump-3*
I8 IN0

521N****
IN

y

IN IN 16 IN IN IN

ER
-

OSD I^.^ ^ 1^r^r1^^ il.,•'J ;fl,j 17.°-/^^

n p

/J..527

NOTB (infonnation only):
* Data mav bc takcn bv installed level Inslrumcnts or Manonretcr. **** OSD-T-151-00015 Shift manaccr ntust be notified immediately if liquid level reaches 52 inches.

Type Document No. Rcv/Ma1 Rclcasc Date Pagc
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^

518/03 9:53 AM CONTROLLED COPY

ia
00
00

DATE STARTtNC:
NTA

PARAMETER
NORMAL
RANGE

OSD LIMIT MONDAY TUESDAY WEDNESDAY TttURSDAY FRIDAY SATURDAY SUNDAY

244-AR VAULT

Instrument Panel

2161Nrt
IN IN IN IN IN IN IN

WFIT-001-I, TK-001 * 0-114 IN
OSD

***120 IN
C 5 059 Gi It Li^ j 9, GC J ^^ ^

A .9

IN In IN IN IN IN IN

WFIT-002-1, TK-002 * 0- 180 IN 208 IN OSD

o^72 7`7 GS'1^61Z 0 ,
IN IN IN IN IN IN IN

SYFIT-003-1, TK-003 * 0- 30 IN 106 IN OSD _ OG p C^^%Er
!

IN IN IN IN IN IN IN

WFIT-004-1, TK-004 * 0- 80 IN 105 IN OSD ^- c7g'7O.O$^ .
COMMENTS: NOTE (information only):

* Data may bc taken by installed level Instruments or Manomcter. ** OSD-T-151-00015

*** ShiR manager must be notified immediatelv if li q uid level reaches or eseeeds 1'0 inclrcs.

WFtT-001-2,Sump-I•
ER 0-221N

None

IN

128

1\

1L >
IN

13U

IV

-. u

IN

. 1Z&

IN IN

WFIT-002-2, Sump-2*
ER 0-22 IN

None

RI

p
Q 5 U

IN _^

}
. J . .^

IN

.6 61

IN

_ ..^ICT., .

IN

. !) 5,'1

IN

I-(j&S,

IN

/". ,I

WFIT-004-2, Sump-3*
ER

0-18 IN
521N****
OSD

IN IN 1\

7^

IN IN IN

2 C,̂
IN

', 6

NOTE ( infonnation only):
* Data mav be taken by insmlled Ievel Instruments or Manometer. **** OSD-T-I51-00015 Shift mana ger must he notified immedi:vtclv if liquid level reaches 52 inches.

`D

^d

tJ
O
cn

CD<
O

Type LMcumcnl No. Rev/Mod Release Dalc Page
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00

5/15/03 10:50 AM WORKING COPY

DATE STARTING: 'l ^ '1 ' -- - - -

+PARAMETER
NOR'.^SAL
RANGE

OSD LIMIT MONDAY TUESDAY WEDNESDAY THURSDAY FRIDAY SATURDAY SUNDAY

244-AR VAULT

Instrument Panel

216IN**
IN IY IN IN IN IN IN

WFIT-OOI-t, TK-001* 0-114IN
I20IN": .^y.

0 "7 GI^^ 7 y
AC5.9

IN IN IN IN IN IN IN

\VFIT-002-1, TK-002 * 0- 180 IN 208 IN OSD 0-73
IN IN IN IN IN IN IN

WFIT-003-I,'I'6-003 * 0- 30 IN 106 IN OSD 0 Gl U 7 , tJLJ O

IN IN IN IN IN IN IN

\VPIT-004-I, TK-004 * 0 - 80 IN 105 IN OSU - U , /
o

c^

COMMENTS: NOTE ( information only):

* Data may be taken by installed level Instruments or Manometer. ** OSD-T-15I-00015

*** ShiR manaccr nxlst bc notilicd immcdialclv if li uid level rcachcs or c>cccds 120 inchcs.

WFIT-00I-2,Sump-I*
ER 0-22 IN

None

IN IN IN IN

^

IN IN IN

WFIT-002-2, Sump-2*
ER 0-22 IN

None

IN IN IN IN IN

S %

IN

. ^,

IN

/i O1 &

WFIT-004-2, Sump-3'
ER

0-131N
52 IN*'**
OSD

IN

3%b

IN

'JS"L7

IN
z

I l J^

18
_

`^ C) ^t

IN
-1

7i
^ J

1. l

IN

^7 ^ I

IN

ZSI17. r . ) . I

NOTE (information only):

* Data may be takcn by inslallcd level Instrumcnls or Manometer. **** OSD-T-151-00015 Shift mmiiaecr nwst bc notiGcd immc(liatcly if liquid Icvcl rcachcs 52 incbcs.

^^^,^;,, ^It^
„

;,. r^^ /„^, ^^ •^ a .

^

ro

C)

0

Type Ducumcnl No. f

^

Rc Rdod Itclcasc Date Page
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0

<

5/22/03 7:09 AM WORXING COPY

DATE STARTING`yt^

PARAMETER
I

NOI2NIAL
RANGE

OSD LIMIT MONDAY TUESDAY WLDNGSDAY 1'IIURSDAY FRIDAY SATURDAY SUNDAY

244-AR VAULT

Instrument Panel

216IN" IN IN IN IN IN IN IN

WFIT-001-1,TK-001* 0-114IN
OSD*"

120IN
C.`

lr.og
`

iy-Z6 q -.2-6 21y^AC 5.9 .
IN IN IN IN IN IN IN

Si'FIT-002-I, TK-002 " 0 - 130 IN 203 IN OSD C.
1} 7 U ! q - 07 U

IN IN IN IN IN IN IN

VVFIT-003-1, TK-003 0- 80 IN 106 IN OSD
Gca

^^(^
^

7

Do,^i oo`f.,
1N - IN IN IN IN IN IN

WFIT-004-1, TK-004 * 0 - 80 IN 105 IN OSD
/0•-. O(^

COMMENTS: NOTE (information only):
* Data may be taken by installed level Instruments or Manometer. ** OSD-T-151-00015

*** Shift manager must be notified immcdiatclv if lic tlid level rrachcs orczcocds 120 inches.

WFIT-001-2,Sump-I*
ER 0-22 IN

None

IN IN IN

J

IN IN IN IN

•

WFIT-002-2, Sump-2"
ER 0-22IN

None

IN

.(^7C

IN

/ ^
V) ( ^

IN

--, I ^ I

IN

DL,L

IN

/
1703

"IN IN

^VFIT-004-2, Sump-3*
ER

0-18 IN
521N"***
OSD

ININ IN IN IN IN

/

'

IN

^

IN

t j 7 17. U ^ -

NOTE ( infonnation oaily):

* Data may be taken by installed level Instrunicnts or Manomctcr. **"* OSD=f-151-00015 Shift manager must be notified immcJiotclv if li uid Icvcl reaches 52 inches.

O

Typc Docununt No. Rev/Mod Rclcasc Date Page
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C

5/30/03 6:36 AM WORI,CING COPY

DATESTARTING: ,

01013,
PARAMETER

I ^1AL
I2ANGE

OSD LIMIT MONDAY TUESDAY WEDNESDAI' 'I'HURSDAY FRIDAY SATURDAY SUNDAY

244-AR VAULT

Instrument Panel

2161N** IN IN IN IN IN IN

INWFIT-001-I,TK-001*
..

0-114IN
.

OSD
120IN***

1Z! Y

/I

I'7 67 ^^111 2 9` 7L1,6a 941G2AC 5.9 . , ,IL / (J 9^62
IN IN IN IN IN IN IN

WFIT-002-1, TK-002 * 0- 180 IN 20S IN OSD

vro 7& o 1 L) 7(j
IN IN IN IN IN IN IN

WFIT-003-1, TK-003 * 0- 80 IN 106 IN OSD

o N ZZ ^a .o :U!
rv IN IN IN IN IN w

WFIT-004-1, TK-004 * 0- 80 IN 105 IN OSD

r o99 wf ^^^ ,l4i l zo
COMMENTS: NOTE (information only):
* Data maybe takcn by installcd level Instruments or Manometer. ** OSD-T-15I-000U

*** Shift manaecr must be notil}cd immcdiatcly if li q uid level reaches or exceeds 120 inches.

WFIT-001-2, Sump-I *
ER 0-221N

None

IN IN IN IN IN IN IN

2

WFIT-002-2, Sump-2*
ER -22 IN

None

IN IN

/^/-/

- V ^r(O

IN IN

D Q 3

IN

D - ^

IN

. 0 p 0

IN

ri

WFIT-004-2,SumpCR
0-I8IN

520SD**

IN

(7.OY

IN

)7.y^
IN IN

7.a^^'^

IN

J7_y3^

IN

l^.yry

IN

i^.^ss` I
NOTE ( information only):
' Data maybe taken by in sl allcd level Instruments or Vlanomctcr. **** OSD-T-151-00015 Shift manager omst he nmificd immediately if liquid Icvcl reaches 52 inches.

G) SLr) / ^G'

`D

L
I

O

Type Document No. Rev/Mod Datc 1'agcRelease
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I N

^ If
615/03.9:07 AM WORKING COPY

(I'\`i;;w

DATE STARTING: Q r 1

^
`s
^

6_ ; f

0 3V L. t
PARAMETER

NORMAL
RANGE

,9
OSD MONDAY TUESDAY WEDNESDAY THURSDAY FRIDAY SATURDAY SUNDAY

244-AR VAULT

Instrument Panel

2161N**
IN^,/1/ IN v IN IN IN

WFIT-001-1, TK•001* 0-I14IN 120 ***

; ^'U'`i ^C° °'1
j yu^AC5.9 Z..l. -. z •3^^ o •

... . IN IN IN i\IN
lJ

IN-•^F is IN

WFIT-002-1, TK-002 *. . . 0- 180 IN 208 IN OSD , -, r,^,

^6 '

^. . L' L• " ^ ^ • 071
,076

/}

-.- ^_ I^.o 3

IN IN IN IN IN IN IN

WFIT-003-I, TK-003 * 0 - 80 IN 106 IN OSD

q
C c ,y ( ^ `I/

0

^' ^ ,( 3

!J

' I v / `

3

00
_ O f

IN IN IN IY IN IN IN

WFIT-004-1, TK-004 0- 80 IN 105 IN OSD I^^ ,^, •(^i ^7 r
i

- ^^/
Y

'Q

-7
113

COMMENTS: NOTE (information only):
* Data may be taken by installed level Instruments or Manometer. OSD-T-151-00015

*** Shift manager must be notified immediately if liquid Icvcl reaches orcxceeds 120 inches.

WFIT-00I-2, Sump-I •
ER 0-221N

None

IN

C/
IN

0 -?V

IN IN

/
IN

OZO

IN
j'/

^`

IN

. /.SU. . .. . 1 b1

WFIT-002-2, Sump-2*
ER 0-22IN

None

IN

^
OSS

IN

^^
/`-')

IN

, _,G%

IN

- . C^Vi,j

IN

DD
"•^

IN

, 500

W

75

WFIT-004-2,Sump-3*
ER

0-ISIN
52IN***'
OSD

IN
p

11.3^e0

IN
7

I ^1^7^

IN

^ ^JI

IN

'^.^^^

IN

^7•D77i

IN
^-

/

7

' zQ^

IN

/7.1^
7
/; ^ . .

NOTE (information only):

` Data may be takcn b installcd Icve! Instnlmcnts or Manometcr. **** OSD-T-151-00015 ShiII mana cr must be notificd immediately if li q uid level reaches 52 inchcs.

l^ 'T RR-AS^r^"L ^ / 0 2 x^er c^^fe-fec(

^

tJ
O

CD

O

Type Document No. Rev/Mod Release Date Page
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6/13/03 9:09 AM WORKING COPY

^.

^

DATE STARTING:
03

PARAMETER
I

NORMAL
RANGE

OSD LIMIT MONDAY TUESDAY WEDNESDAY THURSDAY FRIDAY SATURDAY SUNDAY

244-AR VAULT

Instrument Panel

216IN" m rv IN In IN IN IN

WFIT-001-1,TK-001* 0-114IN OSD12o IN<.. ji^, Z k l a, ta I Z y^ o ^. L-) tr^ Z. yS9 I
AC 5.9

16 Irv IN IN IN IN IN

WF1T-002-1, TK-002 * 0 - 130 IN 208 IN OSD U / 0

IN IN IN IN IN IN IN

WF[T-003-1,TK•003* 0-50IN 106INOSD
,^ j)J I

'l/

IN IN IN IN IN IN IN

WFIT-004-1, TK-004 * 0 - 90 IN 105 IN OSD

COMMENTS: NOTE (information only):

• Dzta may bc taken by installed level Instrumcnts or Manomcter. *• OSD-T-151-00015

•* Shift manat:cr most be notiGcd immcdiatclv if li q uid level rcachcs or exceeds 120 inches.

WFIT-001-2, Sump-I •
E 0 22IN

None

IN IN

t ^^^ ^>

fn

. I y^a/

IN . Iv / IS _ 1^

R -
1 •

WFIT-002-2, Sump-2*
0 22 IN

TvN one

IS Itl

(
p/ (

1\

, 06 ^

IV

.(^ S i

IN

/'^

57

• V

IN

, D s

IN

J^ /'^
11WER -

.(
Y. 1

WFIT-004-2, Sump-3'
ER

-I81N
52 IN****
OSD

IN

^^•=' j

IN

ll-^L

IN

'7
17i^!

IN IN IN IY

176o
!f

^ 1

NOTE (information only):

* Data may be taken by installed level Instruments or Manometer. *+** OSD-T-151-00015 Shift manacer Inust be noti6ed immediatclvif li uid Icvcl reaches 52 incltes.

N
O
t_n

cn

0

I

Type Document No. Rev/Mod Release Da1e 1'age
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6/19/03 10:06 AM G COC'OI'Y

^
A

DATE STARTING; ` "^1 i :^:,?̂ 2^Q^
rnttAMF:rtitt

Nou3lnt. t1tiU I.tntrr MuNDn\ TurLtinAY \vt:uNr:.tinn\rutlusn.\T rutDAV s.rrruD,\v slTn.\l
ttnncF;

244-AR VAULT
------ -------- ------ ---- -

Instrnmcut r:tncl . . !
. ..

---
1 61N**

_

2
^s ra ^a- n n

\\' ECr- o01-I.II:-OOI" 0

^ v
Z^^ 7-470,-,CS. ,y%2,

,I IN IN IN „
SvFIT-002-L i'I:-U02 * U - I XU IN ?uS IN t7SD

L/
l > , (J ^ ^ or, , oG

m „)I.'n m is u ^s n

\1'E fT-003-t, TK-OOi * 0- SO IN 106 IN OSD

0

^ . O
/ .JU`'

.^^ .UIO1. ^
n m' IN IN IN IN IN

\VFIT-004-1, Th-004 * 0 - SO IN 105 IN OSU • / C ^ , ^ G^ L- • ^ (^ }^ ) r ^

COMMENTS: NOTE ( information only):

" Data may be takcn by installed Icvcl Instruments or.Manometcr. ** OSD-T-151-00015

Shift mana cr must be notiticd immcdiaiclv if li q uid Icvcl reaches or exceeds 120 inchcs.

\VFIT-001-2. Sump-I*
ER -22 IN

None

IN

//C/

ia

.1 L`t
1 I

m
(A

,. ^ 3 _r

IN
/

•,-^ ^%

IN

. /^.>^

n

_ i 12

IN

in IN IN IN is IN - iu

WFIT-002-2, Sump-2*
ER 0-221N

NoneN
^•

t(]L^ U
i L

(•^/

. VV y

!^

-^'^ li vCy o.5..

7

.0 5 L

NFIT-004-2, Sump3*
ER -I3 IN

52 IN"***
OSD ^^^t( ^'^^^ V''^'^

IN

- /^^I

IN

/^•^yJ

IN,
/ .^ y C,
b,

//_;...

IN

(^ 0,I !-' 0•i5

NOTE ( information only): ° el

* Data may be taken by installed level Instruments or Manomttcr. **** OSD-T-I51-00015 Shili manaeer must be notilied immcdiatch• if liquid level reaches 52 inchcs.

L°,tt 3

O

CD
O

T)pc Document No. Kcv/Mod Releasc Dnte Aagc
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^

6/27/03 8:07 AM WORKING COPY

DATESTARTING: ^ 1 '.`,i ;.J'7 j_'W `,.J
a,:

PARAMETER
NORMAL
RANGE

OSD LIMIT MONDAY TUESDAY WEDNESDAY TNUI2SDAl' FRIDAY SATURDAY SUNDAY

244-AR VAULT

Instrument Panel

216INxx !,u m IN

^^IG

m Irv IN . IN

51'FIT-001-I,TK-001x 0-II4IN
OSD

1
9xA 5

/^

51^.C .- 7

IN IN IN IN IN IN IN

WFIT-002-1, TK-002 * 0- 180 IN 208 IN OSD -I
Oi(c

c
(;( 1 C,,1 'GG ;U77 •^GS 107/

IY IN IN IN IN IN IN

WFIT-003-1, TK-003 • 0- 80 IN 106 IN OSD UI .1jo'
^

c)o5 -015
IN IN IN IN IN IN IN

WFIT-004-I, TK-004 * 0 - 80 IN 105 IN OSD

3
l a

' /
7

, /U

0

COMMENTS: NOTE (information only):
* Data may be taken by installed level Instrumcnts or Manometer. *" OSD-T-151-00015

x•x Shift mana cr most be notified immcdiatclv if li q uid level reaches or exceeds 120 inches.

3VFIT-0Ol-2, Sum
P
-1'
ER 0-22 IN

None

IN

. ^ ^̂ Z

IS _C IN

L(,i • ' l ) a

IN

I / ^(i

IN

S^•

IN

. ^Y.^. . <

WFITA02-2, Sump-2*
ER 0-22 IN

^\onc

IN
! ^•^

tL'

IN

/
^t0O

IN `/ IN IN

%

IN

j• U ^

IN

OU i- i . W

WFIT-004-2, Sump-3*
ER 0-I8IN

52IN**•
_

OsD
t^.`

1(-.Cc^
r8

^(. j3 I
IN

1^ ^7)
IN

IL Z3`(
IN

c
/{^. 11

IN IN

NOTE ( information only):
' Data mav be takcn by installcd level lllstrumcnls or.Manomctcr. **** OSD-T-151-00015 Shill manaecr must bc notified immcdiatcl yif lic uid Icvcl rcaches 52 inches.

lJ' 1)Ct, :w'•^1 (<s^S`- no rGt'Iprl 2eE,lJ,/r!/ ((S.x--lhlb^

b
N
0
^

^

C

O

Type Docuntent I. Rev/Mod Relcase Date Pacc ',
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RPP-12051 Rev. 0

^I qj 63
4/8/03 8:43 AM WORKING COPY T S R Compliance

Tank Farm Operating Procedure 244-AR ]

® Double click to change COPY type

Internal Transfer from 244-AR Tanks TK-002, TK-003, TK-004 or Cell 3 Sump t
244-AR Tank TK-001

The original signatures are on file.

PCA Incorporated: TF-2003-0370

Procedure Signatures for: TO-280-050 B4

Type of Change: PCA

Review Designator: NA

USQ Screening Number: TF-03-0596-D R3

POSITION/ORG DELEGATE DATE

NCO/Ret Ops

Shift Manager

Engineering

Criticality Prevention

Quality Assurance

Environmental Engineering

Safety

RadCon

Technical Writer S. Bums 04/08/2003

Approval Authority K. O. Smith 04/08/2003

Justification:

Administrative request

Summary of Changes:

Corrected misspelled words in Checklist 2.

Next Periodic Review Due - 01/20/2005

-41

Type Document No. Rev/MOd Release Date Page '

CONTINUOUS TO-280-050 B-4 04/08/2003 1 of 43
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4/8/03 8:43 AM WORKING COPY T S R Compliance

Data Sheet 1- Liquid Level Monitoring

^
00

Initial
+
HOURS

+
HOURS

+
HOURS

+
HOURS

+
HOURS

+
HOURS

+
HOURS

DATE: p3 zj

TIME: - / 7 /p

TK-001 Level

(Limit 120') *

(Limit 216') ** '7, 7 7, 7

Sending
Tank/Sump:

GL^13 z^. ( Z7.
Operator

iti lI v^/ V v
I 1,^
V^/" `an s:

ActualStartDate/fime pj zo^o
ActualStopDate/Time ZOyo

* Notify Shift Manager

** Stop Transfer

0

Type Documenl No. Rev/Mod Relcase Date Page

CONTINUOUS TO-280-050 B-4 04/08/2003 35 of 43



4/8/03 8:43 AM WORKING COPY T S R Compliance

Data Sheet 2 - Back Flush/Recirculation/Flush

l9
^

Tanks Being Back
TK002Flushed (TKOOI

Pumping Start Pumping Stop
Total Pump Time

Volume Pumped
from,,

TK003, TK004, Cell 3
Sump) ' Date

Time
(24 Hr Clock)

(A)
Date

Time.
(24 Hr Clock)

(B)

(C=B-A) AR244-WT-TK-200
(inches)

C) `SM 03 o3o o fLI

Total Volume transferred (Gal )

*Notes - Verify Start and Stop um in dates are accounted for in total hours.

Comments: t,y1-r^_-2t:A SZ_ (o D"
!gUA)QR Le^ Vl t k Z oD 35 • co a

ro

O

Type Document No. Rev/Mod Rclease Date Page

CONTINUOUS TO-280-050 B-4 04/O8/2003 36 of 43



RPP-12051 Rev. 0

4/8/03 9:00 AM WORKING COPY T S R Compliance

Transfer Information Record Sheet

Record information as applicable to transfer.

Date/Time Sheet t of

4 03 no= b Pit s S.I

( rocedvm•

17aa `r we r.n•SSde^

r e s c r'

LGJGI ° -so r .,. Ce

ei. .

c

+e D
5 V.. .^ .%}"crY• C eve ^,•.^,'c.^ie.^

rc ^^,r

149 12c `,-ar fer^ ^Ps' /

C..ew l^ke 200

ZO2.^ C^U.n lCTC 4^'(' 4 S

ewAn
ZO`,

, l
..) Lew/ hktx rm F

1
in ^ V ef ^ t y.N

1\ , ^-F Ne w 1- 1 ^

M^rk ^4"4S Ta Cow°t ou.`^ 4wV`

^n

106(C QT Se^IWtVC,.

7. o M., tc O^11 a-1 I..I^..el +'F- 1•{ l w.- e- ft '^b Sc L...a.1

^,>r.w , ^ fr.e^^^ . S«„•e9 ^., ^,"„f-e•, r1• F^at, ,F 111)

Type DocumentNo. Rev/Mod ReleaseDate Page

CONTINUOUS TO-280-050 B-4 04/08/2003 37 of 43
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RPP-12051 Rev. 0

4/8/03 8:43 AM WORKING COPY T S R Compliance

Signature Sheet 1

All participating personnel shall enter their printed name, signature and initials below.

Name (Printed) Signature Initials

1AA -1UV
C^^^ RG

66L^ l^D^^ CO, 6
^ f^ 1^^GS5 4

5

.̂,^.

Type Document No. Rev/Mod Release Date Page

CONTINUOUS TO-280-050 B-4 04/08/2003 43 of 43
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RPP-12051 Rev. 0

"{1 to /o5

4/8/03 10:41 AM WORKING COPY

Tank Farm Operating Procedure

® Double click to change COPY type /.eg,t^-^fA-.
Internal Transfer from 244-AR Tanks TK-002, TK-003,

244-AR Tank TK-001

The original signatures are on file.

T S R Compliance

244-AR

3-7=nc! 8' (aola)
or Cel13 Sump to

PCA Incorporated: TF-2003-0370

Procedure Signatures for: TO-280-050 B4

Type of Change: PCA

Review Designator: NA

USQ Screening Number: TF-03-0596-D R3

POSITION/ORG DELEGATE DATE

NCO/Ret Ops

Shift Manager

Engineering

Criticality Prevention

Quality Assurance

Environmental Engineering

Safety

RadCon

Technical Writer S. Bums 04/08/2003

Approval Authority K. O. Smith 04/08/2003

Justification:

Administrative request

Summary of Changes:

Corrected misspelled words in Checklist 2.

Next Periodic Review Due - 01/2012005

4A

Type Document No. Rev/Mod Release Date Page

CONTINUOUS TO-280-050 B-4 04/08/2003 1 of 43

A-102



4/8/03 10:41 AM WORKING COPY T S R Compliance

Data Sheet 1 - Liquid Level Monitoring

0

Initial
+ Atl^ +

_j -_
+_^_ + + + +

HOURS HOURS HOURS HOURS HOURS HOURS HOURS

DATE: tp D `/lD p?j `11/6 0 -1a-o3 '/ D 3

TIME: I ^y g z o3S

TK-0O1 Level

(Limit I20') *

(LPmit 276")

Sending
Tank/Sump:

^ 3^^ W"b 074 z^ 2-3 .^
Operator
Initials:

^ ^M ^ S^/ 1 Ann

Actual Start Date/Time 1 (p 2(0 ^/t D^j Actual Stop Date/Time tt//D (,3 p

* Notify Shift Manager

** Stop Transfer

^D ve,5*^
J-Ft cs^^{^^ tt ^ zo^l3 ^16jo3

^
O

^

0

Type Document No. Rev/Mod Release Date Page

CONTINUOUS TO-280-050
I

13-4 04/08/2003 35 of 43



4/8/03 10:41 AM WORKING COPY T S R Compliance

Data Sheet 2 - Back Flush/Recirculation/Flush

A

Tanks Being Back
hed (TK001 TK002Fl

Pumping Start Pumping Stop
Total Pump Time

Volume Pumped
from, ,us

TK003, TK004, Ce113

Sump) , Date

Time

(24 Hr Clock)

(A)

Date

Time
(24 Hr Clock)

(B)

(C=B-A) AR244-WT-TK-200
(inches)

^ 5'io r I ^ S 0 ^yP
D a3 `/ 3 Z.//

b 3

Total Volume transferred (Gal )

*Notes -. Verify Start and Stop pumping dates are accounted for in total hours.

Comments: 2-4 Ki,.L <t d... fo /a c.J 4 16, .. Porto6

z`

ro

O

Type Document No. Rev/Mod Releare Date Page

CONTINUOUS TO-280-050 B-4 04/08/2003 36 of 43



RPP-12051 Rev. 0

4/8/03 12:09 PM WORKING COPY T S R Compliance

Transfer Information Record Sheet

Record information as applicable to transfer.

Date/Time Sheet 1 of

t ^^ os ^^oa cowJ^^ae ,_ a
7 30 or. ^-^-a.Gt -^G e • er^. ^.

i tS t (^
.• E"M•SS,o,w elk,44

,^. ♦ ^r•n 4e / .

t6t6 Co.v. ktrtC

I(^ 97
^- e

1 r•....4 c i h^ ^ c^> wM c^ x c 4-D l_e J L. J

CJe•\ 4\ ^nn

^^z2 gI`^it•^^' y.e ,,.4.^ P^A '..+, A^P-`^'_2s^ -oooa^-

r,J^.a.^ L\`e..^`l ^/t•^S^v 'R .n .nN4 rJil•l LM•i L..+

7 r r.StCrr c

^^ I ran^rfe^ SG(^N^G K 1 •/'C4

^CJ C ^T 1 O 1 I r/, 54

re o; k
4-C^'^L e S Y< r CA 'I

^ • 6 ^ 0.eMt rol^ V^

VC^rFrL h^ PLLlov.tl{•tbI /, ,

^ SLIK"7 ^C•J^ /T4b G t- v^44+re' S [rM . 4P7

11t/'rF^C TL^CNC ^JY! K• wCT,vi^ p G,a

Type DocumentNo. Rev/Mod Release Date Page
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RPP-12051 Rev. 0

4/8/03 10:41 AM WORKING COPY T S R Compliance

Signature Sheet 1

All participating personnel shall enter their printed name, signature and initials below.

Name (Printed ) Si ture Init' s

,

^'cJoraPt4 S

:41
Type Document No. Rev/Mod Release Date Page

CONTINUOUS TO-280-050 B-4 04/08/2003 43 of 43
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RPP-12051 Rev. 0

cc,1^ 3 S",.wP 411 i(03

The original signatures are on file.

PCA Incorporated: TF-2003-0397

Procedure Signatures for: TO-280-050 B5

Type of Change: PCA

Review Designator: NA

USQ Screening Number: TF-03-1590-AA, TF-03-1578-S

POSITION/ORG DELEGATE DATE

NCO/Ret Ops T. Bereer 04/14/2003

Shift Manager J. Andrews 04/14/2003

Engineering T. Lanev 04/15/2003

Criticality Prevention

Quality Assurance

Environmental Engineering

Safety

RadCon

Technical Writer S. Burns 04/15/2003

Approval Authority S. Kelly 04/15/2003

Justification:

Operation Request

Summary of Changes:

Added new step and moved NOTE to reflect changed configuration and deleted part of
note to maintain transfer control with OR

Next Periodic Review Due - 01/20/2005

A-107

M Double click to change COPY type
:z .V /^ V3-T- cx-^=2

Internal Transfer from 244-AR Tanks TK-002, TK- 3, TK-004 or Cell 3 Sump to
244-AR Tank TK-001



Data Sheet i- Liquid Level Monitoring

O
00

ro

O



0̂

I

Cl

Data Sheet 2 - Back Flush/Recirculation/rlush



RPP-12051 Rev. 0

Transfer Information Record Sheet

Record inf" an a$applIcable to txat^s!er;

^..
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Signature Sheet 1
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RPP-12051 Rev. 0

V ^.+J CC/I /
I -, C yvN t,,. 61 i- o-/ ./ I

4/29/03 3:52 PM WORKING COPY T S R Compliance

Tank Farm Operating Procedure 244-AR

® Double click to change COPY type __"--,^ -*= O 3- - cb a

I

Internal Transfer from 244-AR Tanks TK-002, TK 3, TK-004 or Cell 3 Sump to
244-AR Tank TK-001

The original 'signatures are on file.

PCA Incorporated: TF-2003-0435

Procedure Signatures for: TO-280-050 B6

Type of Change: PCA

Review Designator: NA

USQ Screening Number: TF-03-0596-D

POSITION/ORG DELEGATE DATE

NCO/Ret Ops V. Miller 04/28/2003

Shift Manager J. Andrews 04/28/2003

S. Ringo 04/29/2003

Engineering T. Laney 04/29/2003

Criticality Prevention

Quality Assurance

Environmental Engineering

Safety

RadCon

Technical Writer W. White 04/29/2003

Approval Authority S. Ringo 04/29/2003

Justification:

Operation Request

Summary of Changes:

Deleted LCO 3.1.3. Made editorial changes. Deleted pre-transfer backflush. Modified wording to allow
rnultiple transfers without shutting down between transfers. Deleted unused causes for shutdowns.

Next Periodic Review Due - 01/20/2005

L
F

Type DocumentNor Rev/Mod Release Date Page:;.'

CONTINUOUS ,TO-280-050 ' B 6 , .' '; 04/29/2003 , 1'of 43r , `
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4/29/03 3:52 PM WORKING COPY i S R Compliance

Data Sheet I - Liquid Level Monitoring

I^-
w

Initial
+ + + + + + +

HOURS HOURS HOURS HOURS HOURS HOURS IiOURS

DATE: t^ ^ D^ ^i 3 o I o3

4TIME: 13; 4 v

TK-001 Level

(Linrit 120'9 * q I ^
, -2

Lf
c^

(Lintit276')
(

Sending
Tank/Sump:'

/ K-oo^

Operator
I i i/0als:nit

ActualStartDate/Timc ActualStopDatc/Time

*- Notifp Shift Manager

**^ Stop Transfer I
0

we , Uucumem No. IZcv/Mod Releasc llatc Page

CONTINUOUS TO-280-050 B-6 04/29/2003 35 of 43



4/29/033:47 PM WORKING COPY a S R Compliance

Data Sheet 1- Liquid Level Monitoring

A

Initial
+ + + + + + +

HOURS HOURS HOUIZS HOURS HOURS HOURS HOURS

DATE: 3C10y

TIME:

-^^ ^..TK-00I Level

(Limit 120") *

(Lr/nit216") **

q

,

Sending^,
Tank/Sumpb

-1 X` ~ , () - 0.C)

Operator
Initi [s / 3l.a ,

ActualStartDate/Time y'I ;Ujo, /•y: 6- ^ ActualStopDate/Time
3,

Notify S6iff Manager

"* Stop Transfer ... . ^ . . ^ . ^ ^ ^ : ^

•, ';

`r^f• _n;? f ^c,^' i I

--^ ^'^. ,i r1;•. -^:

^,^^•

I
0

Type.:...... Uocumenl No. Rev/MoJ Release Date Page

CONTINUOUS TO-280-050 B-6 04/29/2003 35 of 43



4/29/03 3:44 PM WORKING COPY ^ S R Compliance

Data Sheet I - Liquid Level Monitoring

Initial
+ .^^ + + + + +T +

.
HOURS HOURS HOURS HOURS HOURS IIOURS HOURS

DATE: ^!'sG^G_7

TIMEc;; ^(; 2 3 /N'.

TK-0D1 Level

-------- ------ -
(Lterit120")*

T 1(Lmdt 276'9

Sending
^..Tank/Sump: .

Operator
Initials: .

n
.^

ActualStartDate/Time ActualStopDate/Time y qp'^r, 'y'tr(

Notify Shift Manager

**`Stop-Transfer , . . . .. ^

^
^C

N
0
^
.-^

^

<

0

Type,,., .. . DocumentNo. Rcv/Mod RdeaseDzte I'age

GONTINUOUS' TO-280-050 B-6 04/29/2003 35 of 43



4/29/03 3:52 PM WORKING COPY S R Compliance

Data Sheet 2 - Back Fiush/Recirculation/Flnsh

a

Tanks Being Back
Flushed (TK001

Pumping Start Pumping Stop
Total Pump

AR244-WT-TK-200 Volume Pumped
,

TK002TK003
TK004 Cell 3^t

Sump)
Datc

Time
(24 Hr
Clock)

(A)

Date

Time
(24 Hr
Clock)

(B)

Time
C=B-A( )

Starting Level
(indfes)

Final Level
(inches)

from
AR244-WT-TK-200

fnches(^ )

c)o sl-o3 CCIC, 5-1-0 -5 C^7 vs 6.`/S 3G. ' S.3cf 3E^ Z.

Tt oo S-r-o G^ oC S-1-o dho` ,c'c3 Sg.3Z If SS.53

. 5.^..0^ 72^ r-/-o 075'? oo-°L 55,< o.oo ; 3. ,-

Total Volume transferred (Gal)

*Notes,-: - Verify Start and Stop pumping dates are accounted for in total hours.

Comments:

:r
N
O
H_

^

C

0

Typa Document No. Rev/Mod Re)easc llate Page

CONTINUOUS TO-280-050 B-6 04/29/2003 36 of 43



4/29/0., s:48 PM WORKING COPY , S R Compliance

Data Sheet 1 - Liquid Level Monitoring

.'-.

Initial
, -z^+ + + + + + +

HOURS HOURS HOURS HOURS HOURS IIOURS HOURS

DATE: `-^ 3dre: t-/ 3co j

TIMEi, ,;. : c^ l15 J 5: Z 1

TK-001 Level"

(Lindt120")*

(Limf12I6,)

Sending:-
Tank/Sump:

Operator
Initialsc

ActualStartDate/Time 50 t-( Actual Stop Date/Time

otify Shift Manager

9
op TransfcrSt

7y

C

0

Type Documcnl N o. Rev/Mod Release Date Pa^e

' CONTINUOUS TO-280-050 B-6 04/29/2003 35 of 43



RPP-12051 Rev. 0

4/29/03 3:43 PM WORKING COPY T S R Compliance '

Transfer Information Record Sheet

Record information as applicable to transfer.

Date/Time Sheet t of

yf3ojo3 t21^ ^o.+. I^'c^ r SCG^ ^^<-t S, ^

I3 I`^ F^ ^+ c S u• c -^c..• /^ -t--c
/i

y t 5{ -+^! 1- 1 ^o T. K t TN

t ^2 Co T, c z a ,-l< I 7.-o..t{'c-

!y2 lTw T.'"' k, J O T4.. k

k

^y^V ^r-^-. T t 4^. Ic

/ ( f 1,/(^o.K l e^ C(^ 4N.
4
-8 ^rt(^

^

C<,^ 3 S•t•-. •'f-o T•.lC ( T'^M41

1571 + 6, k ITGN{T(l

S r oZ otoo 5^ .^^^Q •^• ^ T^ Ic

0 7'f5 4

0 $7-7 Co•,.DIe. c ^ TI

Type .? e Document No. ev/Mod Reiease Date Page

CONTINUOUS TO-280-050^ ' ^ v S-6 -' ' -04/29/2003"- 37 of 43 ^ ]
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RPP-12051 Rev. 0

4/29/03 3:52 PM WORKING COPY T S R Compliance

Signature Sheet 1

All participating personnel shall enter their printed name, signature and initials below.

Name (Printed) Signature Initials

,j C- A A-6,j5 F
Cz A/ c 6- Z4',jz^"

,-- ,
fC'^E7'[ L E='

A

\ 1 f1 C ^1 ^

J

J?:M

Type Rev/M ;. , Release Da[e Page;,.

CONTINUOUS TO'-280-050' B=6,;: " 04%29/2003" 43 043
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RPP-12051 Rev. 0

5/27/200310:15 AM WORKING COPY T S R Compliance

Tank Farm Operating Procedure 244-AR

® Double click to change COPY q^pe
2"s ^ZL

Internal Transfer from 244-AR Tanks TK-002, TK-003, TK-004 or Cell 3 Sump to
244-AR Tank TK-001

The original signatures are on file.

PCA Incorporated: TF-2003-0435

Procedure Signatures for: TO-280-050 B6

Type of Change: PCA

Review Designator: NA

USQ Screening Number: TF-03-0596-D

POSITION/ORG DELEGATE DATE

NCO/Ret Ops V. Miller 04/28/2003

Shift Manager J. Andrews 04/28/2003

S. Ringo 04/29/2003

En ;ineering T. Laney 04/29/2003

Criticality Prevention

Quality Assurance

Environmental Engineering

Safety

RadCon

Technical Writer W. White 04/29/2003

Approval Authority S. Ringo 04/29/2003

Justification:

Operation Request

Summary of Changes:

Deleted LCO 3.1.3. Made editorial changes. Deleted pre-transfer backflush. Modified wording to allow
multiple transfers without shutting down between transfers. Deleted unused causes for shutdowns.

Next Periodic Review Due - 01/20/2005

.^;
c

C Ni O ^^ * nrt i ^pY
A

^z^ ^^ N^ ^ ^'^0 %0ONTI J US ^T 280_050 ;O B-6, ^ ^ /29 3 ^
"

^ ;_ .^.
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7--
^ . . ^ . . . i

27l 003-10.15 AM WORKING COPY S R Compliance
^.X.4', ::^KY Y...,:M:. .\ 'i.'t .. . ... ..

Data Sheet I- Liquid Level Monitoring

Y ^!

*vd^.^^ InitiaL
+

HOURS
+

HOURS
+

HOURS
+

HOURS
+

HOURS
+

HOURS
+

HOURS

}TIME ( U 30 / p 5C)

^')^^Gmu1ZOr

ZrmiJ 2l6t'^^{

„

^ G

,e^S`^din
Tank/Sump ;w,,^ -

cR-cl3 ^u
`'""i*y.`: D•
;/)pera^or U^f
IwGals.; ..''.-+ ,.

^^

ActualrStart;Date/Time /2/0 J Actual Stop DatefPime

^NTodfySluft Managen °'f
^i^ °^k.f4Y^^^e• K y

. .

'^'Stop T[aqsters^ ^ ., , '. ^

^

N
0
.̂-,

^
C

0

Type,,i^^^`^ .,^o w a ^^

U ^^
, Daument No. . . ^^ r

^
Rev/Mod Release Date . ^^

4
Page

f ^CONTIN OUS. ^ TO-280-050^.. i;0 /29/2003 : I 35 o 43 ^^



5 AM WORKING COPY T S R Compliance

Data Sheet 2 - Back Flush/Recirculation/Flush

la

Tanks Being'Back Pumping Start Pumping Stop
l PumtT

AR244-WT-TK-200 Volume Pumped
Flushed (TK001,
'l'K002, TK003,
>TK004, Cell 3.' .-

Sump)
Date

Time
(24 Hr
Clock)
(A)

Date

Time

(24 Hr
Clock)

(B)

a po
Time

(C=B-A) Starting Level
(inches)

Final Level
(inches)

from
AR244-WT-TK-200

(inches)

p 6L 4) /

. .
er er..^e

Total Uolume transferred (Gal)
ofest^^ ^WWei} `jStart$and Sto um in dates are accounte&for,in total hours:

Comments:

DocumentNo Rev/M6d, Relcasa Date ^.;.. , s Page-
^ al u^

CU TINUOUS^ ^' `§.. TO-280=050 °° B-6'£ *^04/29/2003 '' 36 of 43
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RPP-12051 Rev. 0

5/27/200310:15 AM WORKING COPY T S R Compliance

Transfer Information Record Sheet

Record information as applicable to transfer.

Date/Time Sheet ( of (

6 2 / oBS^ P 61- -oS 7 6 ^ o Ck^auS^G/

(62 r 11c 4a.,. (G

0 5{.f{- ^ ^ s ., ^c^

oZ ^ C 3 r^
Iloo 5c ^^^J ^x^n ^i

^.r`h:.. . "9+r
CONTINUOUS =

^^^`r"
^0:. .^t ^^"y '. !

^TU 2805050
RCV/Mod '*?P

^B6^
^CI^DaK .`,a^ '^'

/29^ 0 k
PegC'+

^ T ^7 _r .4 /2003_ of,433 .
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RPP-12051 Rev. 0

5/27/200310:15 AM WORKING COPY T S R'Compliance

Signature Sheet 1

All participating personnel shall enter their printed name, signature and initials below.

Name Printed ' Si natur Initials

`J^c,^t^til^ ^^^

-U L

.µTye_"t umtntNP^ " Rev^od... eeseDat^'`

^ ' ^^ ";COTINUOUS O 280=050 ^,', , ^^, ^0, /29 2003n. 43 of43
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AL

6/27/03 8:07 AM

^

WORKING COPY

N
^

DATE STARTING: a

PARAMETER
OI201AL
RANGE

OSD LIMIT MONDAY TUESDAI' WEUNESDAI' THURSDAY Fl21DAY SATURDAI' SUNDAY

244-AR VAULT

Instrument Panel

216IN** IN IN IN ^

l 3 l
IN IN IN IN

WFIT-001-I,TK-001* 0-114M
OSD

I
" ^ so ^ `IL C) ^- ^- S^^ tT ^SO^I ^ ^/5.9AC }7•7 • 7

IN IN IN IN IN IN IN

WFIT-002-1, TK-002 * 0- 180 IN 208 IN OSD o7/
IN IN IN IN IY IN IN

WFIT-003-1, TK-003 * 0- 80 IN 106 IN OSD ) f / C, U l ,.^, Z 'J 5 • O^s
C

L

IN IN IN IN IN IN IN

WFIT-004-1, TK-004 * 0- 80 IN 105 IN OSD l I^ I^1 \^ U;iV 1 - Cc- ) (-
o

I/'^7
/

Gi
/U0

COMMENTS: NOTE (information only):
* Data may be taken by installed level Instruments or Manometer. *" OSD-T-I51-00015

*** ShiR manager most be notified immedialclv if li q uid level reaches or exceeds 120 inches.

WFIT-001-2,Sump-I*
ER 0-22 IN

None

IS

. I z

IN _ IN IN IN IN IN

WFIT-002-2,Sump-2*
22 M0

None

IN IN

U/
10

IN _. UJ

^

IN

• U ^

IN IN IN

ER - ^^.
.__

. . G %

WFIT-004-2, Sump-3*
ER 0 18 IN

52 IN****
osD

IV IN

t
IN

^
IN IN

^91

IN

^3//C

IN

.
NOTE ( information only):
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APPENDIX B. COMPLETED CALIBRATION DATA SHEETS FOR LIQUID LEVEL
MONITORING INSTRUMENTS IN 244-AR VAULT CELLS 1, 2, AND 3 SUMPS
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Activity ( P200)============================
Page: 1 10:40:29 11 JUL 2003

1. PM/S Number ET-00930 2. Type 7 INSTRUMENT CALIBRATION PROGRAM
3. Title CELL 1 SUMP WEIGHT FACTOR

----------------------------------------------------------------------------------------------------------------------------------------------------------------
4. Requirements Document & Section WAC 173-303
5. Description

6. Component Number WFIT-001-2 Safety Class GS
Component Name SUMP 1 WEIGHT FACTOR

7. Procedure Number 6-PCD-373 Title YOKOGAWA DIFFERENTIAL PRESSURE
Procedure Type OVERCAL

8. Recall Basis 1 PERIDDIC, CALENDAR DATE
9. Phase Designator ENVIR ENVIRONMENTAL

10. Next Due Date 02/14/04 11. Last Done Date 03/21/03
12. Frequency 330 Days 13. Grace Period 10 %
14. Next Due Calc 2 FREQUENCY + LAST DONE DATE
15. Fixed Due Dates
16. Group 44AR2 17. Mode N/A
18. Operations Rel. Reqd. Y
19. PM/S Authority LANEY,T
20. Associated Components

Number Name

21. Associated PM/S
Number Title

22. Reference Documents Type
6-PCD-373 PROC
WAC 173-303 ENVI
TF-97-0283 R3 USQ
TF-02-0332 USQ

23. Resources Required
Res Code Description No. Est Hrs

18 Instrument Technician 2 4

24. Component Operating Parameters
Input Range Low 0 Input Range High 48
Input Range Units IN H20 Input M&TE Tolerance 0.5 X

Output Range Low 4
Output Range Units MA

25. Body Type
.

F FREE FORM

Output Range High 20
Output M&TE Tolerance 2.0 %

26. Comments

Activity
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Activity ( P200)====________________________
Page: 2 10:40:29 11 JUL 2003

1. PM/S Number ET-00930 2. Type 7 INSTRUMENT CALIBRATION PROGRAM
3. Title CELL 1 SUMP WEIGHT FACTOR

________________________________Freeform Body (P202)====________________________

TRANSMITTER: HART PROTOCOL

----------------------------------------------------
INPUT DISPLAY IN H20

----------------------------------------------------------------------
TOLERANCE OUTPUT MA

----------------------------
TOLERANCE

H20
-----+-------------------- -+------ -----+--------------------- -+------------

AS I/O AS LOW UP AS I/O AS LOW UPI
FOUND LEFT LIMIT LIMIT FOU ND

-
LEFT LIMIT LIMIT

-----
0

----------------------------
-1

------
1

------------ --
3.96

- ---
4.06

-----
12

-------- --- ------- - -----
11

-----
13

--- ------- - ------
7.96

-----
8.06

--24- -------- --- ------- - -23-- -z5-- - -------- --- ------- -
11 . 96 12 . 06

-----
36

-------- --- ------- - -----
35

-----
37

--------- --- ------- - ------
15.96

-----
16.06

-4S-I-------- I---I--------
I-47--I-49--I

I---I-------- I19.96 I20.06

Activity ( P200)============================
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Activity (P200)====________________________
Page: 1 10:41:15 11 JUL 2003

1. PM/S Number ET-00959 2. Type 7 INSTRUMENT CALIBRATION PROGRAM
3. Title SUMP NO. 2 WEIGHT FACTORS

-----------------------°---------------------------------------------------__---
4. Requirements Document & Section WAC 173-303
5. Description

6. Component Number WFIT-002-2 Safety Class GS
Component Name SUMP NO. 2 WEIGHT FACTORS

7. Procedure Number 6-PCD-373 Title YOKOGAWA DIFFERENTIAL PRESSURE
Procedure Type OVERCAL

8. Recall Basis 1 PERIODIC, CALENDAR DATE
9. Phase Designator ENVIR ENVIRONMENTAL

10. Next Due Date 11/14/03 11. Last Done Date 12/19/02
12. Frequency 330 Days 13. Grace Period 10 %
14. Next Due Calc 2 FREQUENCY + LAST DONE DATE
15. Fixed Due Dates
16. Group 44AR2 17. Mode N/A
18. Operations Rel. Reqd. Y
19. PM/S Authority LANEY.T
20. Associated Components

Number Name

21. Associated PM/S
Number Title

22. Reference Documents Type
6-PCD-373 PROC
WAC 173-303 ENVI
SPECIAL RWP E-1001 RWP
TF-97-0283 R3 USQ
TF-02-0332 USQ

23. Resources Required
Res Code Description No. Est Hrs

18 Instrument Technician 2 4

24. Component Operating Parameters
- Input Range Low 0 Input Range High 48

Input Range Units IN H20 Input M&TE Tolerance 0.5 %

Output Range Low 4
Output Range Units MA

25. Body Type F FREE FORM

Output Range High 20
Output M&TE Tolerance 2.0 %

26. Comments

Activity

B- 4
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Activity ( P200)====_______________---- ====
Page: 2 10:41:15 11 JUL 2003

1. PM/S Number ET-00959 2. Type 7 INSTRUMENT CALIBRATION PROGRAM
3. Title SUMP NO. 2 WEIGHT FACTORS

--------------------------------------------------------------------------------------------------------------------------------------------------------------
=========-====-=================Freeform Body

TRANSMITTER: HART PROTOCOL

INPUT DISPLAY IN H20 TOLERANCE OUTPUT MA TOLERANCE
H20
-----+-------------------- -+------ -----+--------------------- -+------ ------

AS I/O AS LOW UP AS I/O AS LOW UP
FOUND LEFT LIMIT LIMIT FOUND LEFT LIMIT LIMIT

-----
0

--------------
-1 1

-----------------------------
3.96

------
4.06.

-----
12

-------- --- ------- - -----
11

-----
13

--------- --- ------- - ------
7.96

-----
8.06

-----
24

-------- --- ------- - -----
23

-----
25

--------- --- ------- - ------
11.96

-----
12.06

--36- -------- --- ------- - -35-- -37-- --- ------ --- ------- -
15.96 16.06

-----
48

-------- --- ------- - -----
47

-----
49

--------- --- ------- - ------
19.96

-----
20.06

Activity (P200)
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Activity
Page: 1 10:41:50 11 JUL 2003

1. PM/S Number ET-00987 2. Type 7 INSTRUMENT CALIBRATION PROGRAM
3. Title SUMP NO. 3 WEIGHT FACTORS

4. Requirements Document & Section WAC 173-303
5. Description

6. Component Number WFIT-004-2 Safety Class GS
Component Name SUMP NO. 3 WEIGHT FACTORS

7. Procedure Number 6-PCD-373 Title YOKOGAWA DIFFERENTIAL PRESSURE
Procedure Type OVERCAL

8. Recall Basis 1 PERIODIC, CALENDAR DATE
9. Phase Designator ENVIR ENVIRONMENTAL

10. Next Due Date 11/14/03 11. Last Done Date 12/19/02
12. Frequency 330 Days 13. Grace Period 10 X
14. Next Due Calc 2 FREQUENCY + LAST DONE DATE
15. Fixed Due Dates
16. Group 44AR2 17. Mode N/A
18. Operations Rel. Reqd. Y
19. PM/S Authority LANEY,T
20. Associated Components

Number Name

21. Associated PM/S
Number Title

22. Reference Documents Type
6-PCD-373 PROC
WAC 173-303 ENVI
SPECIAL RWP E-1001 RWP
TF-97-0283 R3 USQ
TF-02-0332 USQ

23. Resources Required
Res Code Description No. Est Hrs

18 Instrument Technician 2 2

24. Component Operating Parameters
Input Range Low 0 Input Range High 48
Input Range Units IN H20 Input M&TE Tolerance 0.5 %

Output Range Low 4
Output Range Units, MA

25. Body Type F FREE FORM

Output Range High 20
Output M&TE Tolerance 2.0 %

26. Comments

Activity
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Activity ( P200)====________________________----------- -------- --
Page: 2 10:41:50 11 JUL 2003

1. PM/S Number ET-00987 2. Type 7 INSTRUMENT CALIBRATION PROGRAM
3. Title SUMP NO. 3 WEIGHT FACTORS

------------
================================Freeform Body ( P202)============================

TRANSMITTER: HART PROTOCOL

----------------------------------------------------
INPUT DISPLAY IN H20

----------------------------------------------------------------------
TOLERANCE OUTPUT MA

----------------------------
TOLERANCE

H20
-----+-------------------- -+-----------+--------------------- -+------ ------

AS I/O AS LOW UP AS I/O AS LOW UP

-----
FOUND

--------- ----
LEFT

-
LIMIT LIMIT

- --
FOUND

-----------
LEFT

---------
LIMIT
------

LIMIT
----------- ---------

0
-------------------

-1
------
1

--------------------- --------
3.96

------
4.06

-----
12

-------- --- ------- - -----
11

-----
13

--------- -- ------
7.96

-----
8.06

-----
24

-------- --- ------- - -----
23

-----
25

--------- --- ------- - -----
11.96

- -----
12.06

-----
36

-------- --- ------- - -----
35

-----
37

--------- --- ------- - -----
15.96

- -----
16.06

-----
48

-------- --- ------- - -----
47

-----
49

--------- --- ------- - -----
19.96

- -----
20.06

Activity
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APPENDIX C. LEVEL HISTORY SHEETS

244-AR VAULT TANKS 001, 002, 003, 004, AND CELL 1, 2, AND 3 SUMPS

C- 1



Retrieval Date: 07117/2003
Start Date: 01/01/2003
End Date: 0711712003

Data Types: Good Transcribed

"Weiet Factor does not represent

90

80

70

60^

i m

t
tf

^ 50

d

m
J

40

30

20

10

0

Dec 02

Structure AR244-TK1

true level values without adjustment for Svecific Gravity_

Jan 03 Feb 03 Mar 03 Apr 03 May 03 Jun 03 Jul 03

:-
N

O

-4-Weight Factor' MAN UAt ^I



Retrieval Date: 07117/2003
Start Date: 01/01/2003

End Date: 0711712003

Data Types: Good Transcribed

Structure AR244-TK2

^

b

N
O
^
.-

^
N
<

0

-0 Weight Factor' MANUAL

Dec 02 Jan 03 Feb 03 Mar 03 Apr 03 May 03 Jun 03 Jul 03



Retrieval Date:A7/1712003
Start Date: 01/01/2003

End Date: 07/17I2003

Data Types: Good Transcribed

Structure AR244-TK3

^

A

't7
:-^

O

+WeightFactor'MANUAI ^

Dec 02 Jan 03 Feb 03 Mar 03 Apr 03 May 03 Jun 03 Jul 03



Retrieval Date: 07117/2003
Start Date: 01/01/2003
End Date: 07/1712003

Data Types: Good Transcribed

'Wei9l^t

2.5

2.0

1.5

n
i q

n L
V

^ 1.0

d

J

0.5

0.0

-0.5

-1.0

Structure AR244-TK4

Factor tloes not re resent true level values without adjustment for S cific Gravi .

Dec 02 Jan 03 Feb 03 Mar 03 Apr 03 May 03 Jun 03 Jul 03

-r-Weight Factor' MANUAL

4
It

O
tli
.-

^
C

0



Retrieval Date:07/17/2003

SfertDate:01/01/2003

End Date: 07H7I2003 Structure AR244-SMPI
Data Types: Good Transcribed

^

^

tWeight Factor' MANUAL

O

Dec 02 Jan 03 Feb 03 Mar 03 Apr 03 May 03 Jun 03 Jul 03



^

J

Retrieval Date: 0 7/1 71200 3

Start Date: 01/01/2003

End Date: 07117/2003

Data Types: Good Transcribed

"WeiqFbt Factor dces not reore:

0.5

0.0

m
t
U

^ -0.5

>
O!
-J

-1.0

-1.5

-2.0 a-

Dec 02

Structure AR244-SMP2

Jan 03 Feb 03 Mar 03 Apr 03

tWeight Factor ' MANUAL j

May 03 Jun 03 Jul 03

O



Retrieval Date: 07/17/2003

Start Date:01/01/2003
End Date: 07/17/2003

Data Types: Good Transcribed
*
Weigh F

29

27

25

n

00
23

C

N

21

19

17

15

Dec 02

Structure AR244-SMP3

ac or d s not re resent true level values without ad'ustment for S ecifi G v' .

Jan 03 Feb 03 Mar 03 Apr 03 May 03 Jun 03 Jul 03

4

O

tWeiyht Factor' MANUAL



RPP-12051 Rev, 0

APPENDIX D. CELL 3 SUMP LEVEL READINGS

APRIL 22, 2003 THROUGH AUGUST 12, 2003

APRIL 2003 THROUGH JULY 2003

D- 1



Cell 3 Sump Level Since Consolidation Pumping and Estimated Time to a Sump Level of 29

Gallons based on a Linear Regression of Available Data

17.7

17.2

16.7
N
G1
t
v

j 16.2
41
J
.II

Q
J

15.7

15.2

4
A

^ ,.. ..^ . • . ^. . . , . .

.. ^
.... . ,s

. A ., ^^...

4/22/03 4/29/03 5/6/03 5/13/03 5/20/03 5/27/03 6/3/03 6/10/03 6/17/03 6/24/03 7/1/03 7/8/03 7/15/03 7/22/03 7/29/03 8/5/03 8/12/03

Date

14.7

r--+

O



Historic 244-AR Vault Cell 3 Sump Level

35

30

25

d d 20

u
c

d
15

10

5

0

Average Decrease for Nov. 2001 through
March 2003 is 1.9 gallons per day

Average Decrease for June 4 to June 22,
2003 is 1.7 gallons per day

Nov 01 Feb 02 May 02 Aug 02 Nov 02 Feb 03

^- ---
I- Seriesl

-_ ---
i-Series2 -

_ -
Linear (Seriesl)

-- _ ---
-Linear (Series2)

May 03 Aug 03

4
ro

0
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